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BVM-A20F1U 
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電気 製品 は 、 安 全 の た め の 注 意 事 項 を 守ら な いと 、 
火災 や 人 身 事 故に な る こと が あり ます 。 


> 
Dis 
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この オペ レー ショ ンマ ニュ アル に は 、 事 故 を 防ぐ た め の 重 要 な 注意 事項 と 製品 
の 取り 扱い か た を 示し て あり ます 。 こ の オペ レー ショ ンマ ニュ アル を よく お 読 
み の う え 、 製 品 を 安全 に お 使い くだ さい 。 お 読み に な っ た あと は 、 い つ で も 見 
られ る よう に 必ず 保管 し て くだ さい 。 
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安全 の た め に 


ソニ ー の モニ ター は 正しく 使用 すれ ば 事故 が 起き な いよ うに 、 安 全 に は 十分 配慮 し 警告 表示 の 意味 
て 設計 され て いま す 。 し か し 、 内 部 に 非常 に 高い 電圧 を 使用 し て いる の で 、 ま ち 
が っ た 使い か た を する と 、 火 災 や 感電 な ど に より 死亡 や 大 けが な ど 人 身 事故 に つ な 
が る こと が あり 、 危 険 で す 。 

事故 を 防ぐ た め に 次 の こと を 必ず お 守り くだ さい 。 


この オペ レー ショ ンマ ニュ アル お 
よび 製品 で は 、 次 の よう な 表示 を 
し て いま す 。 e 
解 し て か ら 本 文 を お 読み くだ さ 


安全 の た め の 注 意 事項 を 守る a 

5 7 ペー ジ の 注意 事項 を よく お 読み くだ さい 。 製品 全般 の 安全 上 の 注意 事項 が 記 AZ = - 

され て いま す 。 8 ペー ジ の 「 使 用 上 の ご 注意 ] も あわ せ て お 読み くだ さい 。 この 表示 の 注意 事項 を 守ら な いと 、 
火災 や 感電 な ど に より 死亡 や 大 け 

es が な ど 人 身 事故 に つなが る こと が 

5 年 に 1 度 は 、 内 部 の 点検 を 、 お 買い 上 げ 店 また は ソニ ー の サー ビス 窓口 に ご 依頼 Pasa. 

ne (有料 )。 + デー 

故障 し た ら 使 わな い この 表示 の 注意 事項 を 守ら な いと 、 

すぐ に 、 お 買い 上 げ 店 また は ソニ ー の サー ビス 窓口 に ご 連絡 くだ さい 。 感電 や その 他 の 事故 に は り け が を 
し た り 周 辺 の 物品 に 損害 を 与え た 

ー、 異常 が 起き を たら りす る こと が あり ます 。 
・ 異常 な 音 、 に お い 、 煙 が 出 た ら 注意 を 促す 記号 


・ 内 部 に 水 、 異 物 が 入っ た ら 
・ モニ ター を 落と し た り 、 キ ャ ビ ネ ッ ト を 破損 し た と き は 


> 


4 火災 
O 電源 を 切る 。 AN 
@ 電源 コー ド や 接続 ケー ブル を 抜く 。 = ae 
O お 買い 上 げ 店 また は ソニ ー の サー ビス 窓口 に 連絡 する 。 
行為 を 禁止 する 記号 


© ® © 


禁止 分 解禁 止 ぬれ 手 禁止 


行為 を 指示 する 記号 


0O © © 


指示 コラ グ を コン アー ス 線 を 
セン ト か ら 抜 く 接続 せよ 


2 | 安全 の た め に 


ーー 5 
A A 6 
使用 上 の ご 注意 (モニ ター の 性 能 を 保持 する た め に ) eccscsssssesesesesssesesesesesessseneseeesseenenseeecees 8 

第 1 章 概要 
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モニ ター コン トロ ー ル ユニ ッ ト BKML_15R (別売 り ) 


REDARAGON toi T 
2 リー ステ ディック SAS 21 
FSSA DBL OFT AAE A EE E EEEE EE EAEE 23 
EE 24 
BERNARD da a Edd dt AR 24 
RAEE PE a a e 24 
¡a e DOERR A €... 26 
SIN a ceececssceseseseseseseseseatseseseseaeseseseseseaeaeaeseseseaeaeaeseseaeaeaeausesearaesuarseavaeaeanseseananneners 27 
第 2 草 メニ ュー 
NS A 28 
EEE NE 28 
SR Fe Fe rs te BCVA E E E EE EET 29 
PRE 0) Sn 29 
O A 32 
A] 画像 の 調整 PICTURE ADU メニ ュー cnnncncncancnnnncncnncnncnn canon crono 34 
O A 34 
PICTURE ADJ メニ ュー の 階層 構造 kk 34 
構成 ニニ bs dd 34 
B] 色 温 度 の 調整 COLOR TEMP ADJ メニ ュー eee 36 
EE 36 
COLOR TEMP ADT メニ ュー の 階層 構造 ーー 37 
EA e rt ee 37 


3 


A A E iR 40 
INPUT CONFIGURATION & メニ ュー の 階層 構造 .……………………………………………………………… 41 
本 41 
[0] シス テム の 設定 一 SYSTEM CONFIGURATION メニ ュー ee 45 
A PE 45 
SYSTEM CONFIGURATION メニ ュー の 階層 構造 kk 46 
Fe A A E 46 
E 設置 調整 一 INSTALLATION SETTINGS メニ ュー connccacnnnisnancnncns nan canannannanoranancaneancns 49 
o E A ETE E NR 49 
INSTALLATION SETTINGS メニ ュー の 階層 構造 ki 50 
A O 50 
[FF] シス テム デー タ の 操作 一 FILE MANAGEMENT メニ ュー ee 54 
MAT A AI as e ad 54 
FILE MANAGEMENT 2 メニ ュー の 階層 構造 coccion 54 
A A AA 54 
G] モニ ター に 関す る 情報 の 表示 — STATUS メニ ュー concnnnnannnnnnncnnnncancnnan cnn crac 56 
EE 56 
STDAHTUS メ ビビ ョ ー の 階層 構造 LEO 56 
本 Ii 57 
[A] コン トロ ー ラ ー の 設定 一 CONTROLLER メニ ュー ee 58 
ME i EA AE O E 58 
CONTROLLER VS 3: @ ES diia 58 
Be NR A RR 58 
| キー ロッ ク 設 定 KEY PROTECT メニ ュー va ee 59 
1 o ee 59 
本 59 
付録 
人 60 
MI AA NSR 62 
A A oR 63 
A A ITER nD AED a EN 65 
int BE wed EA O TREAT A LB OBRA FVII TC cocoa 66 
A A ai 68 


下記 の 注意 


火災 ゃ 感電 


を 守ら な いと 、 
に より 死亡 や 大 けが に 


つなが る こと が あり ます 。 


規定 の 電源 電圧 で 使う 

取扱 説明 書 に 記さ れ て いる 電源 電圧 で お 
使い くだ さい 。 

規定 外 の 電源 電圧 で の 使用 は 
電 の 原因 と な り ま す 。 


指示 ` KKR 


内 部 を 開け な い 、 改 造 し な い 


内 部 に は 電圧 の 高い 部 分 が あり 、 キ ャ ビ 
fe 
する と 、 火 災 や 感電 の 原因 と な る こと が 


ME. 湯気 、 湿気 、 ほ こり の 
多い 場所 で は 設置 ・ 使 用 し な 
い 

上 記 の よう な 場所 に 設置 する と 、 火 災 や 
感電 の 原因 と な り ま す 。 
RSE CAER 
の 環境 で の 使用 は 、 火 災 や 感電 の 原因 と 
な り ま す 。 


as 
Fe 


高圧 に 注意 する 

サー ビス 担当 者 以外 の 方 は 裏 お た を あけ 
な いで くだ さい 。 内 部 に は 高 電 圧 部 分 が 
数 多く あり 、 万 一 さわ る と 危険 で す 。 


a 
E 


本 木 
分 解禁 止 あぁ り ます 。 a wie, A NS 

理 は 、 お 買い 上 げ 店 また は ソニ ー の サー 
ビス 窓口 に ご 依頼 くだ さい 。 
nn 
水 や 異物 が 入る と 火災 や 感電 の 原因 と な 
り ま す 。 

禁 万 一 、 水 や 異物 が 入っ た と き は 、 す ぐに 
電源 を 切り 、 電 源 コ ー ド や 接続 ケー ブル 
を 抜い て 、 お 買い 上 げ 店 また は ソニ ー の 
サー ビス 窓口 に ご 相談 くだ さい 。 
pc NO 
電源 コー ド を 傷つけ る と 、 火 災 や 感電 の 
原因 と な る こ と が あり ます 。 

禁止 e 設置 時 に 、 製 品 と 壁 や ラッ ク 、 棚 な ど 

FIN 


の 間 に 、 は きみ 込ま な い 。 
電源 コー ド を 加工 し た り 、 
し な い 。 
重い も の を の せ た り 、 引 っ 張っ た り し 
な い 。 
熱 器 具 に 
い 。 
電源 コー ド を 抜く と き は 、 必 ず プ ラグ 
を 持っ て 抜く 。 

カー、 電 源 コ ー ド が 傷ん だ ら 、 お 買い 上 
げ 店 また は ソニ ー の サー ビス 窓口 に 交換 
を ご 依頼 くだ さい 。 


傷つけ た り 


近づけ た り 、 加 熱し た り し な 


安全 アー ス を 接続 する 
安全 アー ス を 接続 し な いと 、 感 電 の 原因 
と な る こと が あり ます 。 
アー ス 線 を 次 の 方 法 で アー ス を 接続 し て くだ さき さい 。 
接続 せよ ・ 電源 コン セン ト が 3 極 の 場合 
付属 の 電源 コー ド を 使用 する こと で 安 

全 ア ー ス が 接続 され ます 。 
電源 コン セン ト が 2 極 の 場合 
付属 の 3 極 -+ 2 極 変換 プラ グ を 使用 

変換 プラ グ か ら 出 て いる 緑色 の 
アー ス 線 を 建物 に 備え を られ て いる アー 
ス 端 子 に 接続 し て くだ さい 。 


変換 プラ グ ア ダ プ ター 


アー ス 線 


安全 アー ス を 取り 付け る こと が で き な い 
場合 は 、、 ソ ニー の サー ビス 担当 者 また は 
営業 担当 者 に ご 相談 くだ さい 。 


> 
ite 
Ot 
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下記 の 注意 を 守ら な いと 、 
けが を し た り 周 辺 の 物品 に 損害 を 
与え る こと が あり ます 。 


育 面 の 放熱 板 に は 触れ な い 
モニ ター 使用 中 は 、 セ ッ ト 背 面 の 放熱 板 
が 高温 に な っ て いま す 。 触 れる と 火傷 の 
恐れ が あり ます の で ご 注意 くだ さい 。 


指示 


指定 され た 電源 コー ド 、 接 続 
ケー ブル を 使う 

付属 の 、 あ る い は 取扱 説明 書 に 記さ れ て 
いる 電源 コー ド 、 接 続 ケ ー ブ ル を 使わ な 
いと 、 感 電 や 故障 の 原因 と な る こと が あ 
り ま す 。 

他 の 電源 コー ド や 接続 ケー ブル を 使用 す 
る 場合 は 、 お 買い 上 げ 店 また は ソニ ー の 
サー ビス 窓口 に ご 相談 くだ さい 。 


重い モニ ター は 、 ら 人 以上 で 
開 梱 ・ 運 搬 する 

モニ ター は 見 た 目 よ り 重 量 が あり ます 。 
開 梱 や 運搬 は 、 け が や 事故 を 防ぐ た め 、 
必ず 2 人 以上 で 行っ て くだ さい 。1 人 で 
行う と 腰 を 痛め る こと が あり ます 。 


通気 孔 を ぬ さ が な い 

通気 所 を ふさ ぐ と 内 部 に 熱 が こも り 、 火 

災 や 故障 の 原因 と な る こと が あり ます 。 

風通し を よく する た め に 次 の 項目 を お 守 

りく だ さい 。 

© BEA 10cm 以上 離し て 設置 する 。 

・ 密 閑 さ れ た 狭い 場所 に 押し 込め な い 。 

・ 毛 足 の 長い 敷物 (じゅ うた ん や 布団 な 
ど ) の 上 に 設置 し な い 。 

© 布 な ど で 包 まな い 。 

・ あお 向け や 横倒し 、 逆 さま に し な い 。 


ぬれ た 手 で 電源 プラ グ を さわ 
ら な い 


ぬれ た 手 で 電源 プラ グ を 抜き 差し する 
と 、 感 電 の 原因 と な る こと が あり ます 。 


転倒 、 移 動 防止 の 処置 を する 
モニ ター を ラッ ク に 取り 付け ・ 取 り は ず 
し する と き は 、 転倒 ・ 移 動 防止 の 処置 を 
し な いと 、 倒 れ た り 、 動 いた り し て 、 け 
が の 原因 と な る こと が あり ます 。 
安定 し た 姿勢 で 注意 深く 作業 し て くだ さき 
Vo 

また 、 ラ ッ ク の 設置 状 況 、 強 度 を 充分 に 
お 確か めく だ きい 。 


A% 
E 


不安 定 な 場所 に 設置 し な い 
ぐら つい た 訓 の 上 や 傾い た と ころ な ど に 
設置 する と 、 モ ニタ ー が 落ち た り 、 倒 れ 
た り し て 、 け が の 原因 と な る こと が あり 
ます 。 ま た 、 設 置 ・ 取 り 付 け 場 所 の 強度 
を 充分 に お 確か めく だ さい 。 


製品 の 上 に 乗ら な い 、 重 い 物 
を 乗せ な い 


倒れ た り 、 落 ち た り 、 壊 れ た り し て 、 け 


ARE 


直射 日 光 の 当たる 場所 や 熱 器 
具 の 近く に 設置 ・ 保 管 し な い 
内 部 の 温度 が 上 が り 、 火 災 や 故障 の 原因 
と な る こと が あり ます 。 

真夏 の 、 窓 を 閉め 切っ た 自動 車内 で は 
50C を 越え る こと が あり ます の で 、 ご 
注意 くだ さい 。 


禁止 が の 原因 と な る こと が あり ます 。 
お 手入れ の 際 は 、 電 源 を 切っ 
Z て 電源 プラ グ を 抜く 
フラ グ を コン 電源 を 接続 し た まま お 手入れ を する と 、 
b T 感電 = S 
セン ト か ら 抜 く 感電 の 原因 と な る と が あり ます 。 


指示 


接続 の 際 は 電源 を 切る 


電源 コー ド や 接続 ケー ブル を 接続 する と 
き は 、 電 源 を 切っ て くだ さい 。 さ も な い 
と 感電 や 故障 の 原因 と な る こと が あり ま 
す 。 


移動 の 際 は 電源 コー ド や 接続 
コー ド を 抜く 

コー ド 類 を 接続 し た まま 本 機 を 移動 させ 
る と 、 コ ー ド に 傷 が つい て 火災 や 感電 の 
原因 と な る こと が あり ます 。 


指示 


コー ド 類 は 正しく 配置 する 


電源 コー ド や 接続 ケー ブル は 、 足 に 引っ 
か ける と 本 機 の 落下 や 転倒 な ど に より け 
が の 原因 と な る こと が あり ます 。 

分 注意 し て 接続 ・ 配 置 し て くだ さい 。 


指示 


定期 的 に 内 部 の 掃除 を 依頼 す 
る 

長い 間 掃 除 を し な いと 内 部 に ホコ リ が た 
まり 、 火 災 や 感電 の 原因 と な る こと が あ 
り ま す 。1 年 に 1 度 は 、 内 部 の 掃除 を お 
買い 上 げ 店 また は ソニ ー の サー ビス 窓 
に ご 依頼 くだ さい (有料 )。 

特に 、 湿 気 の 多 く な る 梅雨 の 前 に 掃除 を 
する と 、 よ り 効 果 的 で す 。 


指示 


電源 コー ド の プラ グ 及 び コ ネ 
クタ ー は 突き 当たる まで 差し 
込む 

真っ 直ぐ に 突き 当たる まで さ し こ まな い 
と 、 火 災 や 感電 の 原因 と な り ま す 。 


E 


コラ グ を コン 
セン ト か ら 抜 く 


入力 アダ プター 及び コン ト 

ロー ル ユ ニッ ト 取 り 付 け の 際 
に は 、 電 源 を 切っ て 電源 プラ 
グ を 抜く 


モニ ター を 電源 に 接続 し た まま 各種 入力 
アダ プター お よび コン トロ ー ル ユニ ッ ト 
の 取り 付け を 行う と 、 感 電 の 原因 に な る 
こと が あり ます 。 入力 アダ プター 及び コ 
ント ロー ル ユ ニッ ト の 取り 付け の 際 に ! 
モニ ター の 電源 を 切り 、 電 源 プ ラグ を 抜 
いて くだ さい 。 


A 


注意 


基板 の 取り 付け は 注意 深く 


各種 入力 アダ プター を 取り 付け る 際 に は 
部 品 や 基板 の 角 な ど で 手 や 指 に けが を す 
る こと が あり ます 。 保護 手袋 な ど を し て 
注意 深く 作業 し て くだ さい 。 


注意 


密閉 環境 に 設置 する 際 は 注意 
する 


本 機 を ラッ ク や モニ ター 棚 に 収納 し た 

際 、 上 下 お よび 周辺 の 機器 に より モニ 

ター 周辺 の 通気 孔 が 妨げ られ 動作 温度 が 
上 が り 、 故 障 や 発熱 の 原因 と な る 可能 性 
が あり ます 。 本 機 の 動作 条件 温度 0 て か 
ら 35 て を 保つ よう に 上 下 お よび 周辺 機 
器 と の 隙間 を 十分 に と り 、 通 気 北 の 確保 
や 通気 ファ ン の 設置 な どの 配慮 を し て < 
だ さい 。 


z4 
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使用 上 の ご 注意 (モニ ター の 性 能 


を 保持 する た め に ) 


磁気 に 対す る ご 注意 
・ 磁石 、 ス ピー カー、 電 気 時 計 、 磁 石 を 使用 し た 機器 や お 


も ちゃ 、 磁 気 応用 健康 器具 な ど 、 磁 気 を 発生 する も の を 
近づけ な いで くだ さい 。 BEM ORE SLUT CT. TTT DSR 
れ た り 、 色 が 乱れ た りす る こと が あり ます 。 

・ モニ ター の 設置 の 向き に よっ て は 、 地 磁気 の 影響 を 受け 
て 、 画 面 が 傾い た り 、 色 が 乱れ る こと が あり ます が 、 故 
障 で は あり ませ ん 。 こ の と き は 、 モ ニタ ー コ ント ロー ル 
ユニ ッ ト の DEGAUSS ( 消 磁 ) ボタ ン を 押し て 消 磁 し て 
くだ さい 。 


ラッ ク に 収納 する 場合 の ご 注意 

本 機 を ラッ ク や モニ ター 棚 に 収納 し た 際 、 上 下 お よび 周辺 

の 機器 に より モニ ター 周辺 の 通気 所 が 妨げ られ 動作 温度 が 

上 が り 、 故 障 や 発熱 の 原因 と な る 可能 性 が あり ます 。 本 機 

の 動作 条件 温度 0 ひか ら 35 て を 保つ よう に 上 下 に 1U の 隙 

間 を あけ 、 ま た 周辺 機器 と の 隙間 を 十分 に と り 、 通 気孔 の 

確保 や 通気 ファ ン の 設置 な どの 配慮 を し て くだ さい 。 

ブラ ウン 管 に つい て 

e ブラ ウン 管 の 表面 は ほこ り が 付き や すい の で 、 と きど き 
柔らか い 布 で ふい て くだ さい 。 ま た 、 表 面 は 傷つき や す 
い の で 、 硬 いも の で こす っ た り 、 た た いた り 、 も の を ぶ 
つけ た り し な いで くだ さい 。 

e ブラ ウン 管 の 表面 に 手 を 触れ る と 弱い 電気 を 感じ る こと 
が あり ます が 、 こ れ は ブラ ウン 管 表 面 に 静電気 を 帯び て 
いる た めで 、 人 体 に 影響 は あり ませ ん 。 

クリ ー ニ ング に つい て 

・ お 手入れ の 際 は 、 必 ず 電 源 を 切っ て 電源 プラ グ を 抜い て 
くだ さい 。 

e キャ ビ ネ ッ ト の 汚れ ん が ひど いと き は 、 水 で 5 一 6 倍 に 薄め 
た 中 性 洗剤 液 に 和 柔らかい 布 を ひたし 、 か た くし ぼっ て か 
ら 汚れ を ふき と り ま す 。 こ の あと 乾い た 布 で か らぶ き し 
て くだ さい 。 

・ シ ン ナ ー や ベン ジン な どの 薬品 類 は 、 表 面 の 仕上 げ を い 
た め た り 、 表 示 が 消え て し まう こと が あり ます の で 、 使 

用 し な いで くだ さい 。 


更 用 上 の ご 注意 (モニ ター の 性 能 を 保持 する た め に ) 


4:3 信号 用 の モニ ター と し て お 使い に な る と き の ご 注意 
本 機 に は 出荷 時 に 169 マス ク が 取り 付け て ある た め 、 本 機 
の 16.9 ボタ ン を 操作 し て 43 アス ペク ト 表 示 に する と 、 画 
像 の 上 部 と 下部 が マス ク に 隠れ て 見 えま せん 。4:3 アス ペク 
ト 比 で 表示 する と き は 、 あ ら か じ め 付 属 の 43 マス ク に 交換 
し て か ら お 使い くだ さい 。 

る 詳し く は 、「43 マス ク の 取り 付け ] (23 ペー ジ ) を ご 覧 

くだ さい 。 


特長 


トリ ニトロ ン ® リ カラー ビデオ モニ ター BVM-A20F1U/ 
A20F1M/A20F1A は 20 型 ク の 高 性 能 カ ラー ビデ オモ ニ 
ター で す 。 正確 な 画像 再生 を 要求 され る 放送 局 や ビデ オプ 
ロダ クシ ョ ン で の 使用 に 適し て いま す 。 


特長 


マル チ フ ォ ー マ ッ ト 

デジ タル 放送 時 代 の 主要 フォ ー マ ッ ト (480I/480P/720P/ 
10801) お よび 従来 の NTSC、PAL な ど 、 水 平 周波 数 
15.625kHz ~ 45kHz まで の 多様 な 信号 に 幅広 く 対応 し て い 
まず う 。 


高 解像度 ブラ ウン 管 
HR トリ ニトロ ン ブ ラ ウン 管 の 採用 に より 、 高 密度 で 鮮明 な 
カラ ー 画 像 が 得 ら れ ま す 。 


AG ピッ チ 中 心 解像度 
0.3mm 900 TV 本 (4: 3) 
700 TV A (16: 9) 


操作 部 を 分 離し た オペ レー ショ ンス タイ ル 

操作 部 を 分 離す る こと に より 設置 スペ ー ス を 削減 する こと 
が で きま す 。 操作 は 別売 り の モニ ター コン トロ ー ル ユニ ッ 
ト BKM-15R に より 行い ます 。 別売 り の モニ ター コン トロ ー 
ル ユ ニッ ト ア タッ チ メ ン トキ ッ ト BKM-35H に より 、 モ ニ 
ター と BKM.-15R を 連結 する こと も で きま す 。 


1) トリ ニトロ ン Ê は ソニ ー 株 式 会 社 の 登録 商標 で す 。 


第 章 


ネッ トワ ー ク 上 で の リモ ー ト コン トロ ー ル 機能 (Ethernet 
コン トロ ー ル ) 

Ethernet (10BASE-T/100BASE-TX) に より 、 モ ニタ ー と 
コン トロ ー ル ユニ ッ ト を 合わ せ て 324 (コン トロ ー ル ユ 

ニッ ト は 最大 4 台 ) 接続 する こと が で きま す 。 モ ニタ ー ID 
No. や グル ー プ ID No. を 指定 し て 、 特 定 の モニ ター また は 
特定 の グル ー プ の モニ ター だ け を 操作 する こと が で きま す 。 
また 、 接 続 し て いる すべ て の モニ ター の セッ ト ア ッ プ 状態 
を 統一 し た り 、 同 時 に 同じ 動作 を 実行 さき せる こと も 可能 で 
す 。 


"メモリースティック" に よる 調整 ・ セ ッ ト ア ッ プ 
BKML-15R に 別売 り の "メモリースティック" を 入れ て 、 本 
機 の 調整 ・ セ ッ ト ア ッ プ 状態 の デー タ を 保存 する こと が で 
きま す 。 複数 の モニ ター を 操作 し て いる 場合 、“~ メ モリ ー ス 
FAD” を 使っ て 、 モ ニタ ー 間 で デー タ の や り と り が 可 
能 で す 。 同じ 調整 ・ セ ッ ト ア ッ プ 状態 を 容易 に 再現 で き 、 
モニ ター 間 で 調整 ・ セ ッ ト ア ッ プ 状態 を そろ える こと が で 
きま す 。 


オー トク ロマ ・ フ ェ ー ズ ・ マ トリ クス 、 オ ー ト ホワ イト バ 
ラン ス 機 能 を 標準 装備 

デコ ー ダ ー の クロ マ や フェ ー ズ 、 マ トリ クス を 自動 調整 す 
る オー トク ロマ ・ フ ェ ー ズ ・ マ トリ クス 機能 と 別売 り の 
オー ト セ ッ ト ア ッ プ プロ ー ブ BKM-14L な ど を 使用 し 、 色 温 
度 を 自動 調整 する オー ト ホ ワ イト バラ ンス 機能 を 標準 装備 
し て いま す 。 


セー フエ リア ディ スプ レイ を 標準 装備 
重要 映像 エリ ア を 表示 する セー フエ リア ディ スプ レイ を 標 
進 装 備 し て いま す 。 


拡張 可能 な 入力 機能 

本 機 背 面 の 入力 オプ ショ ンス ロッ ト に 別売 り の 入力 アダ プ 
ター を 差し 込む だ け で 、 入 力 端子 パネ ル を 自由 に 構成 で き 
ます 。 入 力 ア ダ プ ター は 3 枚 ま で 装着 で きま す 。 


2) それ ぞ れ 搭載 され て いる CRT の サイ ズ で す 。 有 効 画面 サイ ズ は 「 仕 様 ] (60 ペー ジ ) を 参照 し て くだ さい 。 
3 対応 する フォ ー マ ッ ト は 「 対 応 信号 シス テム 」 (62 ペー ジ ) 、「 対 応 信号 フォ ー マ ッ ト 」 (63 ペー ジ ) を 参照 し て くだ さい 。 
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安定 し た 色 温 度 
内 蔵 の ビー ムカ レン ト フ ィ ー ド バッ ク 回 路 に より 、 長 期間 
に わた っ て 安定 し た 色 温 度 が 得 ら れ ま す 。 


ノイ ズ 成 分 の 監視 に 便利 な ブル ー オ ン リ ー モ ー ド 

3 系 統 の CRT の カソード を すべ て 青信号 で 動作 させ 、 白 員 
画像 と し て 表示 させ る こと が で きま す 。 MAE (クロ マ ) 
や 色相 (フェ ー ズ ) の 調整 、VTR ノイ ズ の 監視 に 便利 な 
モー ド で す 。 


Pl 


マト リク ス 切 り 換え 可能 

入力 信号 に 応じ て 、3 種類 の マト リク ス (ITU601、 
ITU709、SMPTE 240M) を 選ぶ こと が で きま す 。 ま た 、 
オー トク ロマ ・ フ ェ ー ズ ・ マ トリ クス 調整 を 行う こと で 、 
USER] ~5 に 独自 の マト リク ス を 記憶 きせ る こと が 可能 で 
す 。 


デジ タル ユニ フォ ー ミ ティ 回 路 

デジ タル ユニ フォ ー ミ ティ 回 路 に より 、 画 面 の 周辺 まで 輝 
度 ム ラ の 少な い 均 一 な 白 を 再現 し ます 。 設置 に 合わ せ て 調 
整 が 可能 で す 。 別 売り の BKM-14L を 使用 し て 、 自 動 調整 す 
る こと も で きま す 。 


その 他 の 特長 

・ リ モー ト 端 子 と し て 、 接 点 制御 の パラ レル リモ ー ト を 装 
備 。 

・ テス ト 信 号 発 生 器 を 標準 装備 。 


テス ト 信 号 と し て 、 ク ロス ハッ チ 、1009% ALES. 20% グ 
レー 信号 、 グ レー スケ ー ル 、 プ ルー ジ (PLUGE = Picture 
Line Up Generating Equipment) が 使え ます 。 


・ 水平 、 垂 直 同 期 信号 を 監視 で きる HH ディ レイ 、V ディ レイ 
機能 。 


オー ト デ ガ ウス 、 マ ニュ アル デ ガ ウス 機能 。 

・ CRT 保護 回 路 を 搭載 。 

・ 別 売り の ラッ クマ ウン トキ ッ ト BKM-30E20 の 使 
IA 規格 の 19 イン チラ ッ ク に マウ ント 可能 。 

・ 用途 に 応じ て 169 映 像 用 と 43 映像 用 の マス ク を 交換 可能 。 
リモ ー ト メン テ ナ ン ス 機能 。 

SNMP プロ トコ ル に より 、Sony e-Support System に 接続 
し 、 デ バイ ス 情 報 (モデ ル 名 、 シ リア ルナ ン バ ー、TIP ア 
ドレ ス 、 ソ フト ウェ アバ ー ジ ョ ン ) 、 エ ラー 情報 を 監視 す 
る こと が で きま す 。 


に より 
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別売 り 品 
操作 部 関連 


モニ ター コン トロ ー ル ユニ ッ ト BKM-15R 

BVM-A シリ ー ズ の ビデ オモ ニタ ー を 操作 する た め の コ ント 
ロー ラー で す 。1 台 で 複数 台 の モニ ター を 同時 に コン トロ ー 
ル す る こと が で きま す 。 


オー ト セ ッ ト ア ッ プ プロ ー ブ BKM-14L 
この プロ ー ブ に より 、 色 温度 の 自動 調整 、 ホ ワリ イト ユニ 
フォ ー ミ ティ の 自動 調整 が で きま す 。 


設置 用 
ラッ クマ ウン トキ ッ ト BKM-30E20 


BVM-A20F1U/A20F1M/A20F1A を EIA 規格 の 19 イン チ 
ラッ ク に 収納 する た め の 組 み 立 て キッ ト で す 。 


モニ ター コン トロ ー ル ユニ ッ ト ア タッ チ メ ン トキ ッ ト 
BKM-35H 

BVM-A20F1U/A20F1M/A20F1A と モニ ター コン トロ ー ル 
ユニ ッ ト BKM-15R を 一 体 化す る た め の 組 み 立 て キッ ト で 
す 。 


モニ ター イン ター フェ ー ス ケー ブル SMF-700 
BVM-A20F1U/A20F1M/A20F1A と モニ ター コン トロ ー ル 
ユニ ッ ト BKM-15R と を 接続 する イン ター フェ ー ス ケー ブ 
ル で す 。 


入力 アダ プター 

RAKES OAH APY E YA Y LEERLO. AED Yi 
子 パ ネル を 構成 し ます 。3 枚 ま で 装着 で きま す 。 

各 入 力 ア ダ プ ター で 入出 力 す る 信号 の 種類 は 、 入 出力 端子 
パネ ル の 構成 に 応じ て INPUT CONFIGURATION メ 

ニュ ー で 選択 し ます 。 


入力 アダ プター を 装着 し た と き は 、INPUT 
CONFIGURATION メニ ュー で 、 入 力 チ ャ ン ネ ル の 設定 を 
行っ て くだ さい 。 設定 を 行わ な いと 装着 し た 入力 アダ プ 
ター が 正しく 動作 し な いこ と が あり ます 。 


@ INPUT CONFIGURATION 2 メニ ュー に つい て は 、「[G] 入力 チャ 
ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー」 (40 
ペー ジ ) を ご 覧 くだ さい 。 


SDI/ アナ ログ マル チ 入 力 ア ダ プ ター BKM-61D 

シリ アル デジ タル 信号 (525/625 コン ポー ネン ト お よび 
NTSC/PAL コン ポジ ッ ト ) お よび アナ ログ コン ポジ ッ ト 
+ (NTSC/PAL/PAL-M/SECAM) 用 の デコ ー ダ ー を 搭載 
て いま す 。 入出 力 端子 と し て は 、 シ リア ル デ ジ タル 信号 
チャ ン ネ ル 、 ア ナ ロ グ 信号 用 3 チャ ン ネ ル を 装備 し て いま 
す 。 


BKM_-61D の MONITOR OUT 出力 は 、 本 線 系 出力 と し て の 
規格 を 満足 し て いま せん 。 


Dull 
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HD SDI/SDI 入力 アダ プター BKM-62HS 

HD シリ アル デジ タル 信号 お よび シリ アル デジ タル コン ポー 
ネン ト (525/625) 信号 用 の デコ ー ダ ー を 搭載 し て いま す 。 
HD シリ アル デジ タル 信号 は Dual-Link 入力 に も 対応 し て い 
ます 。 入出 力 端子 と し て は 、 シ リア ル デ ジ タル 信号 用 2 
チャ ン ネ ル を 装備 し て いま す 。 


BKM_-62HS の MONITOR OUT 出力 は 、 本 線 系 出力 と し て 
の 規格 を 満足 し て いま せん 。 


アナ ログ コン ポー ネン ト 入 力 ア ダ プ ター BKM-68X 

アナ ログ コン ポー ネン ト 信 号 ま た は アナ ログ RGB 信号 を 和信 
力 す る こと が で きま す 。 入 出力 端子 と し て は 1 チャンネル 
を 装備 し て いま す 。 


入力 アダ プター 


SDI/ アナログ 
マル チ 入 力 ア 
ダブ プター 


BKM-61D 


HD SDI / 
SDI 入力 ア 
ダブ プター 
BKM-62HS 


アナ ログ コン 
ポー ネン ト 入 
カ ア ダ プター 
BKM-68X 


入出 力 端 子 バ ネル の 構成 


本 機 は 別売 り の 入力 アダ プター を 組み 合わ せる こと に より 、 
入出 力 端子 パネ ル を 自由 に 構成 で きま す 。 

各 入 力 ア ダ プ ター の 端子 に 入力 可能 な 信号 は 右 表 の と お り 
で す 。 各 端子 に 割り 付け る 入力 信号 の 種類 や フォ ー マ ッ ト 
l4, INPUT CONFIGURATION メニ ュー で 指定 し ます 。 


BKM_-61D の MONITOR OUT 出力 は 、INPUT 
CONFIGURATION メニ ュー で 設定 し た 入力 番号 の 信号 
フォ ー マ ッ ト (AUTO の 場合 は 、 最 後に 受像 し て いた 信号 
フォ ー マ ッ ト ) 以外 で は 正しく 出力 され ませ ん 。 


@ INPUT CONEIGURATION メニ ュー に つい て は 、「[C] 入力 チャ 
ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー」 (40 
ペー ジ ) を ご 覧 くだ さい 。 


キジ マロ サパ 


PAL- 


コン ポジ ッ 
SECAM 


YPBPR 525/625 


GBR 525/625 


Y/C NTSC 


Y/C PAL 


Y/C PAL-M 


Y/C SECAM 


OO1O1O 


YPBPR/GBR 
1080/481 


YPBPR/GBR 
1080/501 


YPBPR/GBR 
576/50P 


YPBPR/GBR 
480/60P 


YPBPR/GBR 
1035/601 


YPBPR/GBR 
1080/601 


YPBPR/GBR 
720/50P 


YPBPR/GBR 
720/60P 


デジ タル 入力 端子 数 


アナ ログ 入力 端子 数 


O : 入力 可能 
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as is lll 


入力 アダ プター の 装着 
入力 アダ プター は 、 モ ニタ ー 背 面 の 任意 の 入力 オプ ショ ン 
スロ ッ ト に 装着 で きま す 。 


| ご 注意 
入力 アダ プター を 組み 込ん だ り 、 取 り 出 す と き は 、 必 ず モ 
ニタ ー の 主 電源 を 切り 、 電 源 コ ー ド を 抜い て くだ さい 。 


1 モニ ター 背面 の 入力 オプ ショ ンス ロッ ト の カバ ー を 人 外 
す 。 


( AEA) 
l á z = 
入力 オプ ショ ンス ロッ ト 


モニ ター の MAIN POWER スイ ッ チ が OFF 
に な っ て いる こと を 確認 し 、 電 源 コ ー ド を 抜 
く 。 


2 スロ ッ ト 上 端 の 位置 合わ せ マ ー ク (ネジ 穴 の 左 ) OF 
に 、 入 力 ア ダ プ ター を 挿入 する 。 


位置 合わ せ マ ー ク 
この 位置 に アダ ブ 
ター を 挿入 する 。 


ーー 
N 
Er 
Wm 


3 入力 アダ プター が モニ ター 内 部 の 端子 に は まる まで 押 
し 込み 、 上 下 の ネ ジ を 締め て 固定 する 。 


・ 入力 オプ ショ ンス ロッ ト の カバ ー の 左側 面 に シー ルド 
フィ ン ガ ー が 付い て いま す 。 取り 扱い の 際 は 、 こ の シー 
ルド フィ ン ガ ー を 損傷 し な いよ うに し て くだ さい 。 

e 取り は ず し た 入力 オプ ショ ンス ロッ ト の カバ ー を 再度 半 

着 す る 際 に は 、 シ ー ル ド フ ィ ン ガ ー が 左側 に な る よう に 

上 下方 向 を 確認 し て 、 装 着 し て くだ さい 。 


シー ルド フィ ン ガ ー が 
左側 に くる よう に 、 本 
体 に 取り 付け る 。 


e シー ルド フィ ン ガ ー が 損傷 し た り 、 間 違っ た 側面 に 付け 
られ た り し た 場合 、 こ の モニ ター は VCCI 規格 に 適合 し 
な い 可 能 性 が あり ます 。 


音 部 の 名 称 と 働き 


モニ ター 前 面 


ふゆ タリ ー ラ ンプ 
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© OPTION 端子 


© OPERATE ラン プ 


© STANDBY ラン プ 


@ OVER LOAD ラン プ 


O タリ ー ラ ンプ 

出荷 時 の 設定 で は 、PARALLEL REMOTE 端子 (背面 ) の 
No8 ビ ピン と No9 ピン を ショ ー ト させ る と 点灯 し ます 。 
PARALLEL REMOTE メニ ュー の 設定 に より 、 
PARALLEL REMOTE 端子 の 別 の ピン を タリ ー 用 に 使う こ 
と も で きま す 。 


@ PARALLEL REMOTE メニ ュー に つい て は 、「[5] シス テム の 設 
定 - SYSTEM CONFIGURATION メニ ュー」 (45 ペー ジ ) を 
ご 覧 くだ さい 。 


O OPERATE (操作 ) ラン プ 

本 機 が スタ ン バ イ 状態 の と き (© STANDBY ラン プ 参 照 ) 、 
BKM-15R の MONITOR I/① スイ ッ チ を 押し て 本 機 を 動作 
状態 に する と 点灯 し ます 。 


STANDBY ラン プ が 点滅 し て いる 間 は 、 本 機 を 動作 状態 に 
する こと は で きま せん (内 部 デー タ の 初期 化 を 実行 中 で 
す ) 。STANDBY ラン プ が 点灯 する まで お 待ち くだ さい 。 


O STANDBY (スタ ン バ イ ) ラン プ 

本 機 が スタ ン バ イ 状態 の と き 点 灯 し ます 。 

本 機 が スタ ン バ イ 状態 に な る の は 以下 の 場合 で す 。 

e MAIN POWER スイ ッ チ (背面 ) を ON に し た と き (し ば 
らく 点滅 し て か ら 点 灯 し ます 。) 

© 外部 操作 に より 、 本 機 を 動作 状態 か ら ス タン バイ 状態 に 
切り 換え た と き 


© OVER LOAD (オー バー ロー ド ) ラン プ 

CRT が オー バー ロー ド 状 態 に な る と 、 こ の ラン プ が 点灯 し 
て 警告 し ます 。 

OVER LOAD ラン プ 点 灯 時 は 、 コ ント ラス ト ま た は 明る さ 
を 下げ て ご 使用 くだ さい 。 


OPTION (オプ ショ ン ) 端子 
オー ト セ ッ ト ア ッ プ プロ ー ブ (BKML-14L な ど ) を 接続 し ま 
す 。 
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E の 入力 オプ ショ ンス ロッ ト 
E 
+ 
a O PARALLEL REMOTE 端子 
O SERVICE 端子 
@ NETWORK 24 YF 
OLAN (10/100) WT O MAIN POWER スイ ッ チ 
O AC IN 端子 
@⑧ ヒュ ー ズ 
O DC 5V OUT 端子 
O MAIN POWER ( 主 電源 ) スイ ッ チ O 入力 オプ ショ ンス ロッ ト 
ON に する と 本 機 は 動作 状態 に な り ま す 。 別売 り の 入力 アダ プター を 取り 付け る こと が で きま す 。 
SYSTEM CONFIGURATION メニ ュー の 設定 に より 、 
MAIN POWER スイ ッ チ を ON に し た と き に 本 機 を スタ ン © PARALLEL REMOTE (パラ レル リモ ー ト ) 端子 (D- 
バイ 状態 に する こと も で きま す 。 sub 9 EY, M) 
パラ レル コン トロ ー ル スイ ッ チ を 構成 し て モニ ター を 外部 
4 SYSTEM CONEIGURATION メニ ュー に つい て は 、[「[5] シス テ 操作 し ます 。 ビン 配置 と 出荷 時 の 各 ビ ン へ の 機能 の 割 り 付 
^ の 設定 - SYSTEM CONFIGURATION メ ニュ ー」 (45 ペー け は 以下 の と お り で す 。 
ジ ) を ご 覧 くだ さい 。 
O AC IN (AC 電源 入力 ) 端子 (3 ピン ) 
付属 の AC 電源 コー ド で AC 電源 を 接続 し ます 。 
ぐ AC 電源 コー ド (付属 ) 
ピン 番号 機能 
1 入力 信号 チャ ン ネ ル 1 を 指定 (数 値 ボ タン の 機 
能 ) 
2 入力 信号 チャ ン ネ ル 2 を 指定 (数 値 ボ タン の 機 
能 ) 
3 同期 信号 の 選択 (SYNC ボタ ン の 機能 ) 
AC プラ グ ホ ル ダ ー を は め て 、 プ ラグ が 抜け な いよ うに 固定 4 画面 を 白黒 表示 に する か 、 人 入力 信号 に 応じ て 自動 
する 。 切り 換え に する か を 選択 (MONO ボタ ン の 機能 
5 チャ ン ネ ル で 設定 し た マー カー の ON/OFF 
ae (MARKER ボタ ン の 機能 
6、7 未 設定 
この モニ ター に は 、 必 ず 付 属 の 電源 コー ド を ご 使用 くだ さき 8 タリ ー ラ ンプ の ON/OFF 
い 。 他 の 電源 コー ド を 使用 する 場合 に は 、 こ の モニ ター は GND 
VCCI の 規格 に 適合 し な い 可 能 性 が あり ます 。 
各 ピ ン へ の 機能 の 割り 付け は 、PARALLEL REMOTE メ 
(3 ヒュ ー ズ ニュ ー で 変更 で きま す 。 
T4AH ヒュ ー ズ を 使用 し ます 。 
14 | 各部 の 名 称 と 働き 


@ PARALLEL REMOTE メニ ュー に つい て は 、[「[B] シス テム の 設 
定 - SYSTEM CONFIGURATION メニ ュー| (45 ペー ジ ) を 
ご 覧 くだ さい 。 


以下 の よう に ピン の 設定 を 変え て 、 各 機能 の ON/OFF PF 
効 / 無効 を 切り 換え ます 。 

ON また は 有効 : 各 ピ ン と 9 ピン を ショ ー ト させ る 。 

OFF また は 無効 : 各 ビ ピン を オー プン に する 。 


O SERVICE 端子 (D-sub 9 EY, 凸 ) 
サー ビス 用 端子 で す 。 サ ービス 担当 者 が 使 


し ます 。 


@ NETWORK スイ ッ チ 

ネッ トワ ー ク に 接続 する 場合 は LAN に 設定 し ます 。BKM- 
15R の LAN (10/100) 3 端子 と 直接 1 対 1 で 接続 する 場合 は 
PEER TO PEER に 設定 し ます 。 


© LAN (10/100) 端子 (10BASE-T/ 1 00BASE-TX) 
10BASE-T/100BASE-TX DLAN ケー ブル ( シー ルド タイ 
プ 、 別 売り ) で ネッ トワ ー ク また は BKML-15R の LAN (10/ 
100) 端子 に 接続 し ます 。 ま た は 、SMEF-700、BKML-35H に 付 
属 の ケー ブル で BKML-15R の LAN (10/100) 端子 に 接続 し 

ます 。 


別売 り の LAN ケー ブル を 接続 する 際 は 、 ノ イズ に よる 誤 
動作 を 防ぐ た め 、 必 ず シ ー ル ド タ イ プ の ケー ブル を 使 
し て くだ さい 。 

モニ ター を BKM-15R の LAN (10/100) 端子 と 直接 1 x} 1 
で 接続 (NETWORK スイ ッ チ を PEER TO PEER に 設 
定 ) する 際 は 、 ス トレ ー ト 仕様 (シー ルド タイ プ ) の 
ケー ブル を 使用 し て くだ さい 。 

・ 安全 の た め に 、 周 辺 機器 を 接続 する 際 は 、 過 大 電圧 を 持 
つ 可 能 性 が ある コネ クタ ー を この 端子 に 接続 し な いで く 
だ さい 。 

接続 に つい て は 本 書 の 指示 に 従っ て くだ さい 。 

ネッ トワ ー ク の 使用 環境 に より 、 接 続 速 度 に 差 が 生じ る 
こと が あり ます 。 本 機 は 10BASE-T/100BASE-TX の 通信 
速度 や 通信 品質 を 保証 する も の で は あり ませ ん 。 


O DC 5V OUT 端子 ( 凹 ) 

BKM-15R 用 の DC 電源 で す 。 

SMF-700 また は BKM-35H に 付属 の ケー ブル で BKM-15R 
の DC 5V IN 端子 と 接続 し ます 。 


を 差し 込む 。 


lor 
CIR 


トマ 
` 
A 


DC 5V OUT 端子 に ケー ブル を つなぐ と き は 、 ケ ー ブ ル 本 
端 の 凸凹 を 確認 し 、 必 ず 凸 側 を 本 機 に 接続 し て くだ さい 。 


Hj 


つなぐ と き は 、 ケ ー ブ ル 先端 の 形 と DC 5V OUT 端子 の 
を あわ せる よう に し て 、 差 し 込ん で くだ さい 。 


W 
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se os ll 


モニ ター コン トロ ー ル ユニ ッ ト BKM-15R (別売 り ) 


以下 は 、 モ ニタ ー コ ント ロー ル ユ ニッ ト BKML-15R (別売 
り ) に 接続 し た 操作 例 の 解説 で す 。 


前 面 
⑩ OPERATE ラン プ 
O メモリースティック" 挿入 口 
J00000€ o O DEGAUSS ボタ ン 
0000Oc iD © MONITOR 1/5 
スイ ッ チ 
O 数 値 ボ タン 部 
@⑥ ファ ンク ショ ン ボ タン O モニ ター 選択 ボタ ン と ラン プ 
O メニ ュー 操作 ボタ ン OMANUAL 調整 ボタ ン と つま み 
O OPERATE ラン プ 中 (HH ディ レイ ) ボタ ン : ON に する と 、 画 像 が 水平 方 向 に 
本 機 が 通電 中 LED が 点灯 し ます 。 移動 し 、 水 平 同期 信号 が 現われ ます 。 
・ 画像 の 明る さ GERE) が 自動 的 に 増加 し て 、 同 期 部 分 の 
O "メモリースティック" HAO チェ ッ ク に 便利 で す 。 
スタ ンダ ー ド / デュオ サイ ズ 対 応 の スロ ッ ト が 搭載 され て HFA ICRI EAT LL NVA ARRAS 
いま す 。 表示 され ます 。 


別売 り の "メモリースティック" を 挿入 し ます 。 


回 (V ディ ボタ ン : ON に する と 、 画 像 が 垂直 方 向 に 
を を "メモリースティック" の 出し 入れ に つい て は 、「 “メモ リース 移動 し 、 画 面 の ほぼ 中 央 に 垂直 同期 信号 が 現われ ます 。 
F477" の 取り 扱い 」 (21 ペー ジ ) を ご 覧 くだ さい 。 ・ 画像 の 明る さ ‘ae が 自動 的 に 増加 し て 、 同 期 部 分 の 
チェ ッ ク に 便利 で す 。 
e V ディ レイ 時 に [ボタ ン を 押す と 、 パ ルス クロ ス 画 像 が 


O ファ ンク ショ ン ボ タン 
モニ ター の 動作 条件 を 切り 換え ます 。 


押す た びに 、 ボ タン 上 の LED が つい た り (ON)、 消 えた り iS 
(OFF) し て 、 モ ニタ ー の 動作 条件 が 切り 換わり ます 。 MONO (白黒 ) ボタ ン : ON に する と 、 画 面 が 白黒 に な り 
ます 。OFF に する と 、 画 面 は オプ ショ ン デ コー ダ の カラ ー 
MONO ボタ ン APT ボタ ン 判別 結果 に 応じ て 自動 的 に カラ ー ま た は 白黒 に 切り 換わり 
円 ボタ ン COMB ボタ ン ます 。 
DH ボタ ン CHAR OFF ボタ ン 
回 ボタ ン COL TEMP 
g pele aki cole S 558 ボタ ン MONO ボタ ン は RGB 信号 入力 時 に は 動作 し ませ ん 。 


APT (アパ ー チ ャ ー) ボタ ン : ON に する と 周波 数 特性 を 
16:9 SYNC ONLY m a ees e 補正 で き ます 。 補正 量 は INPUT CONFIGURATION 2 


ニュ ー で 設定 し ます 。 
16:9 ボタ ン | 
UP ボタ ン B A i 
EXT SYNC ボタ ン MARKER ポタ ン る RILAT no チャ ー 補 正 周波 数 は 「 信 号 シ ステ 


別 の アパ ー チ ャ ー 補 正 周波 数 ] (20 ペー ジ ) を ご 覧 くだ さい 。 


BLUE ONLY R/G/B OFF ボタ 

ボタ ン @ INPUT CONFIGURATION 2 メニ ュー に つい て は 「[C] 入力 チャ 
ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー」 (40 
ペー ジ ) を ご 覧 くだ さい 。 


[El (アン ダー スキ ャ ン ) ボタ ン : ON に する と 、3% アン 
ダー スキ ャ ン に な り 、 ラ スタ ー の 四隅 まで が 画面 に 表示 さ 
れ ま す 。 


各部 の 名 称 と 働き 


COMB (くし 型 フ ィ ル ター) ボタ ン : くし 型 フ ィ ル ター を 
ON/OFF し ます 。 SDI/ アナ ログ マル チ 入 力 ア ダ プ ター 
BKML-61D (別売 り ) を 装着 し て いる と き に 機能 し ます 。 
(NTSC, PAL, PAL-M 用 ) 
くし 型 フ ィ ル タ の 設定 は 、INPUT CONFIGURATION メ 
ニュ ー の YCSEP メニ ュー お よび NTSC COMB FILTER メ 
ニュ ー で 行い ます 。 


@ YC SEP メニ ュー、NTSC COMB FILTER メニ ュー に つい て は 
O 入力 チャ ン ネ ル の 設定 - INPUT CONFIGURATION メ 
ニュ ー」| (40 ペー ジ ) を ご 覧 くだ さい 。 


CHAR OFF : ON et いく つか の メニ ュー 上 で の 
MANUAL 調整 時 に 、 モ ニタ ー の 画面 の 文字 を 消し ます 。 


COL TEMP: ON に する と 色 温 度 の MANUAL メニ ュー が 


表示 され ます 。 


A aa 
OFF に する と 4:3 に な り ま す 。 


信号 フォ ー マ ッ ト に より 、 ア スペ クト 比 が 16.9 に 固定 され る も 
の が あり ます 。 詳 しく は 、「 対 応 信号 シス テム 」 (62 ペー ジ ) を 
ご 覧 くだ きい 。 

EXT SYNC (外部 同期 ) ボタ ン : アナ ログ コン ポー ネン ト 

入力 アダ プター BKM-68X (別売 り ) を 装着 し て いる と き 

に 機能 し ます 。ON に する と 、BKM-68X の 入力 信号 は 

SYNC 端子 に 入力 され て いる 同期 信号 に 同期 し ます (EXT 

SYNC)。OFF に する と 、 モ ニタ ー し て いる 信号 に 含ま れ て 

いる 同期 信号 に 同期 し ます (INT SYNC). 


・ INT SYNC を 選択 し た 場合 、 コ ン ポ ー ネ ン ト 信 号 を モニ 
ター する と き は 、Y 信号 に 同期 信号 を 付加 し ます 。RGB 
信号 を モニ ター する と き は 、G 信号 に 同期 信号 を 付加 し 
ます 。 

・ アナログ コン ポジ ッ ト 信 号 、Y/C 信号 、 シ リア ル デ ジ タ 
ル 信 号 を モニ ター する と き は 、 動 作 し ませ ん 。 


BLUE ONLY (ブル ー オ ン リ ー) ボタ ン : ON に する と 、 
赤 と 緑 の 信号 が カッ ト さ れ 、 青 信号 の み が 白 黒 画像 と し て 
表示 され ます 。 ク ロマ や フェ ー ズ の 調整 、VTR ノイ ズ の 
チェ ッ ク に 便利 で す 。 


R/G/B OFF ボタ ン : ON に する と 、R ( 赤 )、G ( 緑 )、B 
( 青 ) の ビー ム を カッ ト し ます 。 


MARKER (マー カー) ボタ ン : ON に する と マー カー が 表 
示さ れ ま す 。 

マー カー の 表示 モー ド の 設定 は 、INPUT 
CONFIGURATION メニ ュー の MARKER MODE メニ ュー 
で 行い ます 。 


21% [| 


@ MARKER MODE % メニ ュー に つい て は 「[[e] 入力 チャ ン ネ ル の 
設定 - INPUT CONFIGURATION メニ ュー」 (40 ペー ジ ) を 
ご 覧 くだ きい 。 


E 
に 表示 され な い 場 合 が あり ます 。 


CHROMA UP ボタ ン : ON に 
プ し ます 。 


する と クロ マ 値 が 12dB アッ 


O メニ ュー 操作 ポ ボタン 


MENU ボタ ン : 押す と メニ ュー が 表 
UP MENU | 示さ れ ま す 。 


UP/DOWN ボタ ン : 項目 お よび 設定 
直 を 選択 し ます 。 


DOWN ENTER 


ENTER ボタ ン : 選択 し た 項目 お よび 
設定 値 を 確定 し ます (数 値 ボ タン 部 の 


Ent ボタ ン も 同じ 働き を を し ます )。 


% メニ ュー の 操作 に つい て 詳し く は 、「 メ ニュ ー の 操作 方 法 」 (28 
ペー ジ ) を ご 覧 くだ さい 。 


DEGAUSS GAH) ボタ ン 

押す と CRT が 消 磁 さ れ ま す (本 機 の 電源 を 入れ る た びに 
CRT は 自動 的 に 消 磁 さ れ ま す )。 再度 消 磁 す る と き は 、5 分 
以上 間隔 を お いて くだ さい 。 


O MONITOR I/O (モニ ター 電源 ) スイ ッ チ 

押す た びに モニ ター の 電源 を 入 / スタ ン バ イ 状態 に し ます 。 
モニ ター を 複数 台 接続 し て いる と き は 、 モ ニタ ー 選 択 ボタ 
ン に より 、 指 定 し た モニ ター の 電源 だ け を 入 / ス タン バイ 
状態 に し た り 、 全 モニ ター の 電源 を 同時 に 入 / ス タン バ イ 
状態 に する こと が で きま す 。 


Se 
HE | 
be 
HE | 


モニ ター 選択 ボタ ン に つい て は 、「 モ ニタ ー / グル ー プ の 選択 ] 
(26 ペー ジ ) を ご 覧 くだ さい 。 
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@ 数 値 ボ タン 部 
モニ ター し た い 入 力 信号 の チャ ン ネ ル 番 号 を 指定 し た り 、 
メニ ュー で 設定 値 を 入力 する と き に 使い ます 。 


| 
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Del ボタ ン : 入力 し た 数 値 や 
文字 を 消去 し ます 。 


数 値 ボ タン 


Ent ボタ ン : 入力 し た 数 値 や 
文字 を 確定 し ます (メニ ュー 
操作 ボタ ン の ENTER ボタ ン 
も 同じ 働き を を し ます )。 


チャ ン ネ ル 番 号 入力 に つい て 

チャ ン ネ ル 番 号 1 一 9 を 入力 する 場合 は 、 そ の 数 字 を 入力 
し ます 。 

1099 の 2 桁 の チャ ン ネ ル 番 号 を 入力 する 場合 は 、 ま ず 、 
0 を 入力 し 、 次 に 2 桁 の 数 字 を 入力 し ます 。 


O モニ ター 選択 ボタ ン と ラン プ 

複数 の モニ ター を ネッ トワ ー ク 接続 し て いる と き に 、 モ ニ 
ター ID No.、 グ ルー プ TD No. また は ALL を 指定 し て リ 
モー ト 接 続 を する と き 使 いま す 。 


RTE i 選択 され た ID 
No.、 ま た は ALL が 表示 さ 

れ ま す 。 接続 処理 中 は 点滅 
Psere LES. 


オーーー SINGLE ボタ ン : シン グル 


GROUP 接続 モー ド を 選択 し ます 。 


UP ボタ ン : グル ー プ 
訓 モ ー ド を 選択 し ます 。 


SINGLE GROUP ALL 


RIY : A) LET 
ド を 選択 し ます 。 


ラン プ : 押し た ボタ ン の ラン プ 
が 、 設 定 中 は 点滅 し 、 確 定 する 
と 点灯 し ます 。 
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O MANUAL (手動 ) 調整 ボタ ン と つま み 

ボタ ン を 押す た びに 、 ボ タン 上 の LED ( 緑 ) が つい た り 
(ON)、 消 えた り (OFF) し ます 。ON に する と 、 画 面 の コン 
トラ スト 、 明 る さ ( 黒 レ ベル ) 、 ク ロマ ( 色 の 飽和 度 )、 
フェ ー ズ (色相 ) を 、 そ れ ぞ れつ まみ で 調整 で きま す 。 ま 
た 、PHASE つま み は 、 メ ニュ ー で 設定 値 を 入力 する と き に 
も 使い ます 。 

各 調 整 項 目 は 、PICTURE ADJ メニ ュー で プリ セッ ト 値 を 
設定 し て お く こ と が で きま す 。 


PHASE CHROMA BRIGHT. CONTRAST 
(フェ ー ズ ) (クロマ) 調 (明る さ ) (コン トラ ス 
調整 ボタ ン BRIYE 調整 ボタ ン E) 調整 ボタ 
と つま み つま み と つま み ン と つま み 
PHASE BRIGHT 
MANUAL MANUAL MANUAL 


@ PICTURE ADJ メニ ュー に つい て は 、「[] 画像 の 調整 — 
PICTURE ADJ メニ ュー」| (34 ペー ジ ) を ご 覧 くだ さい 。 


ご 注意 | 

e SECAM、PAL、PAL-M、 ア ナ ロ グ コン ポー ネン ト ま た 
は SDI (コン ポー ネン トシ リア ル デ ジ タル また は コン ポ 
ジッ ト PAL) フォ ー マ ッ ト で は 、 フ ェ ー ズ を 調整 で きま 
せん 。 


・ RGB 信号 で は フェ ー ズ お よび クロ マ を 調整 で きま せん 。 


DAC IN 端子 


© LAN (10/100) 端子 
© DC 5V IN 端子 
@ NETWORK スイ ッ チ 


O AC IN (AC 電源 入力 ) 端子 (3 EY) 
付属 の AC 電源 コー ド で AC 電源 を 接続 し ます 。 
AC 電源 を 使用 する 場合 、AC IN 端子 が 優先 し ます の で 、 


DC 5V IN 端子 に ケー ブル を 接続 する 必要 は あり ませ ん 。 


AC 電源 コー ド (付属 ) 9 


AC プラ グ ホ ル ダ ー を は め て 、 プ ラグ が 抜け な いよ うに 固定 
する 。 


この コン トロ ー ラ ー に は 、 必 ず 付 属 の 電源 コー ド を ご 使 
くだ さい 。 他 の 電源 コー ド を 使用 する 場合 に は 、 こ の コン 
トロ ー ラ ー は VCCI の 規格 に 適合 し な い 可 能 性 が あり ます 。 


© LAN (10/100) 端子 (10BASE-T/ 100BASE-TX) 
10BASE-T/100BASE-TX DLAN ケー ブル ( シー ルド タイ 
プ 、 別 売り ) で ネッ トワ ー ク また は モニ ター の LAN (10/ 

100) 端子 に 接続 し ます 。 ま た は 、SMF-700、BKM.-35H に 付 
属 の ケー ブル で モニ ター の LAN (10/100) 端子 に 接続 し ま 

す 。 


© 別売 り の LAN ケー ブル を 接続 する 際 は 、 ノ イズ に よる 誤 

動作 を 防ぐ た め 、 必 ず シ ー ル ド タ イ プ の ケー ブル を 使 
し て くだ さい 。 
BKM-15R を モニ ター の LAN (10/100) 端子 と 直接 1 対 1 
で 接続 (NETWORK スイ ッ チ を PEER TO PEER に 設 
定 ) する 際 は 、 ス トレ ー ト 仕様 (シー ルド タイ プ ) の 
ケー ブル を 使用 し て くだ さい 。 


・ 安全 の た め に 、 周 辺 機器 を 接続 する 際 は 、 過 大 電圧 を 持 
つ 可 能 性 が ある コネ クタ ー を この 端子 に 接続 し な いで く 
だ さい 。 

接続 に つい て は 本 書 の 指示 に 従っ て くだ さい 。 

ネッ トワ ー ク の 使用 環境 に より 、 接 続 速度 に 差 が 生じ る 
こと が あり ます 。 本 機 は 10BASE-T/100BASE-TX の 通信 
速度 や 通信 品質 を 保証 する も の で は あり ませ ん 。 


© DC 5V IN 端子 (A) 

SMF-700 また は BKM-35H に 付属 の ケー ブル で モニ ター の 
DC 5V OUT 端子 と 接続 し ます 。 

この 場合 、 本 機 の 電源 は DC 5V ケー ブル を 通じ て モニ ター 
か ら 供 給 さ れる た め 、AC 電源 を 接続 する 必要 は あり ませ 
ん 。 

また 、AC 電源 が 接続 きれ て いる と き は 、 働 きま せん 。 


DC 5V IN 端子 に ケー ブル を つなぐ と き は 、 ケ ー ブ ル 両端 
の 凸凹 を 確認 し 、 必 ず 凹 側 を BKM-15R に 接続 し て くだ さき 
Vo 

つなぐ と き は 、 ケ ー ブ ル 先端 の 形 と DC 5V IN 端子 の 形 を 
あわ せる よう に し て 、 差 し 込ん で くだ さい 。 


O NETWORK スイ ッ チ 

LAN (10/100) 端子 に ネッ トワ ー ク 接続 する 場合 は LAN に 
設定 し ます 。 モ ニタ ー の LAN (10/100) 端子 と 直接 1 対 1 で 
BKM-15R を 接続 する 場合 は PEER TO PEER に 設定 し ま 

す 。 
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言 号 シス テム 別 の アパ ー チ ャ ー 補 正 周波 数 


信号 シス テム シリ アル デジ タル 入力 アナ ログ 入力 

== SDI HD SDI コン ポジ ッ ト (Y/C) | コン ポー ネン ト (YPBPR) GBR 
== 575/501 5 MHz 5 MHz 5 MHz 5 MHz 
E 480/601 5 MHz 5 MHz 5 MHz 5 MHz 
ah 080/481 25 MHz 25 MHz 25 MHz 
40% 080/501 25 MHz 25 MHz 25 MHz 
茜 576/50P 25 MHz 25 MHz 
Mil 480/60P 25 MHz 25 MHz 
035/601 25 MHz 25 MHz 25 MHz 
080/601 25 MHz 25 MHz 25 MHz 
720/50P 25 MHz 25 MHz 25 MHz 
720/60P 25 MHz 25 MHz 25 MHz 

空欄 : 信号 が 入力 で き な い か 、 ま た は 、 入 力 で き て も アパ ー チ ャ ー 補 正 が 動作 し な いこ と を 意味 し ます 。 
20 | 各部 の 名 称 と 働き 


"メモ リー ステ ィ ッ ク ” の 取り 扱い 
本 機 に は 、 ス タン ダー ド / デュ オ サ イ ズ 対 応 ス ロッ ト が 搭 
載 さ れ て いま す 。 こ の スロ ッ ト 搭 載 の 機器 で は 、“ メ モリ ー 
ATA IZ” の サイ ズ を 自動 的 に 判断 する 機構 に より 、“ メ 
モリ ー ス ティ イッ ク デ ュ オ ” アダ プター な し で 、 標 準 サ イズ 
の “メモ リー ステ ィ ッ ク "、 小 型 の “メモリースティック 
FaF” / "メモリースティック PRO デュ オ ′ の どちら で 
も ご 使用 いた だ け ま す 。 

別売 り の “メモリースティック " は 、 以 下 の 方 法 で 出し 入 
れ し ま す 。 


を を メモ リー ステ ィ ッ ク " の デー タ 操 作 に つい て は 、 各 メニ ュー で 
説明 し て あり ます 。 


| ご 注意 | 
“メモリースティック "” が 動作 し て いる と き (デー タ の セー 
ブ ・ ロ ー ド 中 ) は 、“" メ モリ ー ス ティ ッ ク ” を 取り 出さ な い 
で くだ さい 。 


入れ か た 


"メモ リー ステ ィ ッ ク " MAD 


Cast] 


矢印 の 面 を 上 に する 。 


ご 注意 

e メモ リー ステ イィ イッ ク デ ュ オ ” / “メモリースティック 
PRO Fat” を 本 機 で 使う と き は 、 メ モリ ー ス ティ ッ ク 
デュ オア ダ プ ター を つけ ず に その まま 挿入 し て くだ さい 。 

e 逆 向 き に 無理 に 入れ る と 、“ メ モリ ー ス ティ ッ ク "” 挿入 口 
が 破損 する こと が あり ます 。 

e メモリースティック" MAOK “メモ リー ステ ィ ッ 
2” 以外 の も の を 入れ な いで くだ さい 。 故障 の 原因 と な 
り ま す 。 


取り 出し か た 


① アク セス ラン プ が 点滅 し て いな いこ 
と を 確認 する 。 


O "メモリースティック" を 押す 。 
"メモ リー ステ ィ ッ ク " が 出 て きま す 。 


"メモ リー ステ ィ ッ ク ” に つい て 
“メモ リー ステ ィ ッ ク "” Elk? 


"メモリースティック ”、 “メモリースティック PRO", “2 
モリ ー ス ティ ッ ク デ ュ オ '、. 葉 .、 MEMnRY STick PRD お よび 
Memory 5TIrkHun は 、 ソ ニー 株 式 会 社 の 商標 で す 。 
“メモリースティック ” は 、 小 さく て 軽く 、 し か も フロ ッ 
ピー ディ スク より 大 容量 の IC 記録 メデ ィ ア で す 。 “メモ 
リー ステ ィ ッ ク "” 対応 機器 間 で デー タ を や り 取 りす る の に 
お 使い いた だ ける だ け で な く 、 着 脱 可 能 な 外部 記録 メデ ィ 
ア の 1 つと し て デー タ の 保存 に も お 使い いた だ け ま す 。 
"メモ リー ステ ィ ッ ク ” に は 、 標 準 サ イズ の も の と その 人 小型 
サイ ズ の メモリースティック デュ オ ” が あり ます 。 


"メモリースティック ”" の 種類 
"メモリースティック" に は 、 用 途 に 応じ て 以下 の 6 種類 が 
あり ます 。 


"メモリースティック " 
著作 権 保護 技術 (マジ ッ ク ゲ ー ト ) が 必要 な デー タ 以 外 の 、 
あら ゆる デー タ を 記録 で きる "メモリースティック" で す 。 


“メモ リー ステ ィ ッ ク "” (マジ ッ ク ゲ ー ト / ノ 高速 デ ー タ 転送 
対応 ) 

著作 権 保護 技術 (マジ ッ ク ゲ ー ト ) を 搭載 し 、 高 速 デ ゲー タ 
転送 に 対応 し た "メモリースティック "です 。 
“メモリースティック 対応 商品 、「 マ ジッ ク ゲ ー ト “メモ 
リー ステ ィ ッ ク "」 対応 商品 、 お よび 「 “メモリー ステ ィ ッ 
7” PRO] 対応 商品 で ご 使用 いた だ け ま す 。 P 

1) すべ て の 対応 商品 に お ける 動作 を 保証 する る の で は あり ませ ん 。 (一 部 合 
用 で き な い 対応 商品 が あり ます 。) 

本 機 は 、 こ の "メモリースティック" の 高速 デー タ 転 送 に 
は 対応 し て いま せん 。 


マジ ッ ク ゲ ー ト "メモリースティック" 

著作 権 保護 技術 (マジ ッ ク ゲ ー ト ) を 搭載 し た "メモ リー 
ステ ィ ッ ク ” TH, 

本 機 で は ご 使用 いた だ け ま せん 。 
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"メモ リー ステ ィ ッ クー ROM” 

あら か じ め デ ー タ が 記録 きれ て いる 、 読 み 出 し 専用 の “2 
モリ ー ス ティ ッ ク ” で す 。 デ ー タ の 記録 や 消去 は で きま せ 
ん 。 


"メモリースティック" (メモ リー セレ クト 機能 付き ) 

内 部 に 複数 の メモ リー (128MB) を 搭載 し て いる “メモ 
リー ステ ィ ッ ク "” で す 。 

本 体 裏 面 の メモ リー セレ クト スイ ッ チ に より 、 用 途 に 応じ 
て ご 使用 に な る メモ リー を 選択 で きま す 。 各 メモ リー を 同 
時 に 、 ま た 連続 で ご 使用 に な る こと は で きま せん 。 


“メモ リー ステ ィ ッ ク PRO” 
“メモリースティック PRO” 対応 商品 で の みお 使い いた だ 
ける 、 著 作 権 保護 技術 (マジ ッ ク ゲ ー ト ) を 搭載 し た A 
モリ ー ス ティ ッ ク ” で す 。 


“メモ リー ステ ィ ッ ク デ ュ オ " / "メモリースティック PRO 
デュ オ " 
デュ オ サ イ ズ の “メモ リー ステ ィ ッ ク ” で す 。 


使用 可能 な "メモリースティック" 

・ 本 機 で は 、“ メ モリ ーー スティック" 、“ メ モリ ー ス ティ ッ ク 
PRO"、" メ モリ ー ス ティ ッ ク デ ュ オ ” CAEN) A 
ティ ッ ク PRO デュ オ ” が ご 使用 いた だ け ま す 。 た だ し 、 
本 機 は マジ ッ ク ゲ ー ト 規格 に 対応 し て いな いた め 、 本 機 
で 表示 する デー タ は マジ ッ ク ゲ ー ト に よる 著作 権 の 保護 
の 対象 に は な り ま せん 。 

・ 本 機 で は 、4GB まで の "メモ リー ステ ィ ッ ク "” で 動作 を 
確認 し て いま す 。 た だ し 、 す べ て の “メモ リー ステ ィ ッ 
2” で の 動作 を 保証 する も る の で は あり ませ ん 。 


デー タ の 読み 込み / 書き 込み スピ ー ド に つい て 
お 使い の "メモリースティック" と 機器 の 組み 合わ せ に 
よっ て は 、 デ ー タ の 読み 込み / 書き 込み 速度 が 異な り ま す 。 


マジ ッ ク ゲ ー ト と は ? 
マジ ッ ク ゲ ー ト は 、 ソ ニー が 開発 し た 、 著 作 権 を 保護 する 
技術 の 総称 で す 。 
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"メモ リー ステ ィ ッ ク " に つい て 


端子 


誤 消 去 防止 つき 


ラベ ル 貼 り 付け 部 
E ES 


“メモリースティック デュ オ " / “メモ リー ス 
ティ ッ ク PRO デュオ” に つい て 


端子 


誤 消去 防止 つま み 
動か す と き は 、 先 
の 細い も の を 使 
する 。 
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誤 消去 防止 つま み を 「LOCK」 に する と 記録 や 編集 
去 が で き な く な り ま す 。 
・ 以下 の 場合 、 デ ー タ が 破損 され る こと が あり ます 。 

ー 読み 込み 中 、 書 き 込 み 中 に "メモリースティック" を 
取り 出し た り 、 本 機 の 電源 を 切っ た 場合 
ー 静電気 や 電気 的 ノイ ズ の 影響 を 受け る 場所 で 使用 し た 


消 


Am 
2 


場合 
e 大 切な デー タ は 、 バ ッ ク ア ッ プ を 取っ て お く こ と を お す 
すめ し ます 。 


ラベ ル 貼 り 付 け 部 に は 、 専 用 ラベ ル 以 外 は 貼ら な いで く 

だ さい 。 

ラベ ル を 貼る と き は 所 定 の ラベ ル 貼 り 付 け 部 に 貼っ て く 

だ さい 。 はみ出 さき な いよ うに ご 注意 くだ さい 。 

持ち 運び や 保管 の 際 は 、 付 属 の 収納 テー ス に 入れ て くだ 
さい 。 

e 端子 部 に は 手 や 金属 な ど で 触 れ な いで くだ さい 。 

強い 衝撃 を 与え たり 、 曲 げた り 、 落 と し た り し な いで く 

だ さい 。 

* 分 解 し た り 、 改造 し た り し な いで くだ さい 。 

・ 水 に ぬら さ な い で くだ さい 。 

© 以下 の よう な 場所 で の ご 使用 や 保管 は 避け て くだ さい 。 
ー 高温 に な っ た 車 の 中 や 舌 天下 な ど と 気温 の 高い 場所 

直射 日 光 の あたる 場所 

ー 湿気 の 多い 場所 や 腐食 性 の ある 場所 


複数 の “メモリースティック” を 挿入 し な いで くだ さい 。 
機器 の 破損 の 原因 と な る 場合 が あり ます 。 


・ ご 使用 の 際 は 、 正 し い 挿 入 方 向 を ご 確認 の うえ ご 使用 く 


だ さい 。 間 違っ た ご 使用 は 機器 の 破損 の 原因 と な り ま す 
の で ご 注意 くだ さい 。 

“メモリースティック デュ オ ”/ "メモリースティック 
PRO デュ オ ” は 、 小 さい お 子 様 の 手 の 届 く と ころ に 置か 
な いよ うに し て くだ さき さい 。 誤 っ て 飲み 込む 設 れ が あり ま 
Fo 

本 機 で 扱え る ファ イル 数 は 、" メモ リー ステ ィ ッ ク "1 枚 あ 
た り 1000 個 ま で で す 。1000 個 を 超え る ファ イル を 作成 し 
た 場合 は [TOO MANY FILES] の 警告 が 表示 され ます 
DT, FILE MENAGEMENT メニ ュー、DELETE メ 
ニュ ー で 不要 な ファ イル を 削除 し て くだ さい 。 


@ FILE MANAGEMENT メニ ュー、DELETE メニ ュー に つい 
Clk [A シス テム デー タ の 操作 - FILE MANAGEMENT メ 
ニュ ー」 (54 ペー ジ ) を ご 覧 くだ さい 。 


本 機 で 扱え る ファ イル 名 称 の 文字 数 は 20 文字 まで で す 。 
名 称 が 20 文字 を 超え る ファ イル は 本 機 で は 表示 され ませ 
ん の で ご 注意 くだ さい 。 


4 : 3 マス ク の 取り 付け 


画面 の アス ペク ト 比 を 16:9 か ら 4:3 に 切り 換え た と き 
は 、 付 属 の 4 : 3 マス ク に 交換 し て くだ さい 。 


4 :3 マ スク の 取り 付け か た 


1 16 : 9 マス ク の 上 側 を は ず し て か ら 、 下 側 を 引き 抜く 。 


2 4:3 マ スク (付属 ) の 下 側 を は め 込 ん で か ら 、 上 側 を 
押し 込む 。 


16: 9 マス ク に 戻す に は 


[4:3 マス ク の 取り 付け か た 」 と 同じ 手順 で 4 : 3 マス ク を 
は ず し 、16 : 9 マス ク を 取り 付け ます 。 


4: 3 マス ク の 取り 付け 


| 


23 


接続 


se xis 


24 


BKM-15R と の 接続 


NETWORK 
LAN 


E 


PEER TO PEER 
PEER TO PEER 
に する 。 


Lp 
DC 5V OUT 端子 


LAN (10/100) 端子 


本 機 を AC 電源 で 使 
る と き は 接続 し な い 。 


す 


F-700 な ど 


NETWORK 
LAN [=P] PEER TO PEER 
PEER TO PEER に する 。 


LAN 
(10/100) 
端子 


DC 5V IN 端子 


モニ ター の MAIN POWER スイ ッ チ を オフ に し て 接続 し 

て くだ さい 。 

モニ ター と BKM-15R の NETWORK ス イッ チ を PEER TO 
PEER に し て くだ さい 。 

モニ ター の LAN (10/100) 端子 と BKM-15R A LAN (10/100) 
端子 を 10BASE-T/100BASE-TX の スト レー ト 仕 様 の 
LAN ケー ブル (シー ルド タイ プ 、 別 売り ) 、 SMEF-700、 
また は BKM-35H に 付属 の ケー ブル で 接続 し ます 。 

別売 り の LAN ケー ブル を 接続 する 際 は 、 ノ イズ に よる 誤 
動作 を 防ぐ た め 、 必 ず シ ー ル ド タ イ プ の ケー ブル を 使 
し て くだ さい 。 

e モニター の DC 5V OUT 端子 と BKM-15R の DC 5V IN 端子 
を SMF-700、 ま た は BKM-35H に 付属 の ケー ブル で 接続 
し ます 。 こ の 場合 、 BKM_-15R の 電源 は DC 5V ケー ブル 


接続 


を 通じ て モニ ター か ら 供 給 さ きれ る た め 、AC 電源 を 接続 す 
る 必要 は あり ませ ん 。 


BKM-15R を AC 電源 で 使用 する 場合 


BKM-15R に 付属 の AC 電源 コー ド を AC IN 端子 に 接続 し 
ます 。 

AC 電源 を 使 
DC 5V IN Si 


する 場合 、AC IN 端子 が 優先 し ます の で 、 
に ケー ブル を 接続 する 必要 は あり ませ ん 。 


ネッ トワ ー ク 接続 


NETWORK 
LAN 


一 


PEER TO PEER 
LAN に する 。 


Si 
US ] {Il E p | | 
| 5V OU E (10/100) — 
LAN (10/ 端子 
100) 端子 
y y 

[| | スイ ッ チ ング パブ 
(AUTO MDI/ 


本 機 を AC 電源 で ーー MDLX 機能 付き ) 
使用 する と き は 


接続 し な い 。 


LAN (10/100) 


DC 5V IN 端子 端子 


BKM-15R 


NETWORK 
LAN [=] PEER TO PEER 


LAN に する 。 


ご 注意 

・ モニ ター の MAIN POWER スイ ッ チ を オフ に し て 接続 し 
て くだ さい 。 

モニ ター と BKM-15R の NETWORK スイ ッ チ を LAN に し 
て くだ さい 。 
10BASE-T/100BASE-TX の LAN ケー ブル (シー ルド タイ 
プ 、 別 売り ) で ネッ トワ ー ク に 接続 し ます 。 

別売 り の LAN ケー ブル を 接続 する 際 は 、 ノ イズ に よる 誤 
動作 を 防ぐ た め 、 必 ず シ ー ル ド タ イ プ の ケー ブル を 使 
し て くだ さい 。 

モニ ター と BKML-15R を 合わ せ て 32 台 (BKM-15R は 最大 4 
GB) 接続 する こと が で きま す 。 

BKM-15R は サブ ネッ ト を 越え て モニ ター を コン トロ ー ル 
する こと は で きま せん 。 

別売 り の スイ ッ チ ング ハブ は 、 ス トレ ー ト / ク ロス ケー ブ 
ル の 自動 選択 機能 (AUTO MDI/MDEX) を も っ た 機器 
を ご 使用 くだ さい 。 

モニ ター の DC5V OUT 端子 と BKM-15R の DC 5V IN 端子 
を SMF-700、 ま た は BKM-35H に 付属 の ケー ブル で 接続 
し ます 。 こ の 場合 、 BKM-15R の 電源 は DC 5V ケー ブル を 
通じ て モニ ター か ら 供 給 さ きれ る た め 、AC 電源 を 接続 する 
必要 は あり ませ ん 。 


BKM-15R を AC 電源 で 使用 する 場合 

BKM-15R に 付属 の AC 電源 コー ド を AC IN 端子 に 接続 し 
ます 。 
AC 電源 を 使用 する 場合 、AC IN 端子 が 優先 し ます の で 、 
DC 5V IN 端子 に ケー ブル を 接続 する 必要 は あり ませ ん 。 


接続 


a ||| 
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モニ ター / グル ー プ の 選択 


複数 の モニ ター を ネッ トワ ー ク 接続 し て いる と き に 、 モ ニ 
ター ID No. また は グル ー プ ID No. を 指定 し て 、 リ モー ト 接 
続 を する こと が で きま す 。 


モニ ター ID No. と グル ー プ ID No. に つい て 


モニ ター コン トロ ー ル ユニ ッ ト BKM-15R は 、LAN (10/ 
100) 端子 に 接続 きれ た モニ ター を 複数 台 操 作 で きま す 。 こ 


モニ ター を 複数 接続 する と き は 、NETWORK メニ ュー で 、 
各 モ ニタ ー に 対し て ID No. お よび グル ー プ No. と し て 1 一 
99 まで の 番号 を 付け る こと が で きま す 。 

モニ ター ID No. や ヤグ ルー プ ID No. を 入力 し て 、 特 定 の モニ 
ター また は モニ ター グル ー プ を 指定 する と き は 、 前 面 の モ 
ニタ ー 選 択 ボ タン を 使い ます 。 


@ NETWORK メニ ュー に つい て は 、「[5] シス テム の 設定 - 


の と き 、 各 モニ ター ID No.、 グ ルー プ ID No. に よっ て 、 特 SYSTEM CONFIGURATION メニ ュー」 (45 ペー ジ ) を ご 覧 く 
定 の モニ ター また は モニ ター グル ー プ だ け を 操作 で きま す 。 だ さい 。 
モニ ター 選択 ボタ ン と ラン プ に つい て 
O UP/DOWN ボタ ン 
O MENU ボタ ン © ランプ 
© ENTER ボタ ン ORTE 
SHRM REMOTE INPUT 
PHASE BRIGHT CONTRAST SINGLE 
GROUP 
DOWN ENTER MANUAL MANUAL MANUAL MANUAL 


G 回 E 


SINGLE GROUP ALL 
o Q O 


O SINGLE ボタ ン 


© ENTER ボタ ン | 表示 部 の 値 を 確定 する 。 


SINGLE/GROUP/ALL ボタ ン の うち 、 押 し た ボ 
タン の ラン プ が 、TID No. を 設定 中 は 点滅 し 、 確 定 
する と 点灯 する 。 


の ラン プ 


O 表示 窓 選択 され た モニ ター ID No.、 グ ルー プ ID No.、 ま 


た は ALL が 表示 され る 。 接 続 処理 中 は 点滅 する 。 


モニ ター / グル ー プ の 選 


O GROUP ボタ ン 

O ALL ボタ ン 

O 数 値 ボ タン 

⑥ Ent ボタ ン 

Q Del ボタ ン 
ピン 番号 機能 ピン 番号 機能 
O UP ボタ ン ID No. を 上 げ る 。 O SINGLE ボタ ン | シン グル 接続 モー ド を 選択 する 。 
O DOWN ボタ ン |ID No. を 下げ る 。 押し 続け る と 接続 きれ て いる 全て の モニ ター に モ 
O MENU ボタ ン | 設定 中 に 押す と 設定 前 の 状態 に 戻る 。 ニタ ー ID No を 表示 する 。 


グル ー プ 接続 モー ド を 選択 する 。 
押し 続け る と 接続 きれ て いる 全て の モニ ター に グ 
ルー プ ID No. を 表示 する 。 


O GROUP ボタ ン 


O ALL ボタ ン オー ル 接 続 モ ー ド を 選択 する 。 
O 数 値 ボ タン ID No. を 入力 する 。 

O Ent ボタ ン 表示 部 の 値 を 確定 する 。 

O Del ボタ ン ID No. を 消去 する 。 


リモ ー ト 接続 操作 の 手順 


1 モニ ター と コン トロ ー ラ ー1 台 ご と に 暴 
を 設定 する 。 


な る IP アド レス 


2 モニ ター1 台 ご と に 異な る モニ ターID No. を 設定 し 、 必 
要 に 応じ て 、 グ ルー プ ID No. を 設定 する 。 


3 モニ ター と コン トロ ー ラ ー の NETWORK スイ ッ チ ( 背 
面 ) を LAN に する 。 


4 SINGLE ボタ ン 、GROUP ボタ ン ま た は ALL ボタ ン を 押 
し て 接続 モー ド を 選択 する 。 


押し た ボタ ン の ラン プ が 点 
と 点灯 し ます 。 


ALU, モニ ター を 認識 する 


5 UP/DOWN ボタ ン ま た は 数 値 ボ タン を 押し て シン グル 
接続 モー ド の と き は モニ ター TID No.、 グ ルー プ 接 続 
モー ド の と き は グル ー プ ID No. を 選択 する 。 


モニ ター ID No.、 グ ルー プ ID No. の 最大 値 は 99 CT. 


6 ENTERO また は Ent⑩ ボタ ン を 押し て 決定 する 。 
表示 部 に モニ ター ID No.、 グ ルー プ ID No. また は ALL 
が 表示 され ます 。 


操作 1 一 3 を 1 度 設定 し た あと は 
り 、 リ モー ト 接 続 を 行い ます 。 


| ご 注意 
a ol 
選択 し た 場合 、 設 定 は 変わ ら ず 、 


手順 ~ 6 の 操作 に よ 


ID No.、、 グ ルー プ TID No. 
選択 前 の 接続 状態 を 


= LET. 
*・ 同じ モニ ターTD No. が 複数 ある 場合 は TP アド レス が 小さ 
い 方 が 選択 され ます 。 
. 異な る モニ ターTD No. を 設定 し て も 、 同 一 の IP アド レス 


を 設定 し て いる と 、 接 続 す る こと が で きま せん 。 

ネッ トワ ー ク 接続 に よる リモ ー ト コン トロ ー ル を 行う に 

は 、SYSTEM CONFIGURATION % メニ ュー の 
NETWORK メニ ュー、NETWORK SETTINGS メニ ュー 
で MONITOR ID, GROUP ID や IP アド レス が 正しく 設 
定 さ れ て いる 必要 が あり ます 。 ま た 、CONTROLLER メ 
ニュ ー の NETWORK SETTINGS メニ ュー で IP アド レス 
が 正しく 設定 され て いる 必要 が あり ます 。 


@ NETWORK メニ ュー、NETWORK SETTINGS メニ ュー に 
WTI, TD] シス テム の 設定 - SYSTEM 
CONFIGURATION メニ ュー」 (45 ペー ジ ) を ご 覧 くだ さい 。 


@ NETWORK SETTINGS メニ ュー に つい て は 、「 則 ] コン ト 
ロー ラー の 設定 - CONTROLLER メニ ュー」 (58 ペー ジ ) 
を ご 覧 くだ さい 。 


基本 設定 の 選択 


BVM-A20F 1M の み 

初め て お 使い に な る と き は 、 お 使い に 
行っ て くだ さい 。 

地域 を 選択 する と 、CH1 30 の 色 温 度 が 、 
れ た 値 に 初期 設定 され ます 。 


な る 地域 の 選択 を 


各地 域 に 指定 さ 


色 温 度 
JAPAN D93 
OTHER AREA D65 


1 本 機 の 電源 を 入れ る 。 


SELECT SETTING 画面 が 表示 され ます 。 


SELECT SETTING 


E JAPAN 


COLOR TEMP: D93 


OTHER AREA 
COLOR TEMP: D65 


2 メニ ュー 操作 ボタ ン を 使 
する 地域 を 設定 する 。 


し て (28 ペー ジ 参 照 )、 使 


基本 設定 の 選択 


=w 218 [| 
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メニ ュー 


メニ ュー の 操作 方 法 


ex wee lll 


メニ ュー 操作 ボタ ン 
メニ ュー は 、 モ ニタ ー コ ント ロー ル ユ ニッ ト BKM-15R ( 別 
売り ) の ボタ ン を 使っ て 操作 し ます 。 


O UP/DOWN ボタ ン 
O MENU ボタ ン 


© ENTER ボタ ン 
O PHASE つま み 
REMOTE INPUT 
PHASE CHROMA BRIGHT CONTRAST SINGLE 
Oj) E] &) 
| | Ó 
DOWN ENTES MANUAL MANUAL MANUAL MANUAL ALL r 
SINGLE GROUP ALL 回 
o o o 


O 数 値 ボ タン 
OEnt ボタ ン 
O Del ボタ ン 


下記 に 、 メ ニュ ー 操 作 ボ タン の 働き を 示し ます 。 


ポタ ン 機能 ボタ ン 機能 
O UP ボタ ン カー ソル を 上 に 動か す 。 設 定 モ ー ド で は 、 OQ PHASE つま み 時 計 方 向 に 回 す と 、 カ ー ソ ル を 上 に 動か 
調整 ・ 設 定 値 を 上 げ る 。 す 。 設定 モー ド で は 、 調 整 ・ 設 定 値 を 上 げ 
O DOWN ボタ ン カー ソル を 下 に 動か す 。 設 定 モ ー ド で は 、 る (UP ボタ ン と 同機 能 )。 
調整 ・ 設 定 値 を 下げ る 。 反 時 計 方 向 に 回 す と 、 カ ー ソ ル を 下 に 動か 
@ MENU ボタ ン メニ ュー 画面 を 表示 する 。1 つ 前 の 階層 の Fo 設定 モー ド で は 、 ME RENE Y 
メニ ュー 画面 に 戻る (メイ ン メ ニュ ー 画 面 る (DOWN ボタ ン と 同機 能 ) o 
で は 、 通 常 画面 に 戻る )。 O 数 値 ボ タン 数 値 を 入力 する 。 
O ENTER ボタ ン 選択 し た 項目 ・ 設 定 を 確定 する 。 O Ent ボタ ン 選択 し た 項目 ・ 設 定 を 確定 する 。 
@ Del ボタ ン 入力 し た 数 値 や 文字 を 消去 する 。 


28 | メニ ュー の 操作 方 法 


メニ ュー を 表示 さ せる に は 


MENU ボタ ン を 押す と 、 メ イン メニ ュー が 表示 され ます 。 


MENU 


PICTURE ADJ... 
COLOR TEMP ADJ... 
INPUT CONFIGURATION... 
SYSTEM CONFIGURATION... 
INSTALLATION SETTINGS... 
FILE MANAGEMENT... 
STATUS... 
CONTROLLER... 


KEY PROTECT OFF 


ここ で 表示 され て いる メニ ュー を 選ぶ と 、 そ れ ぞ れ の メ 
ニュ ー の 第 1 階層 が 表示 され ます 。 


@ メニ ュー 選択 層 の メニ ュー の 内 容 に つい て は 「 メ ニュ ー の 階層 
構造 ] (32 ペー ジ ) を ご 覧 くだ さい 。 


青い 文字 で 表示 され る メニ ュー 項目 に つい て は 、 設 定 で き 
ませ ん 。 


add 

本 書 で は 、 説 明 の 必要 な メ に それ ぞ れ の 分 類 と 階層 

ae ee ニュ ー 番 号 は 、 メ 
の 分 類 (メイ ン メ ニュ ー に 表示 され る メニ ュー) を 

nA ee 

され て いま す 。 こ の 番号 は 画面 に は 表示 され ませ ん 。 


例 : [A224 
PICTURE ADJ メニ ュー の 下 で ある こと を 示す 。 
第 ] 階層 の 2 番目 の メニ ュー で ある こと を 示す 。 
第 2 階層 の 2 番目 の メニ ュー で ある こと を 示す 。 
A221 第 3 階層 の 1 番目 の メニ ュー で ある こと を 示す 。 

| ご 注意 | 
メニ ュー 番号 は 説明 が 必要 な メ に だ け 付 いて いま す 。 
その た め 、 メ ニ o, メニ ュー 階層 の すべ て 


の メニ ュー を 含め て 数 を た も の で は あり ませ ん 。 


メニ ュー の 操作 手順 


次 の 手順 で メニ ュー を 表示 し 、 設 定 や 調整 を 行い ます 。 


1 MENU ボタ ン を 押す 。 
メイ ン メ ニュ ー が 表示 され ます 。 


2 UP また は DOWN ボタ ン を 押す か 、 PHASE DEAE 


し て 、 調 整 や 設定 を 行い た いい メニュー 項目 に カー ソル 
を 合わ せる ( 例 : DOWN ボタ ン を 押し て INPUT 
CONFIGURATION... に 合わ せる )。 


MENU 


PICTURE ADJ... 

COLOR TEMP ADJ... 

INPUT CONFIGURATION... 
SYSTEM CONFIGURATION... 
INSTALLATION SETTINGS... 
FILE MANAGEMENT... 
STATUS... 

CONTROLLER... 


KEY PROTECT OFF 


カー ソル 


3 ENTER ボタ ン ま た は Ent ボタ ン を 押す 。 


選ん だ メニ ュー の 第 1 階層 が 表示 され ます 。 
INPUT CONFIGURATION au) 
CHO1 

FOURMRT . . . SDI HD/D1 AUTO 
SLOT NO OPTION1 
INPUT NO DIGITAL1 
SCREEN ASPECT 16:9 
SCAN SIZE NORMAL 
SYNC MODE === 
COLOR TEMP D93 
PICTURE PRESET PRESET1 

MATRIX... 


メニ ュー の 操作 方 法 
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INPUT CONFIGURATION 

CHO1 

APERTURE 

VALUE 
YC «SEP 
NTSC COMB FILTER 

MARKER DISPLAY 

| MODE... 

H PHASE 

CHANNEL NAME... 


Hu 


は 調整 し た い 階 層 の 


4 手順 2 と 3 を 繰り 返し て 、 設 定 ま た ! 
メニ ュー を 表示 し 、 設 定 を 行う 。 
設定 の 方 法 に つい て は 、 次 ペー ジ を ご 覧 くだ さい 。 


U は 次 ペー ジ 
B. TH は 前 
ペー ジ が ある 
こと を 示す 。 
複数 の 選択 肢 か 
ら 選 ぶ 。 


E awe 
32. 


COPY FROM 
で さら に 1 つ 下 の 
PES 


層 の メニ ュー 


メニ ュー 操作 を 中 断 し た いと き は 
MENU ボタ ン を 押し ます 。1 つ 前 の 階層 が 表示 され ます 。 


実行 中 の 設定 や 調整 は 元 の 状態 に 
書き 込み な ど は 強制 終了 し ます 。 


戻り 、 デ ー タ の 読み 出し ・ 


メニ ュー 操作 中 に “NG” また は “ERROR” の 表示 


が 出 た と き は 


MENU ボタ ン を 押す と 、 操 作 中 の メニ ュ 


す 。 


— 


に 戻り ま 


複数 の 設定 内 容 か ら 1 つ を 選択 する 


設定 モー ド に し て 、 選 択 する 


1 UP/DOWN ボタ ン を 押す か 、 ま た は PHASE DEAE 
カー ソル を 合わ せ 、ENTER 


し て 設定 し た い 項 目 に 
(Ent) ボタ ン を 押す 。 


選ん だ 項目 が 黄色 文字 に 
す 。 


変わ 


り 、 設 定 モ ー 


ド に な り ま 


INPUT CONF IGURATION 


lala) 


CHO 1 
BFORMAT... SDI HD/D1 AUTO 
SLOT NO OPTION1 
INPUT NO DIGITAL1 
SCREEN ASPECT 16:9 
SCAN SIZE NORMAL 
SYNC MODE === 
COLOR TEMP D93 
PICTURE PRESET PRESET1 
MATRIX... 


2 UP/DOWN ボタ ン を 押す か 、 ま た は PHASE つま み を 


し て 設定 を 切り 換え る 。 


メニ ュー の 操作 方 法 


ENTER (Ent) ボタ ン を 押す 。 


設定 


設定 リス ト か ら 選 択 する 


が 確定 され ます ( 白 文字 に 戻る )。 


1 UP/DOWN ボタ ン を 押す か 、 ま た は PHASE DEAE 


し て 設定 リス ト の 選択 し た い 項 目 に 


る 。 


カー ソル を 合わ せ 


PARALLEL REMOTE (2/2) 
1 PIN 
MBLUE ONLY 
R OFF 
G OFF 
B OFF 
CHROMA UP 


MARKER 
TALLY 
DEGAUSS 
POWER OFF 


a 


2 ENTER (Ent) ボタ ン を 押す 。 


選ん だ 設定 が 確定 され 、 上 の 階層 の メニ ュー に 戻 
す 。 
数 値 を 入力 する 


1 UP/DOWN ボタ ン を 押す か 、 ま た は PHASE DEAE 


し て 設定 し た い 項 目 に 
(Ent) ボタ ン を 押す 。 


カー ソル を 合わ せ 、ENTER 


選ん だ 項目 が 黄色 文字 に 変わ り 、 設 定 モー ド に な り ま 
す 。 
MARKER MODE (1/3) [au 
CHO1 
ASPECT MODE 16:9 
ASPECT === 
HH POSITION 000 
MARKER BRIGHT SOIRE 
ASPECT MARKER OFF 
LINE === 
COLOR === 
ASPECT BLANK ING OFF 
MODE デニ デ 


次 の いずれ か の 方 法 で 数 値 を 設定 


する 。 


・ 数 字 キ ー で 数 値 を 直接 和信 力 し 、ENTER (Ent) ボタ ン 


を 押す 。 


e UP/DOWN ボタ ン を 押し て 数 値 を 選ぶ 。 


・ PHASE つま み を 


回 し て 数 値 を 選ぶ 。 


3 ENTER (Ent) ボタ ン を 押す 。 


設定 し た 数 値 が 確定 され ます ( 白 文字 に 戻る ) 。 


文字 を 入力 する 


1 設 完 画面 を 表示 し 、UP/DOWN ボタ ン を 押す か 、 ま た 
は PHASE つま み を 回 し て カー ソル を NEW NAME に 
合わ せる 。 


CHANNEL NAME 
CHO 1 
PROG 
EDIT 
CAM 
UTR 
PREU 


BNEW NAME 


2 ENTER (Ent) ボタ ン を 押す 。 


文字 入力 位置 を 示す 「?」 (黄色 文字 ) が 現れ 、 文 字 入 
カカ モー ド に な り ます 。 


CHANNEL NAME 
CHO 1 
PROG 
EDIT 
CAM 
UTR 
PREU 


BNEW NAME 


3 UP/DOWN ボタ ン を 押す か 、PHASE つま み を 回 し て 、 
入力 し た い 文 字 を 選び ます 。 


UP ボタ ン を 押す か 、PHASE つま み を 時 計 方 向 に 回 す 
と 、 以 下 の 順 で 文字 お よび 記号 が 現れ ます 。 

A Beee Y Z 0 leee 8 9 (,) : 3 .- 

+ / € (ARA) ? 

DOWN ボタ ン を 押す か 、PHASE つま み を 反 時 計 方 向 
に 回 す と 、 逆 の 順に 現れ ます 。 

使用 で きる 記号 は メニ ュー の 種類 に より 異な り ま す 。 

「( ス ペー ス )」 は 1 文字 目 に は 使用 で きま せん 。 


4 ENTER (Ent) ボタ ン を 押す 。 


選ん だ 文字 が 入力 され ます 。 


CHANNEL NAME 
CHO1 
PROG 
EDIT 
CAM 
UTR 
PREU 


BNEW NAME 


5 手順 3 と 4 を 繰り 返し て 残り の 文字 を 入力 し た ら 、 
ENTER (Ent) ボタ ン を 押す 。 


設定 し た 文字 が 確定 され 、1 つ 上 の 階層 の メニ ュー に 
り ま す 。 


Al 


入力 し た 文字 を 修正 する に は 
数 値 ボ タン の Del ボタ ン を 押す と 、[?] (黄色 文字 ) の 左 隣 
の 文字 が 削除 され ます 。 


メニ ュー の 操作 方 法 
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メニ ュー の 階層 構造 


メニ ュー 構成 


ここ で は 、 メ ニュ ー 選 択 


層 と 第 1 階層 の 構造 を 示し ます 。 


各 メ ニュ ー の 詳細 は 、 こ の 後 の 各 メニ ュー の 説明 を ご 覧 く 


だ さい 。 


メイ ン メ ニュ ー 


第 1 層 


PICTURE ADJ [A 


内 容 
画像 調整 メニ ュー で す 。(34 ペー ジ ) 


PRESET VALUE 


調整 する プリ セッ ト デ ー タ を 選択 し ます 。(34 ペー ジ ) 


AUTO [A1 


クロ マ / フ ェ ー ズ / マ トリ クス を 自動 調整 で 設定 し ます 。 (35 ペー ジ ) 


MANUAL ADJUST[Az 


フェ ー ズ / ク ロマ / ブラ イト ネス / コン トラ スト の プリ セッ ト デ ー タ を 
MANUAL 調整 つま み で 設定 し ます 。(35 ペー ジ ) 


COPY FROM [A3 


孔 の 画像 調整 プリ セッ ト デ ー タ を コピ ー し ます 。 (36 ペー ジ ) 


COLOR TEMP ADJ [B 


温度 を 調整 する た め の メ ニュ ー で す 。(36 ペー ジ ) 


PRESET VALUE 


色 
調整 する 色 温 度 デ ー タ を 選択 し ます 。(37 ペー ジ ) 
色 
色 


SCREEN ASPECT 


面 の アス ペク ト を 設定 し ます 。(41 ペー ジ ) 


MANUAL [B1 温度 を MANUAL つま み で 設定 し ます 。(37 ペー ジ ) 
AUTO [B2 温度 を 自動 調整 で 設定 し ます 。(38 ペー ジ ) 
COPY FROM [B3 也 の 色 温 度 デ ー タ を コピ ー し ます 。(39 ペー ジ ) 
RESTORE FACTORY DATA [B4] | 色 温度 デー タ を 工場 出荷 時 の 設定 値 に 戻し ます 。(39 ペー ジ ) 
ANALYZE [B5 色 度 、 輝 度 を 測定 し ます 。(39 ペー ジ ) 
INPUT 入力 信号 に 関す る 各種 デー タ を 設定 する メニ ュー で す 。 (40 ペー ジ ) 
CONFIGURATION [C CHxx 現在 選択 し て いる チャ ン ネ ル が 表示 され ます 。(41 ペー ジ ) 
FORMAT [Ci 言 号 の 種類 を 選択 し ます 。(42 ペー ジ ) 
SLOT NO スロ ッ ト 番 号 を 選択 し ます 。 (41 ペー ジ ) 
INPUT NO 入力 端子 番号 を 選択 し ます 。(41 ペー ジ ) 
画 
ス 


SCAN SIZE 


キャ ン サ イズ を 設定 し ます 。 (41 ペー ジ ) 


SYNC MODE 


al 


期 信 号 を 設定 し ます 。 (41 ペー ジ ) 


COLOR TEMP 


温度 を 選択 し ます 。(41 ペー ジ ) 


PICTURE PRESET 


ENTES 


象 調整 プリ セッ ト を 選択 し ます 。 (42 ペー ジ ) 


MATRIX [C2 言 号 シ ステ ム の マト リク ス を 設定 し ます 。 (43 ペー ジ ) 
APERTURE アパ ー チ ャ ー 補 正 を する か どう か を 設定 し ます 。(42 ペー ジ ) 
VALUE アパ ー チ ャ ー 補 正 量 を 入力 し ます 。(42 ペー ジ ) 

YC SEP Y/C 分 離 フ ィ ル ター を 選択 し ます 。(42 ペー ジ ) 


NTSC COMB FILTER 


NTSC COMB フィ ル タ の 種類 を 設定 し ます 。(42 ペー ジ ) 


MARKER DISPLAY 


マー カー を 表示 する か どう か を 設定 し ます 。 (42 ペー ジ ) 


MODE [Cs マー カー の アス ペク ト や セー フエ リア 、 セ ー フ タイ トル な ど を 設定 し ま 
す 。 (43 ペー ジ ) 
H PHASE 画面 の 水平 方 向 の 位置 を 調整 し ます 。(42 ペー ジ ) 


CHANNEL NAME [C4 


チャ ン ネ ル 名 を 付け ます 。(45 ペー ジ ) 


COPY FROM [c5 


他 の チャ ン ネ ル デ ー タ を コピ ー し ます 。 (45 ペー ジ ) 


メニ ュー の 階層 構造 


メイ ン メ ニュ ー 第 1 層 内 容 
SYSTEM リモ ー ト コン トロ ー ル 機能 や ネッ トワ ー ク な ど シ ステ ム に 関す る 設定 を 
CONFIGURATION [5 する メニ ュー で す 。(45 ペー ジ ) 
NETWORK [Di ネッ トワ ー ク に よる リモ ー ト コン トロ ー ル 機能 の 設定 を し ます 。(46 
ペー ジ ) 
PARALLEL REMOTE [D2 パラ レル リモ ー ト コン トロ ー ル 機能 の 設定 を し ます 。(47 ペー ジ ) 
POWER [D3 主 電源 や MONITOR / ゆ スイ ッ チ を 入れ た と き の モ ニタ ー の 状態 を 設 
定 し ます 。(48 ペー ジ ) 
BLANKING SETTINGS [D4 ブラ ン キ ング 関連 の 設定 を し ます 。(48 ペー ジ ) 
ON SCREEN SET [D5 画面 に 表示 させ る 情報 を 設定 し ます 。(48 ペー ジ ) 
PASSWORD [pe パス ワー ド の 変更 や 割付 を 設定 し ます 。(48 ペー ジ ) 
MAINTENANCE [D7 メイ ン テ ナ ンス 用 の メニ ュー を 表示 し ます 。(49 ペー ジ ) 
INSTALLATION ラン ディ ング 、 画 像 の ゆがみ な どの 設置 調整 を する た め の メ ニュ ー で 
SETTINGS [E Fo (49 ペー ジ ) 


LANDING ADJUST [E1 


地磁気 の 影響 に よる ビー ムラ ン デ ィング の ずれ を 調整 し ます 。(50 ペー 
ジ ) 


ALIGNMENT [E2 


画像 の 位置 や サイ ズ を 調整 し ます 。(50 ペー ジ ) 


DIGITAL UNIFORMITY ADJ [E3] 


CRT の 色 む ら を 調整 し ます 。(52 ペー ジ ) 


FILE MANAGEMENT 
F 


シス テム デー タ の 保存 、 コ ピー、 削 除 な ど を 行う メニ ュー で す 。 
(54 ペー ジ ) 


SAVE TO [Fi 


デー タ の 書き 込み を 実行 し ます 。(54 ペー ジ ) 


COPY FROM [F2 


デー タ の コピ ビー を 実行 し ます 。 (55 ペー ジ ) 


DELETE [F3 


ファ イル を 削除 し ます 。(55 ペー ジ ) 


DATA MAINTENANCE [F4 


シス テム デー タ を メイ ン テ ナ ンス し ます 。(55 ペー ジ ) 


STATUS [G 


現在 の 設定 や 、 使 用 し て いる チャ ン ネ ル な ど 、 い ろ い ろ な 情報 を 確認 す 
る と き に 使う メニ ュー で す 。(56 ペー ジ ) 


CH STATUS 


G1 


使用 し て いる チャ ン ネ ル に 関す る 情報 が 表示 され ます 。(57 ペー ジ ) 


SLOT STATUS [G2 


オプ ショ ンス ロッ ト 番 号 1 一 3 (OPTION1 ~ 3) に 装着 され た オプ 
ショ ン の 種類 が 表示 され ます 。(57 ペー ジ ) 


MODEL NAME モデ ル 名 が 表示 され ます 。(57 ペー ジ ) 

SERIAL NO シリ アル 番号 が 表示 され ます 。 (57 ペー ジ ) 
SOFTWARE VERSION ソフ トウ ェ ア の バー ジョ ン が 表示 きれ ます 。(57 ペー ジ ) 
OPERATION TIME 動作 時 間 (時 間 ) が 表示 され ます 。(57 ペー ジ ) 

CRT TURN ON TIME CRT 使用 時 間 (時 間 ) が 表示 され ます 。(57 ペー ジ ) 


IP ADDR 


モニ ター の IP アド レス が 表示 され ます 。(57 ペー ジ ) 


CONTROLLER STATUS [63 


操作 し て いる コン トロ ー ラ ー に 関す る 情報 が 表示 され ます 。 
ジ ) 


(57 ペー 


CONTROLLER [H 


コン トロ ー ラ ー の ネッ トワ ー ク の 設定 を 行う メニ ュー で す 。 (58 ペー 
ジ ) 


MONITOR ID DISPLAY [Hi 


モニ ター 選択 表示 部 の 表示 方 法 を 設定 し ます 。 (58 ペー ジ ) 


NETWORK SETTINGS [H2 


NETWORK SETTINGS メニ ュー を 表示 し ます 。(58 ペー ジ ) 


NETWORK SW 


NETWORK スイ ッ チ の 設定 状態 を 表示 し ます 。(58 ペー ジ ) 


SNMP SETTINGS [Hs 


CONTACT、NAME、LOCATION、TRAP を 設定 し ます 。(59 ペー ジ ) 


KEY PROTECT 


コン トロ ー ル ユニ ッ ト の ボタ ン を 機能 させ る か 、 さ せな いか を 設定 する 
メニ ュー で す 。 (59 ペー ジ ) 


メニ ュー の 階層 構造 


a | 


画像 の 調整 
ー PICTURE ADJ 
メニ ュー 


-== aa lll 
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概要 


クロ マ / フェ ー ズ / マ トリ クス の 自動 調整 を 行っ た り 、 コ 
ント ラス ト / ブ ライ ト ネ ス / ク ロマ / フ ェ ー ズ を あら か じ 
め 調 整 し て 、 各 調整 つま み に プ リセ ッ ト 値 を 設定 する た め 
の 画像 調整 の メニ ュー で す 。 


e 


調整 する プリ セッ ト デ ー タ を 選択 する (PRESET 

VALUE メニ ュー) 

クロ マ / フェ ー ズ / マト リク ス を 自動 調整 する (AUTO... 

メニ ュー) 

外部 入力 の カラ ー バ ー 信 号 が 必要 で す 。 

マト リク ス デ ー タ を 変更 し た り 工 場 出荷 時 の 設定 値 に 戻す 

こと が で きま す 。 

e フェ ー ズ / ク ロマ / ブ ライ ト ネ ス / コ ント ラス ト の プリ セッ 
ト デ ー タ を MANUAL つま み で 調整 する (MANUAL 
ADJUST メニ ュー) 

* 他 の デー タ を コピ ー す る (COPY FROM... メニ ュー) 

モニ ター 内 の 他 の デー タ 、 他 の モニ ター の デー タ 、“ メ モ 

リー ステ ィ ッ ク ” の デー タ を コピ ー で きま す 。 


e 


PICTURE ADJ メニ ュー の 階層 構造 


第 1 層 ele 第 3 層 
PRESET VALUE 
AUTO... [A1 AUTO ADJUST [An 


MATRIX VALUE 
MATRIX RESET 
COLOR BAR 


MANUAL ADJUST 
A2 


COPY FROM... [A3] | PRESET VALUE... [A31 


OTHER MONITOR... OTHER MONITOR 
A32 A321 


MEMORY STICK... MEMORY STICK 


A33 A331 


Al 画像 の 調整 


PICTURE ADJ メニ ュー 


構成 メニ ュー 


以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 


メニ ュー の 見 か た 
< 本書 で は 各 メ ニュ ー 
は 表示 され ませ ん 。 


に 付け た 番号 ( 例 : A11) は 、 画 面 に 


人 詳しく は | メニュー 番号 に つい て | (29 ペー ジ ) を ご 覧 くだ さ 
い 。 


© [=>] は 、 設 定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま 
Fo Pal] SFL CM RV BFL, FO CHEER SET 
LET. 


A] PICTURE ADJ メニ ュー 


PRESET VALUE : INPUT CONFIGURATION 2 
ニュ ー で 設定 し て いる 画像 調整 プリ セッ ト デ ー タ が 表 
示さ れ ま す 。 調整 する 画像 調整 プリ セッ ト デ ー タ を 変 
更 する 場合 は PRESET1, PRESET2, PRESETS, 
PRESET4, PRESETS か ら 選 択 し ます 。 


画像 調整 プリ セッ ト デ ー タ を 変更 し た 場合 
プリ セッ ト デ ー タ を 変更 し 、MENU ボタ ン を 押し て メ 
イン メニ ュー に 戻る と き 、 次 の 変更 確認 メッ セー ジ が 


表示 され ます 。 

CHANGE INPUT CONFIG? 
PRESET VALUE 

PRESETX — PRESETX 


(変更 前 プリ セッ ト デ ー タ ) > (変更 後 プ リセ ッ ト デ ー タ ) 


OK: プリ セッ ト デ ー タ を 変更 する 場 

(Ent) ボタ ン を 押し ます 。 

INPUT CONFIGURATION メニ ュー で 設定 し て いる 
プリ セッ ト デ ー タ が 変更 後 の プ リセ ッ ト デ ー タ に 時 き 

換え られ ます 。 

CANCEL : プリ セッ ト デ ー タ を 変更 し な い 場 合 は 
MENU ボタ ン を 押し 、 メ イン メニ ュー に 戻り ます 。 
プリ セッ ト デ ー タ の 調整 値 は 残り ます が 、INPUT 
CONFIGURATION メニ ュー で 設定 し て いる プリ セッ 

ト デ ー タ は 置き 換え られ ませ ん 。 


合 は ENTER 


4 INPUT CONFIGURATION メニ ュー に つい て は 、「[G] 入力 
チャ ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー] 
(40 ペー ジ ) を ご 覧 くだ さい 。 

AUTO...: クロ マ / フ ェ ー ズ / マ トリ クス を 自動 調整 し 
ます 。 (Al 

MANUAL ADJUST : フェ ー ズ / ク ロマ / ブ ライ ト ネ ス 
/ コ ント ラス ト の 画像 調整 プリ セッ ト デ ー タ を 
MANUAL 調整 つま み で 設定 し ます 。=>[A2 

COPY FROM... : 他 の 画像 調整 プリ セッ ト デ ー タ を コ 
ビ ピー し ます 。 SBR 


A1] AUTO... メニ ュー 

クロ マ / フェー ズ / マ トリ クス の 自動 調整 を 行い ます 。 

クロ マ 、 フ ェ ー ズ の プリ セッ ト デ ー タ は デフ ォ ル ト 値 ( 工 

場 出荷 時 の 値 : 1000) に 戻り ます 。 

AUTO ADJUST : 自動 調整 を 開始 し ます 。e*>[A11 

MATRIX VALUE : INPUT CONFIGURATION メ 
ニュ ー で 設定 し て いる マト リク ス デ ー タ が 表示 され ま 
す 。 調 整 す る マト リク ス デ ー タ を 変更 する 場合 は 
ITU601、 SMPTE 240M, ITU709、USER 1 ~ 5 か ら 
選択 し ます 。 
ITU601, SMPTE 240M, ITU709 が 変更 され て いる 
場合 は ITU601*、SMPTE 240M*、ITU709* と 表示 
され ます 。 


マト リク ス デ ー タ を 変更 し た 場合 

マト リク ス デ ー タ を 変更 し 、MENU ボタ ン を 押し て メ 
イン メニ ュー に 戻る と き 、 次 の 変更 確認 メッ セー ジ が 
表示 され ます 。 

CHANGE INPUT CONFIG? 

MATRIX VALUE (1080/720) 

変更 前 マト リク ス デ ー タ — 変更 後 マ トリ クス デー タ 

MATRIX VALUE (1035) 

変更 前 マト リク ス デ ー タ + 変更 後 マ トリ クス デー タ 

MATRIX VALUE (480/576) 

変更 前 マト リク ス デ ー タ + 変更 後 マ トリ クス デー タ 


OK : マト リク ス デ ー タ を 変更 する 場合 は ENTER 
(Ent) ボタ ン を 押し ます 。 

INPUT CONFIGURATION メニ ュー で 設定 し て いる 
マト リク ス デ ー タ が 変更 後 の マ トリ クス デー タ に 置き 
換え られ ます 。 

CANCEL: マト リク ス デ ー タ を 変更 し な いり 場合 は 
MENU ボタ ン を 押し 、 メ イン メニ ュー に 戻り ます 。 
マト リク ス デ ー タ の 調整 値 は 残り ます が 、INPUT 
CONFIGURATION メニ ュー で 設定 し て いる マト リク 
ス デ ー タ は 置き 換え られ ませ ん 。 


@ INPUT CONFIGURATION メニ ュー に つい て は 、[[C] 入力 
チャ ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー 
(40 ペー ジ ) を ご 覧 くだ さい 。 

MATRIX RESET : : マト リク ス デ ー タ を 工場 出荷 時 の 設 
定 値 に 戻し ます 。 

USER] ~5 また は 工場 出荷 時 の 設定 値 の と き は 、 選 
択 す る こと は で きま せん 。 
次 の メッ セー ジ が 表示 され 、 工 場 出荷 時 の 設定 値 に 戻 
すか どう か の 確認 が 行わ れ ま す 。 
RESTORE FACTORY DATA? 


OK : 工場 出荷 時 の 設定 値 に 戻す 場合 は ENTER (Ent) 
ボタ ン を 押し ます 。 

CANCEL : 工場 出荷 時 の 設定 値 に 戻さ な い 場 合 は 
MENU ボタ ン を 押し ます 。 


COLOR BAR: カラ ー バ ー を 選択 し ます 。 

FULL FIELD 8 : フル フィ ー ル ド 100% の 輝度 順 8 色 
カラ ー バ ー ( 白 、 黄 、 シ アン 、 緑 、 マ ゼン タ 、 赤 、 

青 、 黒 ) (工場 出荷 時 の 設定 ) 

SMPTE : SMPTE 標準 カラ ー バ ー 

EIA : EIA 標準 カラ テー バ ー (480/601, 575/501 信号 の 
と きのみ 有効 ) 

MULTI FORMAT : SMPTE RP219/ARIB STD-B28 
で 規格 化 き され て いる カラ ー バ ー 


ご 注意 

e AUTO メニ ュー で 自動 調整 を 行う と き は 、EXT SYNC ボ 
タン を OFF (INT SYNC) に 設定 し て くだ さい 。 

ON (EXT SYNC) に し て お く と 正しく 自動 調整 が 行わ れ 
ず 、 誤 動作 の 原因 と な り ま す 。 

e INPUT CONFIGURATION 2 メニ ュー の FORMAT メ 
ニュ ー で 設定 し て いる 信号 フォ ー マ ッ ト が 、4:4:4 RGB E 
た は RGB の と き 、MATRIX VALUE お よび MATRIX 
RESET は 選択 で きま せん 。 


a | 


[411] AUTO ADJUST メニ ュー 
自動 調整 が 行わ れ ま す 。 (自動 調整 に は 時 間 を 要 し ます 。 終 
了 す る まで お 待ち くだ さい 。) 


途中 で 中 止 す る に は 
MENU ボタ ン を 押し ます 。 


A2] MANUAL ADJUST メニ ュー 
PHASE、CHROMA、BRIGHT、 ま た は CONTRAST つま 
み を 回 し て 調整 し ます 。 調整 終了 後 、ENTER (Ent) ボタ ン 
を 押す と 調整 値 が 確定 され ます 。 

PHASE : xxxx 

CHROMA : xxxx 

BRIGHT : xxxx 

CONTR : xxxx 


マニ ュ ア ル 調 整 時 、 画 面 の 表示 文字 を 消し た い 場 合 は 
CHAR OFF ボタ ン を 押し ます 。 画面 か ら 表示 が 消え 、 調 整 
し や すく な り ま す 。 文字 を 表示 させ る に は 、 再 度 CHAR 
OFF ボタ ン を 押し ます 。 


デフ ォ ル ト 値 に 戻す に は 
対応 する MANUAL ボタ ン を 押す と 、 デ フォ ルト 値 (工場 
出荷 時 の 値 ) 1000 に 戻り ます 。 


途中 で 中 止 す る に は 
MENU ボタ ン を 押し ます 。 調整 し た デー タ が キャ ン セ ル さ 
れ ま す 。 


調整 デー タ を 確定 する に は 
ENTER (Ent) ボタ ン を 押し ます 。 
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A3] COPY FROM... メニ ュー 
画 調整 プリ セッ ト デ ー タ の コピ ビー 元 を 選択 し ます 。 
PRESET VALUE...: モニ ター 内 の 他 の デー タ を コピ ー 
し ます 。 = や [A81 
OTHER MONITOR... : 他 の モニ ター の デー タ を コピ ー 
LET. =>[A32 
MEMORY STICK...: “メモリースティック ” 内 の ファ イ 
ル を コピ ー し ます 。 —>[A33 


マト リク ス デ ー タ は コピ ー さ れ ま せん 。 


As1| PRESET VALUE... メニ ュー 
モニ ター 内 の 他 の デー タ を コピ ー し ます 。 
PRESET1、PRESET2、PRESET3、PRESET4、PRESET5 
か ら 選 択 し ます 。 


A32] OTHER MONITOR... メニ ュー 

コピ ー 元 に 使う モニ ター の TID No. を 指定 し ます 。 
MONITOR ID... : ID N. を 入力 し ます 。 = や [A8g1 

NETWORK スイ ッ チ を PEER TO PEER に 設定 し た と き は 

選択 で きま せん 。 


A321] OTHER MONITOR メニ ュー 

選択 し た 他 の モニ ター の デー タ を コピ ー し ます 。 
PRESET1、PRESET2、PRESET3、PRESET4、PRESET5 
か ら 選 択 し ます 。 


A33] MEMORY STICK... メニ ュー 
コピ ー 元 に 使う “メモリースティック "” 内 の ファ イル を 選 
択 し ます 。 DAH 


A331] MEMORY STICK メニ ュー 

選択 し た ファ イル の デー タ を コピ ー し ます 。 
PRESET1、PRESET2、PRESET3、PRESET4、PRESET5 
か ら 選 択 し ます 。 


温度 の 調整 一 COLOR TEMP ADJ メニ ュー 


B 


色 温 度 の 調整 
ー COLOR TEMP ADJ 
メニ ュー 


色 温度 を 調整 する た め の メ ニュ ー で す 。 
工場 出荷 時 の 設定 値 ま た は 以前 に 設定 し た 値 を 初期 値 と し 
て 利用 する と 、 調 整 時 間 を 短縮 で きま す 。 


調整 する プリ セッ ト デ ー タ を 選択 する (PRESET 
VALUE メニ ュー) 

つま み で 調整 する (MANUAL... メニ ュー) 

バイ アス お よび ゲイ ン を MANUAL つま み で 調整 し ます 。 

・ 自動 で 調整 する (AUTO... メニ ュー) 
下記 の プロ ー ブ を 使用 し て 、 モ ニタ ー の 人 色 温 度 の 自動 調整 
を 行う こと が で きま す 。 た だ し 、 ソ ニー の BKM.-14L 以外 を 
使用 する と き は 、 カ ラー アナ ライ ザー と モニ ター を 接続 す 
る た め の ケ ー ブ ル が 必要 で す 。 


== 型 名 
ソニ ー BKM-14L (接続 ケー ブル 不要 ) 
KONICA MINOLTA CA-100、CA-100plus 


DK-TECHNOLOGIES PM 5639 
THOMA TF6 
UDT INSTRUMENTS SLS 9400-FC 


る 接続 ケー ブル に つい て 、 詳 し く は 「 色 温度 調整 用 プロ ー ブ を 使 
用 する と き の 接 続 ケ ー ブ ル に つい て 」 (66 ページ) を ご 覧 くだ 
さい 。 


© 他 の デー タ を コピ ー す る (COPY FROM... メニ ュー) 

モニ ター 内 の 他 の デー タ 、 他 の モニ ター の デー タ 、“ メ モ 

リー ステ ィ イッ ク ” の デー タ を コピ ー で きま す 。 

・ 工場 出荷 時 デー タ に 戻す (RESTORE FACTORY 
DATA メニ ュー) 

色 温 度 デ ー タ を 工場 出荷 時 の 設定 値 に 戻す こと が で きま す 。 

・ 測定 し た 色 度 座標 、 輝 度 値 を 表示 する (ANALYZE メ 
ニュ ー) 

BKML-14L を 使 

で きま す 。 


し て 、 色 度 座標 、 輝 度 値 を 測定 する こと が 


色 温 度 調整 の 前 に 
PICTURE ADJ メニ ュー の AUTO.. [AT] メニ ュー を 使っ て 
自動 調整 を 実行 する こと を お すす めし ます 。 


W 


COLOR TEMP ADJ メニ ュー 
PRESET VALUE : INPUT CONFIGURATION 2 


COLOR TEMP ADJ メニ ュー の 階層 


TES Bee | 


構造 ニュ ー で 設定 し て いる 色 温 度 ゲ ー タ が 表示 きれ ます 。 
調整 する 色 温 度 デ ー タ を 変更 する 場合 は D93、D65、 
第 1 層 P2 +35 D61, USER1, USER2, USER3, USER4, USER5 か 
PRESET VALUE ら 選 択 し ます 。 
MANUAL... [B1 MANUAL ADJUST D93, D65, D6l デー タ が 変更 され て いる 場合 は 、 
B11 D93*、D65*、D61* と 表示 され ます 。 
ORIGINAL VALUE 
SIGNAL 色 温 度 デ ー タ を 変更 し た 場合 
CONT/BRT HOLD 色 温 度 デ ゲー タ を 変更 し 、MENU ボタ ン を 押し て メイ ン 
AUTO... [B2 AUTO ADJUST メニ ュー に 戻る と き 、 次 の 変更 確認 メッ セー ジ が 表示 
B21 され ます 。 
TARGET COLOR CHANGE INPUT CONFIG? 
TEMP COLOR TEMP PRESET 
es DXX* ー USERX 
L (変更 前 色 温度 デー タ ) — (変更 後 色 温度 デー タ ) 
LOW LIGHT (20 IRE) 
HIGH LIGHT OK : 色 温 度 デ ー タ を 変更 する 場合 は ENTER (Ent) F 
(100 IRE) タン を 押し ます 。 
PROBE INPUT CONFIGURATION メニ ュー で 設定 し て いる 
CONT/BRT HOLD 色 温 度 デ ー タ が 変更 後 の 色 温度 デー タ に 置き 換え られ 
COPY FROM.. [B3] | PRESET VALUE.. ます 。 
B31 CANCEL : 変更 し な い 場 合 は MENU ボタ ン を 押し 、 
OTHER MONITOR... | OTHER MONITOR... メイ ン メ ニュ ー に 戻り ます 。 
B32 B321 色 温 度 デ ー タ の 調整 値 は 残り ます が 、INPUT 
EMORY STICK.. |MEMORY STICK CONFIGURATION メニ ュー で 設定 し て いる 色 温 度 
EEE B331 デー タ は 置き 換え られ ませ ん 。 
RESTORE 
FACTORY DATA @ INPUT CONFIGURATION メニ ュー に つい て は 、「[G] 入力 
B4 チャ ン ネ ル の 設定 - INPUT CONFIGURATION メニ ュー] 
ANALYZE [B5 (40 ペー ジ ) を ご 覧 くだ さい 。 
MANUAL... : 色 温 度 を MANUAL つま み で 調整 し ます 。 
FR >>[B1 
構成 メニ ュー AUTO... : 色 温度 を 自動 調整 し ます 。=[E2 
以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 COPY FROM... : 他 の 色 温 度 デ ー タ を コピ ー し ます 。 
>>B3 
メニ ュー の 見 か た RESTORE FACTORY DATA: 色 温 度 デ ー タ を 工場 出 
・ 本書 で は 各 メ ニュ ー に 付け た 番号 ( 例 All) は 、 画 面 に 荷 時 の 設定 値 に 戻し ます 。=>[B4 
RA ANALYZE : tf. MIEEMEL Ed. (BS 


$ 詳し く は 「 メ ニュ ー 番 号 に つい て 」 (29 ペー ジ ) を ご 覧 くだ さき 
い 。 


81] MANUAL ... メニ ュー 

¿TSJ は 、 設 定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま e a a a 
To [D] を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 
T ORIGINAL VALUE : 調整 の 初期 値 を 設定 し ます 。 

初期 値 は D93、D65、D61、USER1、USER2、 

USER3、USER4、USER5 か ら 選 択 で きま す 。 

D93、D65、D61 デー タ が 変更 きれ て いる 場合 は 、 

D93*、D65*、D61* と 表示 され ます 。 
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SIGNAL : 調整 に 使う 白色 信号 を 選択 し ます 。 
INT : 内 部 信号 を 使用 。 ゲ イン 、 バ イア ス の 調整 と 同 

期し て 100IRE と 20IRE の 信号 が 自動 的 に 切り 換 
わり ます 。 

EXT : 外部 入力 信号 を 使用 。 ゲ イン 、 バ イア ス の 調整 
時 に 、 調 整 に 使う 信号 を 入力 し ます 。 (工場 出荷 時 


設定 ) 


の 設定 
CONT/BRT HOLD: : ホワ イト バラ ンス の マニ ュ ア ル 調 

整 で 、 コ ント ラス ト 、 明 る さ の 設定 を 調整 値 に する か 

セン ター 値 に する か (ON また は OFF) を 選択 し ま 

す 。 

ON : コン トラ スト 、 明 る さ の 設定 値 を 変更 せ ず 、 
整 し ます 。 (工場 出荷 時 の 設定 ) 

OFF: ホリ イト バラ ンス 調整 時 、 コ ント ラス ト 、 明 る 
さ の 設定 は セン ター 値 (1000) と な り ま す 。 
調整 後 も セン ター 値 (1000) の まま で す 。 


B11] MANUAL ADJUST メニ ュー 

ゲイ ン 、 バ イア ス の 調整 を する こと が で きま す 。 

ゲイ ン 調 整 、 バ イア ス 調 整 の 切り 換え は 、UP/DOWN ボタ 
ン で 行い ます 。 


各 項 目 の 調整 に 使う つま み 

調整 終了 後 、ENTER (Ent) ボタ ン を 押す と 、 調 整 値 が 確定 

され ます 。 

RED : CONTRAST KNOB (CONTRAST つま み で R 
の ゲイ ン ま た は バイ アス を 調整 する 。) 

GREEN : BRIGHT KNOB (BRIGHT つま み で G の ゲイ 
ン ま た は バイ アス を 調整 する 。) 

BLUE : CHROMA KNOB (CHROMA つま み で B の ゲ 
イン また は バイ アス を 調整 する 。) 

LUMINANCE : PHASE KNOB (PHASE 93 & CHEE 
を 調整 する 。) 


RED/GREEN/BLUE を 調整 前 の 値 に 戻す に は 
RED/GREEN/BLUE を 調整 時 、 対 応 す る MANUAL 調整 
ボタ ン を 押す と 調整 前 の 値 に 戻り ます 。 
RED、GREEN、BLUE を すべ て 調整 前 の 値 に 戻す に は 
PHASE の MANUAL 調整 ボタ ン を 押し ます 。 


ENTER (Ent) ボタ ン を 押し て 確定 し た 後 は 、MANUAL iid 
整 ボ タン を 押し て も 変わ り ま せん 。 


途中 で 中 止 す る に は 
MENU ボタ ン を 押し ます 。 調整 し た デー タ が キャ ン セ ル さ 
れ ま す 。 


調整 デー タ を 確定 する に は 
ENTER (Ent) ボタ ン を 押し ます 。 


B 


B] 色 温 度 の 調整 一 COLOR TEMP ADJ メニ ュー 


COL TEMP (ショ ー ト カッ ト ) ボタ ン に つい て 

現在 画面 に 表示 され て いる 画像 に 設定 され て いる 色 温 度 に 
対応 する MANUAL メニ ュー 画面 を 表示 させ る こと が で き 
ます 。 


B2] AUTO... メニ ュー 

色 温度 を 自動 調整 し ます 。 

AUTO ADJUST : 調整 を 開始 し ます 。=[B21] 
TARGET COLOR TEMP : 使い た い 調 整 値 を 選択 し ま 


す 。 

D93、D65、D61、ANY か ら 選 択 で きま す 。 
X :x 座 標 を 人 力 し ます 。 
Y :y 座 標 を 入力 し ます 。 


LOW LIGHT (20IRE) : 0-77 WOHE (cd/m?) 
を 人 和信 力 し ます 。 


HIGHT LIGHT (100IRE) : ハイ ライ ト 側 の 輝度 
(cd/m2 を 入力 し ます 。 

PROBE : 色 温 度 の 自動 調整 で 使用 する プロ ー ブ を 選択 し 
ます 。 
プロ ー ブ の 選択 
BKM-14L : 色 温 度 の 調整 に BKM-14L を 使う 。 
CA-100 : 色 温 度 の 調整 に CA-100 また は CA- 

100plus を 使う 。 

PM 5639 : 色 温 度 の 調整 に PM 5639 を 使う 。 
TFG : 色 温 度 の 調整 に TF6 を 使う 。 
SLS 9400-FC : 色 温 度 の 調整 に SLS 9400-FC を 使 


う 。 
・BKM-14L を ご 使 de 2, AUTO ADJUST 2 
ニュ ー が 実行 で き な 場合 は 、1 度 コ ネクター を 差 


し 直し て くだ さい 。 

e KONICA MINOLTA 社 製 CA-100plus を ご 使用 の 際 
は 、RS-232C 通信 環境 を CA-100 互換 モー ド に 設定 
し て くだ さい (BAUD RATE 設定 : 9600 bps) o 

e THOMA 4ER TF6 を ご 使用 の 際 は 、TF6 の PRINT 設 
定 メ ニュ ー を OFF に 設定 し て くだ さい 。 

CONT/BRT HOLD: : ホワ イト バラ ンス の 自動 調整 後に 
コン トラ スト 、 明 る さ の 設定 を 調整 値 に する か セン 

ター 値 に する か (ON また は OFF) を 選択 し ます 。 自 

動 調整 時 は 、 コ ント ラス ト 、 明 る さき の 設定 は セン ター 

fi (1000) と な り ま す 。 

ON: ホワ イト バラ ンス 調整 後 、 コ ント ラス ト 、 明 る 
さ の 設定 は 元 の 調整 値 に 戻る 。 (工場 出荷 時 の 設 
定 ) 

OFF : ホワ イト バラ ンス 調整 後 、 コ ント ラス ト 、 明 る 
さ の 設定 は セン ター 値 (1000) の まま と な る 


次 の 手順 で メニ ュー を 操作 し 、 自 動 調整 を 開始 させ ます 。 
前 回 調整 時 の 値 を 使用 する 場合 は 、、①、②、④ の 操作 を す 


る 必要 は あり ませ ん 。AUTO ADJUST を 選ん で くだ さい 。 


@ TARGET COLOR TEMP で 使い た い 調 整 値 を 選択 する 。 

ANY を 選択 し た 場合 は 、X お よび Y の 項目 を 選び 、 

CIE1931 色 度 座標 の x 座標 、y 座標 の 値 を 人 力 し て くだ さ 

い 。 

© LOW LIGHT お よび HIGH LIGHT の 値 を 入力 する 。 

O プロ ー ブ を 選択 する (工場 出荷 時 は BKM-14L に 設定 さ 
れ て いま す 。) 


@ AUTO ADJUST を 選択 する 。 


821] AUTO ADJUST メニ ュー 

B2] AUTO... メニュー で AUTO ADJUST を 選択 する と 表示 
され ます 。 

SET PROBE ON CURSOR が 表示 され ます 。 

プロ ー ブ を モニ ター 画面 の 中 央 部 に 置く と 調整 が 始ま り ま 
す 。 (自動 調整 に は 時 間 を 要 し ます 。 終了 する まで お 待ち く 
だ さい 。) 


調整 を 実行 し な い / 中 止 する 場合 
MENU ボタ ン を 押し ます 。 


Bs] COPY FROM... メニ ュー 

色 温 度 デ ゲー タ の コピ ー 元 を 選択 し ます 。 

PRESET VALUE... : モニ ター 内 の 他 の デー タ を コピ ー 
し ます 。=>[B31 

OTHER MONITOR... : 他 の モニ ター の デー タ を コピ ー 
Lido =>[B32] 

MEMORY STICK...: メモリースティック" 内 の ファ イ 
ル を コピ ー し ます 。 —>[B33 


B31] PRESET VALUE... メニ ュー 
コピ ー す る デー タ を 選択 し ます 。 
D93、D65、D61、USER1、USER2、USER3、USER4、 
USER5 か ら 選 択 し ます 。 

D93 : D93 の 色 温 度 を コピ ー す る 。 

D65 : D65 の 色 温 度 を コピ ー す る 。 

D61 : D61 の 人 色 温度 を コピ ー す る 。 

USERI — 5 : USERI ~ 5 の 色 温 度 を コピ ー す る 。 
D93、D65、D61 デー タ が 変更 きれ て いる 場合 は 、D93*、 
D65*、D61* と 表示 され ます 。 


B32] OTHER MONITOR... メニ ュー 

コピ ー 元 に 使う モニ ター の ID No. を 指定 し ます 。 
MONITOR ID... : ID No. を 入力 し ます 。 —>[B321 

NETWORK スイ ッ チ を PEER TO PEER に 設定 し た と き は 

選択 で きま せん 。 


8321] OTHER MONITOR... メニ ュー 

コピ ー す る デー タ を 選択 し ます 。 
D93、D65、D61、USER1、USER2、USER3、USER4、 
USER5 か ら 選 択 し ます 。 


D93 : D93 の 色 温 度 を コピ ー す る 。 

D65 : D65 の 色 温 度 を コピ ー す る 。 

D61 : D61 の 人 色 温 度 を コピ ー す る 。 

USER] ~ 5 : USERI — 5 の 色 温 度 を コピ ー す る 。 
D93、D65、D61 デー タ が 変更 きれ て いる 場合 は 、D93*、 
D65*、D61* と 表示 され ます 。 


B33] MEMORY STICK... メニ ュー 
コピ ー 元 に 使う "メモ リー ステ ィ ッ ク "” 内 の ファ イル を 選 
択 し ます 。 =>[B331 


B331] MEMORY STICK メニ ュー 
コピ ー す る デー タ を 選択 し ます 。 
D93、D65、D61、USER1、USER2、USER3、USER4、 
USER5 か ら 選 択 し ます 。 

D93 : D93 の 色 温 度 を コピ ー す る 。 

D65 : D65 の 色 温 度 を コピ ー す る 。 

D61 : D61 の 色 温 度 を コピ ー す る 。 

USERI ~ 5 : USER1 — 5 の 色 温 度 を コピ ー す る 。 
D93、D65、D61 デー タ が 変更 きれ て いる 場合 は 、D93*、 
D65*、D61* と 表示 きれ ます 。 


TES Bee | 


84] RESTORE FACTORY DATA メニ ュー 

色 温 度 デ ー タ を 工場 出荷 時 の 設定 値 に 戻し ます 。 

USER1 ~ 5 また は 工場 出荷 時 の 設定 値 の と き は 選択 で きま 

せん 。 

次 の メッ セー ジ が 表示 され ます 。 

RESTORE FACTORY DATA? 

OK: リセ ッ ト を 実行 する 場合 ENTER (Ent) ボタ ン を 押 
し ます 。 

CANCEL : リセ ッ ト を 実行 し な い 場 合 MENU ボタ ン を 
押し ます 。 


B5] ANALYZE メニ ュー 

BKM-14L で 測定 し た 色 度 座標 お よび 輝度 値 が 表示 され ま 
す 。 

SET PROBE ON CURSOR 

BKM-14L を モニ ター の 画面 の 中 央 部 に 吸着 し ます 。 

キャ リプ ブレ ーション 終了 後 、BKM-14L は 、ANALYZE $) 
作 が 可能 に な り ま す 。 


ANALYZE を 実行 し な い 場 合 
MENU ボタ ン を 押し ます 。 


・ BKM-14L の キャ リブ レー ショ ン 前 に 、R、G、B の ビー ム 
を カッ ト し た り 、 マ ー カ ー を 表示 させ た り し な いで くだ 
さい 。BKM.-14L が 検出 され な い 可 能 性 が あり ます 。 

e ANALYZE 実行 中 は 、BKM-14L を OPTION 端子 か ら 抜か 
な いで くだ さい 。 万 一 、 画 面 上 に 何 も 表 示さ れ な く な っ 
た 場合 は 、MENU ボタ ン を 押し て くだ さい 。COLOR 
TEMP ADJ メニ ュー に 戻る こと が で きま す 。 


度 の 調整 COLOR TEMP ADJ メニ ュー | 39 


前 


ex as lll 
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[c] 入力 チャ ン ネ ル の 設 
— INPUT 
CONFIGURATION 
メニ ュー 


概要 


入力 信号 に 関す る 各種 デー タ を 設定 する メニ ュー で す 。 
入力 デー タ は チャ ン ネ ル ご と に 設定 し ます 。 ま ず 数 値 ボ タ 
ン を 使っ て チャ ン ネ ル 番 号 1 一 30) を 指定 し 、 そ の 後 、 
INPUT CONFIGURATION メニ ュー で 以下 の デー タ を 設定 
し ます 。 


・ 信号 の 種類 を 指定 する (FORMAT... メニ ュー) 

・ ス ロッ ト 番 号 を 指定 する (SLOT NO メニ ュー) 

入力 端子 番号 を 指定 する (INPUT NO メニ ュー) 

画像 の アス ペク ト 比 を 設定 する (SCREEN ASPECT メ 

ニュ ー) 

*・ ス キャン サイ ズ を 選択 する (SCAN SIZE メニ ュー) 

同期 信号 を 選択 する (SYNC MODE メニ ュー) 

。 双 温度 を 設定 する (COLOR TEMP メニ ュー) 

・ 画像 調整 の プリ セッ ト を 選択 する (PICTURE PRESET 
メニ ュー) 

・ マト リク ス を 設定 する (MATRIX.… メニ ュー) 

・ アパ ー チ ャ ー 補 正 の 有無 を 選択 する (APERTURE X 
ニュ ー) 

© アパ ー チ ャ ー 補 正 量 を 指定 する (VALUE メニ ュー) 

Y/C 分 離 フ ィ ル ター を 選択 する (YC SEP メニ ュー) 

e NTSC COMB フィ ル タ を 設定 する (NTSC COMB 

FILTER メニ ュー) 

マー カー の 表示 の 有無 を 選択 する (MARKER DISPLAY 

メニ ュー) 

・ マー カー の 表示 モー ド を 選択 する (MODE... メニ ュー) 

画面 の 水平 方 向 の 位置 を 調整 する (H PHASE メニ ュー) 

チャ ン ネ ル 名 を つけ る (CHANNEL NAME... メニ ュー) 

* 他 の デー タ を コピ ー す る (COPY FROM... メニ ュー) 


e 


e 


e 


e 


e 


e 


@ 


80 ~ 89 チャ ン ネ ル の 割り 当て 

NC 2 
え 用 に 割り 当て られ て いま す 。 

人 ee eee 
の み 有 効 と な り 、 選 択 さ れ た 信号 シス テム の 内 蔵 信号 が 出 
力 さ れ ま す 。 

080 : 575/501 

081 : 480/601 

082 : 1080/48I 


— INPUT CONFIGURATION メニ ュー 


G] 入力 チャ ン ネ ル の 設定 


083: 
084 : 
O85: 
O86 : 
087: 
O88 : 
089: 


1080/501 
576/50P 
480/60P 
1080/601 
1035/601 
720/50P 
720/60P 


91 ~ 97 チャ ン ネ ル の 割り 当て 
91 ~ 97 DERE ANE は 内 蔵 信 号 に 割り 当て られ て いま 
す 。 最後 に R Red ME 表示 
され ます 。 電源 ON の と き 、 内 蔵 信号 で 出 画 し た 場合 、 信 
号 シ ンス テム は 480/6001 と な り ま す 。 

091 : プル ー ジ 信号 

092 : 20% グ レー 信号 

093 : 100% 白 信号 

094 : 5 段階 グレ ー ス ケー ル 信 号 

095: クロ スハ ッ チ 信号 

096: ドッ ト 信 号 

097 : 096 黒 信号 


スロ ッ ト 番 号 、 入 力 番号 の 割り 付け 
現在 の チャ ン ネ ル を 、 ど の スロ ッ ト に 割り 付け る か を 設定 
し ます 。 

スロ ッ ト 番 号 は 次 の よう に な り ま す 。 

OPTION] (モニ ター 外側 の スロ ッ ト ) 

OPTION ら 

OPTION3 (モニ ター 中 央 の スロ ッ ト ) 


入力 番号 は 次 の よう に な り ま す 。 

BKM-61D が 取り 付け られ て いる と き (SDI D1, SDI 
D1/D2 AUTO, SDI D2 NTSC, SDI D2 PAL 信号 の と 
きき) : DIGITAL] また は 2 

BKM-61D が 取り 付け られ て いる と き (COMPOSITE 
AUTO, NTSC, PAL, PAL-M, SECAM 信号 な どの ア 
ナ ロ グ コン ポジ ッ ト 信 号 の と き ) : COMPOSITEL, 2 また 
は 3 

BKM-62HS が 取り 付け られ て いる と き (SDI HD/D1 
AUTO, HD-SDI, SDI D1 信号 の と き ) : DIGITAL1 また 
は 2 


FORMAT... が 次 の 場合 

せん 。 

- BKM-61D が 取り 付け られ て いて Analog Y/C 信号 の と き 

- BKM-62HS が 取り 付け られ て いて Dual Link HD-SDI 信号 

の と き 

- BKM-68X が 取り 付け られ て いて Analog Component また 
は Analog RGB 信号 の と き 


は 入力 信号 を 選択 する こと は で きま 


INPUT CONFIGURATION メニ ュー 


の 階層 構造 


第 1 層 
CHxx 


第 a 層 


第 3 層 


FORMAT... [C 


a 


SDI/HD-SDI... [€ 


= 


1 


DUAL LINK HD-SDI... 
C12 


COMPOSITE... [C13 


YC... [C14 


COMPONENT... [C15 


SLOT NO 


INPUT NO 


SCREEN ASPECT 


SCAN SIZE 


SYNC MODE 


COLOR TEMP 


PICTURE 
PRESET 


MATRIX... [€2 


APERTURE 


VALUE 


YC SEP 


NTSC COMB 
FILTER 


ARKER 
DISPLAY 


ODE... [Cs 


H PHASE 


CHANNEL 
NAME... 


C4 


COPY FROM... [C5 


OTHER CH... [C51 


OTHER MONITOR... 


C52 


OTHER 
MONITOR 


C521 


MEMORY STICK... [C53 


C531 


MEMORY STICK 


e) 


構成 メニ ュー 


号 ( 例 : 


All) は 、 画 面 に 


つい て 」 (29 ペー ジ ) を ご 覧 くだ 


以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 
メニ ュー の 見 か た 
© 本 書 で は 各 メ ニュ ー に 付け た 番 
は 表示 され ませ ん 。 
詳し く は 「 メ ニュ ー 番 号 に 
さい 。 
e [=Œ] は 


し ます 。 


c] INPUT CONFIGURATION メニ ュー 
INPUT CONFIGURATION (1/2) メニ ュー と INPUT 


CONFIGURATION (2/2) メニ ュー が あり ます 。 


入力 信号 の デー タ 


を チャ ン ネ ル ご と に 


設定 し ます 。 


INPUT CONFIGURATION (1/2) メニ ュー 


CHxx : 現在 選 


、 設定 操作 後 の 移行 先 メ ニュ ー の 番号 を 示し ま 


Fo [>」 を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 


択 し て いる チャ ン ネ ル が 表示 され ます 。 


以下 の 設定 は 、 そ の チャ ン ネ ル に 入力 され る 信号 の 


ae 
FORMAT... 


タ に な り ま す 。 
: 信号 の 種 


ほ 類 を 選択 し ます 。 => 


C1 


SLOT NO : オプ ショ ンス ロッ ト 番 号 (OPTION1 ~ 3) 
を 選択 し ます 。 


INPUT NO : 入力 端子 番号 を 選択 し ます 。 
SCREEN ASPECT: : アス ペク ト (169, 4:3, LAST) 


を 設定 し ます 。 
16:9: アス ペク ト 比 を 169 に 設定 する 。 (工場 出 荷 時 
の 設定 ) 
4:3 : アス ペク ト 比 を 43 に 設定 する 。 
LAST : 前 回 の 設定 を 使 EN 
SCAN SIZE: : スキ ャ ン サ イズ (NORMAL, UNDER, 
LAST) を 設定 し ます 。 
NORMAL : オー バー スキ ャ ン に 設定 する 。 (工場 出 
荷 時 の 設定 ) 
UNDER : アン ダー スキ ャ ン に 設定 する 。 
LAST : 前 回 の 設定 を 使用 する 。 
SYNC MODE : 同期 信号 (INT、EXT、LAST) を 設定 
Loews 
INT : 内 部 同期 信号 を 使う 。( 工 場 出 荷 時 の 設定 ) 


EXT : 外部 同期 信号 を 使う 。 


LAST: 前 回 の 設 


定 を 使 


する 。 


COLOR TEMP : 色 温 度 (D93、D65、D61、USER1 一 


5) 


D9、 


入力 チャ ン ネ ル の 設 


D65*、 


を 選択 し ます 。 
D93、D65、D61 デー タ が 変更 され て いる 
D61* と 表示 され ます 。 


場合 は 、 


E — INPUT CONFIGURATION メニ ュー 


41 


Se E E | 
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PICTURE PRESET : 画像 調整 プリ セッ ト (PRESET1 
ー PRESET5) を 選択 し ます 。 (工場 出荷 時 は 
PRESET1) 

MATIRIX.… : 信号 シス テム ご と の マト リク ス を 設定 し ま 
Fo =>[C2] 


INPUT CONFIGURATION (2/2) メニ ュー 
APERTURE : アパ ー チ ャ ー 補 正 を する か どう か (OFF, 
ON、 LAST) を 設定 し ます 。 
OFF : アパ ー チ ャ ー 補 正 を し な い 。 (工場 出荷 時 の 設 
定 ) 
ON: アパ ー チ ャ ー 補 正 を する 。 
LAST : 前 回 の 設定 を 使用 する 。 
VALUE : アパ ー チ ャ ー 補 正 量 (0 一 200) を 入力 し ます 。 
(工場 出荷 時 は 000) 
YC SEP: Y/C 分離 フ ィ ル ター を 選択 し ます 。 
COMB: くし 型 フ ィ ル ター を 選択 する 。 (工場 出 荷 時 
の 設定 ) 
BPF/TRAP : BPF/TRAP を 選択 する 。 
NTSC COMB FILTER : NTSC COMB フィ ル タ (3 
LINES、3D) を 設定 し ます 。 (工場 出 荷 時 は 3 LINES) 
MARKER DISPLAY : マー カー を 表示 する か どう か 
(OFF、ON) を 設定 し ます 。 (工場 出荷 時 は OFF) 
MODE... : MARKER MODE メニ ュー を 表示 し ます 。 
マー カー の アス ペク ト や セー フエ リア 、 セ ー フ タイ ト 
ル な ど を 設定 し ます 。 = や [GS3 
H PHASE : 画面 の 水平 方 向 の 位置 を 調整 (- 100 ~ 
+100) し ます 。 (工場 出荷 時 は 000) 
* 可変 範囲 を 超え る と 、 数 値 は 変わ り ま す が 、 画 面 の 
水平 位置 は 変わ り ま せん 。 
CHANNEL NAME... : CHANNEL NAME メニ ュー を 表 
示し ます 。 チ ャ ン ネ ル 名 を 付け ます 。=>[C4 
COPY FROM... : COPY FROM メニ ュー を 表示 し ます 。 
他 の チャ ン ネ ル デ ー タ を コピ ー し ます 。 OES] 


C1] FORMAT... メニ ュー 
信号 の 種類 を 選択 し ます 。 
SDI/HD-SDI... : シリ アル デジ タル 信号 [En 


DUAL LINK HD-SDI...: デュ アル リン ク の HD-SDI 信号 
=>[C12 


COMPOSITE...: アナ ログ コン ポジ ッ ト 信 号 OB 
YC.…: アナ ログ Y/C 信号 [ew 


COMPONENT... : アナ ログ コン ポー ネン ト ま た は アナ 
ログ RGB 信号 =>[C15 


c] 入力 チャ ン ネ ル の 設定 一 INPUT CONFIGURATION メニ ュー 


対応 する 入力 端子 また は デコ ー ダ ー が な い 場 合 は 、 選 択 で 
きま せん (カー ソル を 合わ せよ うと し て も スキ ッ プ され ま 
す )。 


[ct] SDI/HD-SDI.… メニ ュー 

シリ アル デジ タル 信号 の フォ ー マ ッ ト (SDI また は シン グ 

ルリ ンク の HD-SDD を 選択 し ます 。 

HD-SDI/D1 AUTO : BKM-62HS 装着 時 に 選択 で きま 
す 。 

HD SDI : BKM-62HS 装着 時 に 選択 で きま す 。 

D1 : BKM-61D、BKM-62HS 装着 時 に 選択 で きま す 。 

D1/D2 AUTO: BKM-61D 装着 時 に 選択 で きま す 。 

D2 NTSC : BKM-61D 装着 時 に 選択 で きま す 。 

D2 PAL : BKM-61D 装着 時 に 選択 で きま す 。 

NTSC SETUP LEVEL : NTSC セッ ト ア ッ プ レベ ル 
(0%, 7.5%) を 設定 し ます 。 (工場 出荷 時 は 、BVM- 
A20F1M/A20F1A : 0%、BVM-A20F1U : 7.5%) 

FILTER SW : 画面 を 白黒 表示 に 設定 し て いる と き 、Y/C 
分 離 フ ィ ル タ を 動作 させ る か どう か (OFF. ON) を 
設定 し ます 。 (工場 出荷 時 は OFF) 

ACC SW : オー トク ロマ コン トロ ー ル の ON, OFF を 設 
定 し ます 。 (工場 出荷 時 は OFF) 


@ HD-SDI, 1125/601 入力 に お いて 、1080/60I、1035/60I の 選択 は 
自動 的 に 行わ れ ま す 。 


[ct2] DUAL LINK HD-SDI... メニ ュー 
HD-SDI の 信号 フォ ー マ ッ ト (デュ アル リン ク の HD-SDI) 
を 選択 し ます 。BKML-62HS 装着 時 に 選択 で きま す 。 

4:4:4 YPBPR 

4:4:4 RGB 


[c13] COMPOSITE... メニ ュー 

コン ポジ ッ ト 信 号 の フォ ー マ ッ ト を 選択 し ます 。BKM-61D 

装着 時 に 選択 で きま す 。 

AUTO : 入力 され た 信号 に 応じ て 自動 的 に 切り 換え ます 。 
フォ ー マ ッ ト の 自動 切り 換 を は 、 フ ォ ー マ ッ ト の 判別 
の た め 数 秒 か か る こと が あり ます 。 フ ォ ー マ ッ ト が 決 
まっ て いる と き は 、 そ の フォ ー マ ッ ト に 設定 する こと 
を お すす めし ます 。 


NTSC 
PAL 
PAL-M 
SECAM 


NTSC SETUP LEVEL: NTSC セッ ト ア ッ プ レベ ル 
(0%, 75%) を 設定 し ます 。 (工場 出荷 時 は 、BVM- 
A20F1M/A20F1A : 0%, BVM-A20F1U : 7.5%) 

FILTER SW : 画面 を 白黒 表示 に 設定 し て いる と き 、Y/C 
分 離 フ ィ ル タ sali か どう か (OFF, ON) を 
設定 し ます 。 (工場 出荷 時 は OFF) 

ACC SW: オー トク ロマ コン トロ ー ル の ON, OFF を 設 
定 し ます 。 (工場 出荷 時 は OFF) 


ci4] YC... メニ ュー 

信号 の フォ ー マ ッ ト を 選択 し ます 。BKMT-61D 装着 時 

こ 選 択 で きま す 。 

AUTO : 入力 され た 信号 に 応じ て 自動 的 に 切り 換え ます 。 
フォ ー マ ッ ト の 自動 切り 換え は 、 フ ォ ー マ ッ ト の 判別 
の た め 数 秒 か か る こと が あり ます 。 フ ォ ー マ ッ ト が 決 
まっ て いる と き は 、 そ の フォ ー マ ッ ト に 設定 する こと 
を お すす めし ます 。 

NTSC 

PAL 

PAL-M 

SECAM 


NTSC SETUP LEVEL : NTSC セッ ト ア ッ プ レベ ル 
(0%. 75%) を 設定 し ます 。 (工場 出荷 時 は 、BVML- 
A20F1M/A20F1A : 0%, BVM-A20F1U : 7.5%) 

ACC SW: : オー トク ロマ コン トロ ー ル の ON, OFF を 設 
定 し ます 。 (工場 出荷 時 は OFF) 


215] COMPONENT... メニ ュー 

コン ポー ネン ト 信 号 の フォ ー マ ッ ト ま た は RGB 信号 の 
フォ ー マ ッ ト (YPBPR また は RGB) を 選択 し ます 。BKM- 
68X 装着 時 に 選択 で きま す 。 


COMPONENT LEVEL : COMPONENT レベ ル 
(SMPTE/EBU-N10、BETACAM) を 設定 し ます 。 
(工場 出荷 時 は SMPTE/EBU-N10) 


BETACAM SETUP LEVEL : BETACAM セッ ト ア ッ プ 
レベ ル (0%, 75%) を 設定 し ます 。 (工場 出荷 時 は 
BVM-A20F1M/A20F1A : 0%、BVM-A20F1U : 7.5%) 
1125/601 SYSTEM : 1125/601 入力 時 の 有効 走査 
線 (10801 (有効 走査 線 1080 ライ ン )、1035I (有効 』 
査 線 1035 ライ ン )) の 設定 を し ます 。 (工場 出荷 時 は 
10801) 


fa 


C2] MATIRIX... メニ ュー 
信号 シス テム ご と に 使用 する マト リク ス を 設定 し ます 。 
1080/720 : 10801, 720P の マト リク ス デ ー タ を 設定 し 
ます 。 (工場 出荷 時 は ITU709) 
1035 : 10351 の マト リク ス デ ー タ を 設定 し ます 。 (工場 
出荷 時 は SMPTE 240M) 


480/576 : 4801, 480P, 5751, 576P の マト リク ス デ ー 
タ を 設定 し ます 。 (工場 出荷 時 は ITU601) 
それ ぞ れ ITU601、SMPTE 240M、ITU709 また は USER1 
ー 5 を 選択 する こと が で きま す 。 
ITU601、SMPTE 240M, ITU709 デー タ が 変更 され て いる 
場合 は ITU601*、SMPTE 240M*、ITU709* と 表示 され ま 
す 。 


[C1] FORMAT メニュー で 設定 し て いる 信号 フォ ー マ ッ ト が 
4:4:4 RGB また は RGB の と き 、MATRIX メニ ュー は 選択 で 
きま せん 。 


[cs] MODE... メニ ュー 

マー カー の アス ペク ト や セー フエ リア 、 セ ー フ タイ トル な 
LF n O 
内 蔵 信号 が 使わ れ て いる 場 選択 する こと が で きま せ 
ん 。 


=n eee sini 


MARKER MODE (1/3) メニ ュー 

マー カー の アス ペク トモ ー ド や アス ペク トマ ー カ ー、 プ ブラ 

ン キ ング な どの 設定 を し ます 。 

ASPECT MODE : マー カー の アス ペク ト 比 を 設定 し ま 
す 。 


16.9、159、14.9、13:9、4:3、2.391、2.35:1、1.85:1、 
1.66:1, VARIABLE か ら 選 択 す る こと が で きま す 。 
(工場 出荷 時 は 169) 

ASPECT : ASPECT MODE で VARIABLE を 選択 し た 
と き 設 定 し ます 。 
1.00 ~ 300 に 設定 で きま す 。 (工場 出荷 時 は 1.78) 

H POSITION : マー カー の 水平 方 向 の 表示 位置 を 設定 し 
ます 。 

ー 100 ~ +100 に 設定 で きま す 。 (工場 出荷 時 は 000) 

MARKER BRIGHT : マー カー の 輝度 を 設定 し ます 。 
90IRE また は 40IRE に 設定 で きま す 。 (工場 出荷 時 は 
90IRE) 
この メニ ュー で 設定 し た デー タ は 全 チ ャ ン ネ ル 共 通 に 
適用 され ます 。 

ASPECT MARKER : アス ペク トマ ー カ ー を 表示 する か 
どう か を 設定 し ます 。 

OFF (表示 し な い ) また は ON (表示 する ) に 設定 し 
ます 。 (工場 出荷 時 は OFF) 

LINE : ASPECT MARKER の 設定 が ON の と き ア スペ ク 
トマ ー カ ー の ライ ン の 太 さ を 設定 し ます 。 

THICK (太い 線 ) また は THIN (細い 線 ) に 設定 で き 
ます 。 (工場 出荷 時 は THICK) 

COLOR : ASPECT MARKER の 設定 が ON の と き ア ス 
ペク トマ ー カ ー の 色 を 設定 し ます 。 


e) 
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ex as lll 


44 


WHITE (4), RED (7), GREEN ( 緑 ) BLUE 
($), YELLOW Œ), CYAN (シア ン ) 、 
MAGENTA (マゼンタ ) か ら 選 択 す る こと が で きま 
す 。 (工場 出荷 時 は WHITE) 

ASPECT BLANKING : エリ ア 外 の ブラ ン キ ング を 選択 
し ます 。 

OFF (プラン キン グ を 解除 する ) また は ON (ブラ ン 
キン グ す る ) に 設定 し ます (工場 出荷 時 は OFF). 
MODE : ASPECT BLANKING の 設定 が ON の と き ブ ラ 

ン キ ング の モー ド を 設定 し ます 。 
BLACK (ブラ ン キ ング ) また は HALF (ハーフ ブラ 
ン キ ング ) に 設定 で きま す 。 (工場 出荷 時 は HALF) 


MARKER MODE (2/3) メニ ュー 
セー フエ リア マー カー や セン ター マー カー の 設定 を し ます 。 

SAFE AREA MARKER : セー フエ リア の 表示 モー ド を 
設定 し ます 。 

OFF (表示 し な い ) また は ON (ERTS) | 
ます 。 (工場 出荷 時 は ON) 

MODE : SAFE AREA MARKER の 設定 が ON の と き 、 
SAFE AREA MARKER の 形 を 選択 し ます 。 
SHAPE A、SHAPE B、SHAPE C か ら 選 択 し ます 。 
(工場 出荷 時 は SHAPE A) 


こ 設 定 し 


SHAPE A 


SHAPE B ie 7 


SHAPE C 


AREA SIZE : SAFE AREA MARKER の 設定 が ON の 
と き 、 セ ー フ エリ アモ ー ド の サイ ズ を 設定 し ます 。 
80%、88%、90%、93%、VARIABLE か ら 選 択 す る こ 
と が で きま す 。 (工場 出荷 時 は 80%) 

WIDTH : AREA SIZE で VARIABLE を 選択 し た と き 、 
セー フエ リア マー カー の 幅 を 設定 し ます 。 

050 — 100 (%) に 設定 で きま す 。 (工場 出荷 時 は 080) 

HEIGHT : AREA SIZE で VARIABLE を 選択 し た と き 、 
セー フエ リア マー カー の 高 さ を 設定 し ます 。 

050 — 100 (%) に 設定 で きま す 。 (工場 出荷 時 は 080) 


c] 入力 チャ ン ネ ル の 設定 — 


INPUT CONFIGURATION メニ ュー 


CENTER MARKER: セン ター マー カー の 表示 モー ド を 
設定 し ます 。 

OFF (表示 し な い ) また は ON (表示 する ) | 
ます 。 (工場 出荷 時 は OFF) 

MODE : CENTER MARKER の 設定 が ON の と き 、 セ ン 
ター マー カー の 種類 を 選択 し ます 。 
SHORT (短い ) また は LONG (長い ) | 
す 。 (工場 出荷 時 は SHORT) 

セー フエ リア の 大 き さ は 、ASPECT MODE, 169 ボタ ン の 
ON/OFF の 状態 に より 異な り ま す 。 


に 設定 し 


こ 設定 で きま 


例 : セー フエ リア サイ ズ が 80%、ASPECT MODE が 
16:9、4:3 の と き 


16:9 ボタ ン ON の と き 16:9 ボタ ン OFF の と き 


ASPECT aay 

MODE 上 80% 
16:9 

AspEcT lid 

ae 80% 80% 


MARKER MODE (3/3) メニ ュー 
セー フタ イト ル の 項目 を 設定 し ます 。 
SAFE TITLE DISPLAY : セー フタ イト ル の 表示 モー ド 
を 設定 し ます 。 
OFF (表示 し な い ) また は ON (表示 する ) に 設定 し 
ます 。 (工場 出荷 時 は ON) 


WIDTH : SAFE TITLE DISPLAY の 設定 が ON の と き 、 
セー フタ イト ル の 幅 を 設定 し ます 。 


005 ~ 050 (%) に 設定 で きま す 。 (工場 出荷 時 は 020) 


HEIGHT : SAFE TITLE DISPLAY の 設定 が ON の と 
き 、 セ ー フ タイ トル の 高 さ を 設定 し ます 。 
005 ~ 050 (9%) に 設定 で きま す 。 (工場 出荷 時 は 010) 
H POSITION : SAFE TITLE DISPLAY の 設定 が ON の 


と き 、 セ ー フ タイ トル の 水平 方 向 の 表示 位置 を 設定 し 
ます 。 


000 — 100 (%) に 設定 で きま す 。 (工場 出荷 時 は 015) 


V POSITION : SAFE TITLE DISPLAY の 設定 が ON の 
と き セ ー フ タイ トル の 垂直 方 向 の 表示 位置 を 設定 し ま 
す 。 


000 — 100 (%) に 設定 で きま す 。 (工場 出荷 時 は 015) 


94] CHANNEL NAME... メニ ュー 

チャ ン ネ ル 名 を 付け ます 。 デ フォ ルト の 名 前 か ら 選 択 する 

か 新規 に 入力 し ます 。 

PROG: プロ グラ ム 送 出 信号 

EDIT : 編集 機 か ら の 信号 

CAM : カメ ラ か ら の 信号 

VTR : VTR か ら の 信号 

PREV : プレ ビュ ー モ ニタ ー 

NEW NAME : 新規 の 名 前 を 入力 する (20 文字 まで 入力 
可能 、 た だ し INPUT CONFIGURATION メニ ュー で 
は 先頭 の 8 文字 まで が 表示 され ます )。 


C5] COPY FROM メニ ュー 

コピ ー 元 を 選択 し ます 。 
OTHER CH... : モニ ター 内 の 他 の デー タ を コピ ー し ま 
Fo =>C51 
OTHER MONITOR... : 他 の モニ ター の デー タ を コピ ー 
LET. —=>[C52 
MEMORY STICK...: “メモリースティック "” 内 の ファ イ 
ル を 選択 し 、 そ の デー タ を コピ ー し ます 。 SCs 


C51] OTHER CH... メニ ュー 
コピ ー 元 に 使う チャ ン ネ ル 番 号 を 指定 し ます 。 
CH NO : チャ ン ネ ル 番 号 を 入力 し ます 。 


252] OTHER MONITOR... メニ ュー 

コピ ー 元 に 使う モニ ター の ID No. を 指定 し ます 。 
MONITOR ID: ID No. を 入力 し ます 。=>[C5g1 
NETWORK スイ ッ チ を PEER TO PEER に 設定 し た と き は 
選択 で きま せん 。 


Cs21| OTHER MONITOR メニ ュー 

選択 し た モニ ター の どの チャ ン ネ ル を コピ ー 元 に する か 指 
定 し ます 。 

CH NO : チャ ン ネ ル 番 号 を 入力 し ます 。 


css| MEMORY STICK... メニ ュー 
コピ ー 元 に 使う “メモリースティック " 内 の ファ イル を 選 
択 し ます 。=[C531 


Css1| MEMORY STICK メニ ュー 

利 定 し た ファ イル の どの チャ ン ネ ル を コピ ビー 元 に する か 指 
定 し ます 。 

CH NO : チャ ン ネ ル 番 号 を 入力 し ます 。 


D シス テム の 設定 

ー SYSTEM 
CONFIGURATION 
メニ ュー 


概要 


ネッ トワ ー ク や パラ レル リモ ー ト コン トロ ー ル 機能 な ど シ 
ステ ム に 関す る 設定 を する メニ ュー で す 。 


以下 の デー タ を 設定 し ます 。 

ネッ トワ ー ク に よる リモ ー ト コン トロ ー ル 機能 を 設定 す 
る (NETWORK... メニ ュー) 

バラ レル リモ ー ト コン トロール 機能 の 設定 を する 
(PARALLEL REMOTE... メニ ュー) 

主 電源 や MONITOR 1/0 スイ ッ チ を 入れ た と き の モ ニ 
ター の 状態 を 設定 を する (POWER.… メニ ュー) 

ブラ ン キ ング 関連 の 設定 を する (BLANKING 
SETTINGS... メニ ュー) 


メニ ュー) 

パス ワー ド の 変更 や 割り 付け を 設定 する 
(PASSWORD... メニ ュー) 

メイ ン テ ナ ンス 用 の 設定 を する (MAINTENANCE... メ 
ニュ ー) 


D] シス テム の 設定 一 SYSTEM CONFIGURATION メニ ュー 


画面 に 表示 させ る 情報 を 設定 する (ON SCREEN SET... 


===x =z 
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ex as lll 
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SYSTEM CONFIGURATION X 
ニュ ー の 階層 構造 


ロ 


SYSTEM CONFIGURATION メニ ュー 


第 1 層 +28 
NETWORK... [D MONITOR ID 


第 3 層 


= 


GROUP ID 


ETWORK 
SETTINGS... [D11 


ETWORK SW 


SNMP SETTINGS... 


PARALLEL REMOTE... | PARALLEL 
D2 REMOTE 


1 PIN... ~ 8 PIN... PARALLEL 
D21 REMOTE [D211 


POWER... [D3 STANDBY MODE 


POWER ON 
STATUS 


NETWORK...: ネッ トワ ー ク に よる リモ ー ト コン トロ ー 
ル 機 能 を 設定 し ます 。=>[p1 
PARALLEL REMOTE... : パラ レル リモ ー ト コン トロ ー 
ル 機 能 の 設定 を し ます 。e>[pz 
POWER... : 主 電源 を 入れ た り 、 外 部 操作 に より 電源 を 入 
HEROES ター の 状態 を 設定 し ます 。>[53 
BLANKING SETTINGS... : プラ ン キ ング に 関連 する 設 
定 を し ます 。 Ds 
ON SCREEN SET... : 画 


に 表示 させ る 情報 を 設定 し ま 


7o =>[D5 

PASSWORD... : パス ワー ド の 変更 や 割り 付け を 設定 し 
ます 。 = や [pe 

MAINTENANCE... : メイ ン テ ナ ンス 用 の 設定 を し ます 。 
=>[D7 


D 


1] NETWORK... メニ ュー 


EFAULT CH 


D 
DEGAUSS DELAY 
BLANKING ANCILLARY 


SETTINGS... [D4 


ATA 


ON SCREEN SET... [D5 ORMAT 


ISPLAY 


D 
VITS BLK 
F 
D 


POSITION 


CH NO 
POSITION 


PASSWORD... [Dé CHANGE 
PASSWORD... [D61 


CHANGE 
PASSWORD [D611 


MONITOR ID: モニ ター ID No. を 入力 し ます 。 

01 ~ 99 (工場 出荷 時 は 01) か ら 選 択 し ます 。 
GROUP ID: グル ー プ ID No. を 入力 し ます 。 

01 ~ 99 (工場 出荷 時 は 01) か ら 選 択 し ます 。 
NETWORK SETTINGS... : IP アド レス 、 サ ブ ネ ッ ト マ 


スク 、 デ フォ ルト ゲー トウ ェ イ を 設定 し ます 。 
>[D11 


NETWORK SW : NETWORK スイ ッ チ の 設定 状態 
(LAN、PEER TO PEER) を 表示 し ます 。 


SNMP SETTINGS... : CONTACT, NAME, 
LOCATION, TRAP を 設定 し ます 。=>[p12 


APPLY 
PASSWORD... [D62 


APPLY 
PASSWORD [D621 


D 


11] NETWORK SETTINGS.… メニ ュー 


MAINTENANCE... [D7 


構成 メニ ュー 


以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 
メニ ュー の 見 か た 

・ 本 書 で は 各 メ ニュ ー に 付け た 番号 ( 例 : A11) は 、 画 面 に 
は 表示 され ませ ん 。 


$ 詳し く は 「 メ ニュ ー 番 号 に つい て 」 
い 。 

・「 ツ は 、 設 定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま 
す 。「>」 を 記し て いな い 場 
し ます 。 


(29 ペー ジ ) を ご 覧 くだ さ 


D] シス テム の 設定 — SYSTEM CONFIGURATION メニ ュー 


合 は 、 そ こ で 設定 操作 が 完了 


IP ADDRESS : IP アド レス を 設定 し ます 。 (工場 出荷 時 
は 「192.168.000.001」) 

SUBNET MASK : サブ ネッ トマ スク を 設定 し ます 。 (I 
場 出荷 時 は [255.255.255,000]) 

DEFAULT GATEWAY : デフ ォ ル トゲ ー ト ウェ イ を 設 
定 す る か どう か (OFF, ON) を 選択 し ます 。 (工場 出 


荷 時 は OFF) 
ADDRESS : デフ ォ ル トゲ ー ト ウェ イ を 設定 し ます 。 
(工場 出荷 時 は [——-—--- ( 無 設定 )」) 


CANCEL : 変更 、 確 定 さ れ た 設定 を 変更 前 
CONFIRM : 変更 、 確 定 さ れ た 設 


< こ 戻し ます 。 
定 を 保存 、 反 映し ます 。 


NETWORK スイ ッ チ を PEER TO PEER に 設定 し た 場合 、 
IP アド レス は 、 表 示 に か か わら ず 「192.168.000.001」 (clk 
定 さ れ ま す 。 

NETWORK スイ ッ チ を LAN に 
アド レス が 有効 と な り ま す 。 


設定 する と 、 表 示さ れ た IP 


D12] SNMP SETTINGS... メニ ュー 
CONTACT メニ ュー : 管理 責任 者 の 情報 を 設定 し ます 。 


NEW NAME : 新規 の 名 前 を 入力 する (20 文字 まで ) 。 


使用 で きる 記号 は 「(」「)」「」「-」 +] /] 
「%」 Py 「#」「_」「$]「( ス ペー ス )] の 12 種類 で 


す 。 
NAME メニ ュー : 管理 用 の 情報 (デバ イス ID) を 設定 
し ます 。 
NEW NAME : 新規 の 名 前 を 入力 する (20 文字 まで ) 。 


EHT biaa E DITIT- +] A 
「%」 PI 11 T TS] [A323] の 12 種類 で 
Fo 
LOCATION メニ ュー : 設置 場所 の 情報 を 設定 し ます 。 
NEW NAME: 新規 の 名 前 を 入力 する (20 文字 まで ) 。 
EHT Siaa E DITIT] +] A 
[%] PI 121 T TS] [A323] の 12 種類 で 


Fo 
TRAP メニ ュー : 情報 の 送信 先 を 設定 し ます 。TRAP1 

と TRAP2 の 2 か 所 の 設定 が で きま す 。 

TRAP1 : IP アド レス を 設定 し ます 。 (工場 出荷 時 は 
000.000.000.000 1) 

TRAP : IP アド レス を 設定 し ます 。 (工場 出荷 時 は 
「000.000.000.000」) 

CANCEL : 変更 、 確 定 さ れ た 設定 を 変更 前 の 値 に 戻 
LETS 

CONFIRM : 変更 、 確 定 さ れ た 設定 を 保存 、 反 映し ま 
す 。 


D2] PARALLEL REMOTE... メニ ュー 


PARALLEL REMOTE : パラ レル リモ ー ト 
どう か (ON, OFF) を 設定 し ます 。 (I 
OFF) 

1 PIN... ~ 8 PIN... : PARALLEL REMOTE を ON に 設 
定 し た と き の パ ラ レ ル リモ ー ト 端子 の 各 ピ ン へ の 機能 
を 割り 付け ます 。 Dat 


する か 
z A Arg Bag 


D21] 1 PIN... ~ 8 PIN... メニ ュー 
選択 し た ピン に 機能 を 割り 付け ます 。 Den 


各 ビ ン の 工場 出荷 時 の 設定 
1 PIN : CHO1 
2 PIN : CHO2 
3 PIN : EXT SYNC 
4 PIN : MONO 
5 PIN : MARKER 
6 PIN: RRK 
7 PIN : 未 設 
8 PIN : TALLY 


fit A 


D211] PARALLEL REMOTE メニ ュー 


PARALLEL REMOTE (1/2) メニ ュー 

CHO1~ 30: チャ ン ネ ル 番 号 の 割り 付け 。 割 り 付 けた 
い チ ャ ン ネ ル 番 号 を 入力 し ます 。 

ー- | 未 設定 
UNDER SCAN: アン ダー スキ ャ ン す る か どう か の 選択 
16:9: アス ペク ト 比 を 169 に する か どう か の 選択 
H DELAY : 水平 同期 信号 を 表示 する か どう か の 選択 
V DELAY : 垂直 同期 信号 を 表示 する か どう か の 選択 
EXT SYNC : 外部 同期 信号 に 同期 する か どう か の 選択 
COMB : くし 形 フ ィ ル ター を 使用 する か どう か の 選択 
APERTURE : アパ ー チ ャ ー 補 正 を する か どう か の 選択 
MONO: 白黒 画像 に する か どう か の 選択 


PARALLEL REMOTE (2/2) メニ ュー 
BLUE ONLY : 青信号 の み を 表示 する (白黒 表示 PE 
うか の 選択 
R OFF : 赤 が の ビー ム を カッ ト す る か どう か の 選択 


G OFF: 緑 の ビ ー ム を カッ ト す る か どう か の 選択 

B OFF : 青 の ビ ー ム を カッ ト す る か どう か の 選択 

CHROMA UP: クロ マ を 12 dB アッ プ す る か どう か の 選 
IR 

MARKER : チャ ン ネ ル で 設定 し た マー カー を 表示 する か 
どう か の 選択 


TALLY : タリ ー ラ ンプ を ON/OFF する か どう か の 選択 

DEGAUSS : デ ガ ウス 動作 を 実行 する か どう か の 選択 

POWER OFF : モニ ター の 電源 を 和信 / ス タン バイ 状態 に 
する か どう か の 選択 


O ピン 接続 に つい て は 、「 各 部 の 名 称 と 働き ] の PARALLEL 
REMOTE 端子 (14 ペー ジ ) に つい て の 説明 を ご 覧 くだ さい 。 


D] シス テム の 設定 一 SYSTEM CONFIGURATION メニ ュー 


a | 
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ix as lll 
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D3] POWER... メニ ュー 
主 電源 を 入れ た り 、 外 部 操作 に より 電源 を 入れ た と き の モ 
ニタ ー の 状態 を 設定 し ます 。 
STANDBY MODE : MAIN POWER スイ ッ チ を ON に 
し た と き の 状 態 (ON、OFF) を 選択 し ます 。 
OFF : 直ちに 動作 状態 に な り ま す 。 (工場 出荷 時 の 設 
定 ) 
ON: スタ ン バ イ 状態 に な り ま す 。 
POWER ON STATUS : 電源 投入 時 の チャ ン ネ ル 設 定 状 
上 (LAST. CH) を 選択 し ます 。 
LAST : 前 回 電源 を OFF に する 直前 の チャ ン ネ ル 設 
定 に な り ま す 。 (工場 出荷 時 の 設定 ) 
CH : 指定 し た チャ ン ネ ル 設 定 と な り ま す 。 
DEFAULT CH : POWER ON STATUS を CH に 設定 し 
た と き 指 定 チ ャ ン ネ ル (0130) を 選択 し ます 。( 工 
場 出荷 時 は 01) 
DEGAUSS DELAY : ほぼ 出 画 し た 状態 か ら デ ガウ ス を 
開始 する まで の 時 間 (000 ~ 255) を 指定 する 。 希望 
の 時 間 ( 秒 ) を 入力 し ます 。 (工場 出荷 時 は 000) 


D4] BLANKING SETTINGS... メニ ュー 
ブラ ン キ ング に 関連 する 設定 を し ます 。 
ANCILLARY DATA: シリ アル デジ タル 信号 内 の 補助 
デー タ を 表示 する か どう か (OFF、ON) を 選択 し ま 
す 。 (工場 出荷 時 は ON) 
VITS BLK: VITS 信号 が 画面 上 部 に 見 えな いよ うに する 
た め 、 垂 直方 向 ブ ラン キン グ を 設定 し ます 。 
000 ~ 127 の 範囲 で 設定 し ます 。 (工場 出荷 時 は 000) 


D5] ON SCREEN SET... メニ ュー 
画面 に 表示 する 項目 を 選択 し ます 。 
FORMAT DISPLAY : 信号 シス テム の 表示 方 法 を 選択 し 


ます 。 
AUTO : 一 定時 間 表 示 後 、 自 動 的 に 消え る 。( 工 場 出 
荷 時 の 設定 ) 


ON : 常に 表示 され る 。 
OFF : 表示 され な い 。 
POSITION : 信号 シス テム の 表示 位置 
TOP LEFT : 左上 
TOP CENTER: 中 央 上 
TOP RIGHT : 右上 
BOTTOM LEFT : 左下 (工場 出荷 時 の 設定 ) 
BOTTOM CENTER: 中 央 下 
BOTTOM RIGHT : 右 下 


を 選択 し ます 。 


D] シス テム の 設定 一 SYSTEM CONFIGURATION メニ ュー 


CHNO: チャ ン ネ ル 番 号 の 表示 方 法 を 選択 し ます 。 

AUTO: 一 定時 間 表 示 後 、 自 動 的 に 消え る 。 (工場 出 
荷 時 の 設定 ) 

ON : 常に 表示 され る 。 
OFF : 表示 され な い 。 

POSITION : チャ ン ネ ル 番 号 の 表示 位置 
TOP LEFT : 左上 
TOP CENTER : 中 央 上 
TOP RIGHT: 右上 (工場 出荷 時 の 設定 ) 
BOTTOM LEFT : 左下 
BOTTOM CENTER : 中 央 下 
BOTTOM RIGHT : 右 下 


CH NAME: : チャ ン ネ ル 名 の 表示 方 法 を 選択 し ます 。 

AUTO: 一 定時 間 表 示 後 、 自 動 的 に 消え る 。 (工場 出 
荷 時 の 設定 ) 

ON : 常に 表示 され る 。 
OFF : 表示 され な い 。 

POSITION : : チャ ン ネ ル 名 の 表示 位置 を 選択 し ます 。 
TOP LEFT : 左上 (工場 出荷 時 の 設定 ) 
TOP CENTER : 中 央 上 
TOP RIGHT : 右上 
BOTTOM LEFT : 左下 
BOTTOM CENTER : 中 央 下 
BOTTOM RIGHT : 右 下 


を 選択 し ます 。 


[Ds] PASSWORD... 
パス ワー ド の 変更 や 割り 付け を 設定 し ます 。 
文字 数 は 4 文字 で 工場 出荷 時 は [9999] に 設定 され て いま 
す 。 
CHANGE PASSWORD... : 新しい パス ワー ド を 入力 し 
Et, =>[D61 
APPLY PASSWORD... : メニ ュー リス ト の 各 項 目 で パ 
スワ ー ド の 確認 を する か どう か を 設定 し ます 。 
>>[D62 


CHANGE PASSWORD... メニ ュー 
パス ワー ド を 変更 し ます 。 
ENTER NEW PASSWORD: 新しい パス ワー ド を 数 字 
ボタ ン で 入力 し 、ENTER ボタ ン を 押し ます 。 
>>D611 


[D611] CHANGE PASSWORD メニ ュー 
新しい パス ワー ド を 入力 し ます 。 

RE-ENTER PASSWORD : 確認 の た め に 作成 し た パス 
ワー ド を 再度 入力 し て ENTER ボタ ン を 押し ます 。 パ 
スワ ー ド が 登録 され ます 。 
修正 する と き は MENU ボタ ン を 押し ます 。 


D62] APPLY PASSWORD... メニ ュー 

各 メ ニュ ー で パス ワー ド を 有効 に する か どう か を 設定 し ま 
す 。 

PICTURE ADJ : YES また は NO を 選択 し ます 。 
COLOR TEMP ADJ : YES また は NO を 選択 し ます 。 
INPUT CONFIGURATION : YES また は NO を 選択 し 


ます 。 
SYSTEM CONFIGURATION : YES また は NO を 選択 
し ます 。 


INDIVIDUAL ITEMS... : SYSTEM CONFIGURATION 
A=2-OSBWAEKRLET. —>[D621 


INSTALLATION SETTINGS : YES また は NO を 選択 
し ます 。 


FILE MANAGEMENT : YES また は NO を 選択 し ます 。 
CONTROLLER : YES また は NO を 選択 し ます 。 
KEY PROTECT : YES また は NO を 選択 し ます 。 


D621] APPLY PASSWORD メニ ュー 

SYSTEM CONFIGURATION 2 メニ ュー の 各 項 目 で パス ワー 

ド を 有効 に する か どう か を 設定 し ます 。 
NETWORK : YES また は NO を 選択 し ます 。 
PARALLEL REMOTE : YES また は NO を 選択 し ます 。 
POWER : YES また は NO を 選択 し ます 。 


BLANKING SETTINGS : YES また は NO を 選択 し ま 
す 。 


ON SCREEN SET : YES また は NO を 選択 し ます 。 


D7] MAINTENANCE... メニ ュー 
サー ビス 担当 者 用 の メイ ン テ ナ ンス 用 メ 
ます 。 


ュー が 表示 され 


ー INSTALLATION 
SETTINGS メニ ュー 


概要 


ラン ディ ング 、 画 像 の 歪み な どの 設置 調整 を する た め の メ 
EIC 


次 の 調整 を 実行 で きま す 。 

・ 地 磁気 の 影響 に に る ビー ムラ ン デ ィング の ずれ を 補正 す 
る (LANDING ADJUST... メニ ュー) 

・ 画像 の 位置 や サイ ズ 、 コ ン バ ー ジ ェ ン ス を 調整 する 
(ALIGNMENT... メニ ュー) 

・ CRT の 色 む ら を 調整 する (DIGITAL UNIFORMITY 
ADJ... メニ ュー) 


ー ム ラン ディ ング 調整 を 行っ て か ら 、 デ ジタル ユニ 
ミ ティ 調整 を 行っ て くだ さい 。 


El 設置 調整 INSTALLATION SETTINGS メニ ュー 
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a | 


INSTALLATION SETTINGS X 
ニュ ー の 階層 構造 


e [=>] は 、 
Fo [=] 
し ます 。 


設定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま 
を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 


第 1 層 
LANDING 
ADJUST... [E1 


Rew 
NS 


RESTORE FACTORY 
DATA [E11 


ex wee lll 
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ALIGNMENT... 


E2 


ROTATION 


H PHASE 


V CENTER 


H SIZE 


V SIZE 


SUB CONTRAST 


H PIN 


H PIN BAL 


H CORNER PIN 


H CORNER S 


H KEY 


H KEY BAL 


V STATIC CONV 


V CONV TOP 


V CONV BOT 


H STATIC CONV 


RESTORE FACTORY 
DATA 


DIGITAL 
UNIFORMITY 
ADJ... [E3 


MANUAL... [E31 


MANUAL ADJUST 
E311 


CURSOR H SIZE 


V SIZE 


AUTO FULL POINTS 
ADJ [E32 


AUTO ONE POINT 
ADJ [E33 


SIGNAL 


RESTORE FACTORY 
DATA 


構成 メニ ュー 


以下 に 、 メ ニュ 


メニ ュー の 見 か た 


番号 順に 構成 メニ ュー を 説明 し ます 。 


・ 本 書 で は 各 メ ニュ ー に 付け た 番号 ( 例 : A11) は 、 画 面 に 
は 表示 され ませ ん 。 


@ 詳し く は 「 メ ニュ ー 番 号 に つい て 」 


い 。 


設置 調整 INSTALLATION S 


(29 ペー ジ ) を ご 覧 くだ さ 


ETTINGS メニ ュー 


E] INSTALLATION SETTINGS メニ ュー 

LANDING ADJUST... : 地磁気 の 影響 に よる ビー ムラ ン 
ディ ング の ずれ を 調整 し ます 。e[E1 

ALIGNMENT... : 画像 の 位置 や サイ ズ 、 コ ン バ ー ジ ェ ン 
ス を 調整 し ます 。=>[E2] 

DIGITAL UNIFORMITY ADJ... : デジ タル ユニ フォ ミ 

ティ の 調整 を し ます 。=>[E3 


E1] LANDING ADJUST... メニ ュー 

地磁気 の 影響 に に る ビー ムラ ン デ ィング の ずれ を 調整 し ま 

す 。 

NS: 画面 の 中 央 部 上 下 の ビ ー ム ラン ディ ング の ずれ を 調 
整 し ます 。 

RESTORE FACTORY DATA : 工場 出荷 時 の 設定 値 に 

RLF. OE 


E11] RESTORE FACTORY DATA メニ ュー 

設置 調整 を 工場 出荷 時 の 設定 値 に 戻し ます 。 

次 の メッ セー ジ が 表示 され ます 。 

RESTORE FACTORY DATA? 

OK : 工場 出荷 時 の 設定 値 に 戻す 場合 は ENTER (Ent) ボ 
タン を 押し ます 。 

CANCEL : 工場 出荷 時 の 設定 値 に 戻 き ない 場合 は 
MENU ボタ ン を 押し ます 。 


E2] ALIGNMENT... メニ ュー 

UP/DOWN ボタ ン ま た は PHASE つま み を 使っ て 、 画 像 の 
位置 や サイ ズ 、 ひ ずみ 、 コ ン バ ー ジ ェ ン ス な ど を 調整 し ま 
す 。 


ALIGNMENT (1/3) メニ ュー 
現在 モニ ター し て いる 信号 シス テム 、 ア スペ クト 、 ス キャ 
ン サ イズ の 画像 の 位置 や サイ ズ を 調整 し ます 。 
ROTATION : モニ ター を 北向 きま た は 、 南 向き に 設置 し 
た と き の 画 面 の 回 転 を 補正 し ます 。 
この デー タ は すべ て の 信号 シス テム 、 ア スペ クト 、 ス 
キャ ン サ イズ 共通 に 適用 きれ ます 。 


H PHASE : 画像 の 水平 位置 


: 


V CENTER : 画像 の 垂直 


を 調整 し ます 。 


を 調整 し ます 。 


ーー 


H SIZE : 


画像 の 幅 を 調整 し ます 。 


し | し 


V SIZE : 画像 の 高 さ を 調整 し ます 。 


| 


SUB CONTRAST : 画像 の 大 き さ や 信号 シス テム を 変更 
し た と き の コ ント ラス ト の セン ター 値 を 調整 し ます 。 


ALIGNMENT (2/3) メニ ュー 
画 ひ ずみ を 調整 し ます 。 


H PIN : 画面 の 両端 の 縦 線 が 直線 に 
す 。 


AG) 


H PIN BAL : 画面 の 両端 の 縦 線 が 直線 に 
の バラ ンス を 調整 し ます 。 


CO) 


な る よう に 調整 し ま 


な る よう に 左右 


H CORNER PIN : 
に 調整 し ます 。 


Sd) ( 


H CORNER S : 画面 の 両端 の 縦 線 が 直線 に 
整 し ます 。 


QS 


画面 の 両端 の 縦 線 が 直線 に 


な る よう 


な る よう に 調 


H KEY : 画面 の 台形 歪み を 調整 し ます 。 
H KEY BAL: 画面 の 台形 歪み の 左右 の バラ ンス を 調整 し 
ます 。 


LINA 


ALIGNMENT (3/3) メニ ュー 
コン バー ジェ ンス を 調整 し ます 。 


V STATIC CONV : 画面 全体 の 垂直 コン バー ジェ ンス を 
調整 し ます 。 

V CONV TOP: 画面 の 上 部 の 垂直 コン バー ジェ ンス を 調 
ALET. 

V CONV BOT: 画面 の 下部 の 垂直 コン バー ジェ ンス を 調 
整 し ます 。 

H STATIC CONV : 画面 全体 の 水平 コン バー ジェ ンス を 
調整 し ます 。 


RESTORE FACTORY DATA: 現在 モニ ター し て いる 信 
号 シ ステ ム 、 ア スペ クト 、 ス キャ ン サ イズ の 


ALIGNMENT デー タ を 工場 出荷 時 の 設定 値 に 戻し ま 

す 。 

次 の メッ セー ジ が 表示 され ます 。 

RESTORE FACTORY DATA? 

OK : 工場 出荷 時 の 設定 値 に 戻す 場合 は ENTER (Ent) 
ボタ ン を 押し ます 。 

CANCEL : 工場 出荷 時 の 設定 値 に 戻さ な い 場 合 は 


MENU ボタ ン を 押し ます 。 


El 設置 調整 INSTALLATION SETTINGS メニ ュー 
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E3] DIGITAL UNIFORMITY ADJ... メニ ュー 
CRT の 色 む ら を 調整 し ます 。 
調整 され る 信号 シス テム 、 ア スペ クト 、 ス キャ ン サ イズ が 
上 部 に 表示 され ます 。 
MANUAL... : MANUAL つま み で 調整 し ます 。=>[E31 


AUTO FULL POINTS ADJ : SONY 製 プ ロー ブ BKM- 
ML を 使っ て 、 画 面 の 全 領域 を 順番 に 自動 調整 し ま 
Fo. >[E32 

AUTO ONE POINT ADJ : SONY 製 プ ロー ブ BKM-14L 
を 使っ て 、 選 択 し た 調整 ポイ ント だ け を 調整 し ます 。 
—>[E33 

SIGNAL : 調整 に 使う 白色 信号 を 選択 し ます (工場 出荷 
時 は EXT). 

EXT : 外部 入力 信号 を 使い ます 。 調整 に 使う 信号 を 入 
力 し ます 。 
INT : 内 蔵 の 白色 信号 を 使い ます 。 

RESTORE FACTORY DATA: 現在 モニ ター し て いる 信 
号 シ ステ ム 、 ア スペ クト 、 ス キャ ン サ イズ の 
DIGITAL UNIFORMITY デー タ を 工場 出荷 時 の 設定 
値 に 戻し ます 。 

次 の メッ セー ジ が 表示 され ます 。 
RESTORE FACTORY DATA? 
OK : 工場 出荷 時 の 設定 値 に 戻す 場 
ボタ ン を 押し ます 。 
CANCEL : 工場 出荷 時 の 設定 値 ! 
MENU ボタ ン を 押し ます 。 


合 は ENTER (Ent) 


こ 戻 さき ない 場合 は 


E31] MANUAL... メニ ュー 

MANUAL つま み で R、G、B の ゲイ ン を 調整 し ます 。 

MANUAL ADJUST : ゲイ ン 調 整 を 実行 し ます 。 
[ES11] (次 の 画面 が 表示 され る まで 、 時 間 が か か る 
こと が あり ます 。) 

CURSOR H SIZE : 水平 方 向 の カー ソル サイ ズ (1 — 5) 
を 設定 し ます 。 

V SIZE : 垂直 方 向 の カー ソル サイ ズ (1 一 5) を 設定 し ま 
す 。 


各 項 目 の 調整 に 使う つま みや ボタ ン 

RED : CONTRAST KNOB (CONTRAST つま み で R 
の ゲイ ン を 調整 する 。) 

GREEN : BRIGHT KNOB (BRIGHT つま み で G の ゲイ 
ン を 調整 する 。) 

BLUE : CHROMA KNOB (CHROMA つま み で B の ゲ 
イン を 調整 する 。) 

CURSOR POSITION : 10KEY (数 値 ボ タン (5 ボタン 
以外 ) で カー ソル の 位置 を 下図 の 矢印 の 方 向 に 移動 す 
る 。5 ボタ ン で カー ソル を ON/OFF する 。) 


El 設置 調整 INSTALLATION SETTINGS メニ ュー 


A 
ー ソ ル が 動く 


x 1 メ 
000 


a 0 0> 
000 
Cy ヽ 


LUMINANCE : PHASE KNOB (PHASE つま み で 輝度 
を 調整 する 。) 


E311] MANUAL ADJUST メニ ュー 
カー ソル 位置 の ゲイ ン を CONTRAST (RED), 


BRIGHT 


(GREEN), CHROMA (BLUE), PHASE (LUMINANCE) 
つま み で 調整 し ます 。 カ ー ソ ル の 移動 は 数 値 ボ タン で 行い 
ます 。 


RED/GREEN/BLUE を 調整 前 の 値 に 戻す に は 
RED/GREEN/BLUE 調整 時 、 対 応 す る MANUAL 調整 ボ 
タン を 押す と 調整 前 の 値 に 戻り ます 。 


途中 で 中 止 す る に は 
MENU ボタ ン を 押し ます 。 調整 し た デー タ が キャ ン セ ル さ 


n, MANUAL.. メニュー [E3] に 戻り ます 。 (前 の 画面 が 表 
示さ れる まで 、 時 間 が か か る こと が あり ます 。) 
調整 デー タ を 確定 する に は 

ENTER (Ent) ボタ ン を 押し ます 。 

マニ ュ ア ル 調 整 時 、 画 面 の 表示 文字 を 消し た い 場 合 は 
CHAR OFF ボタ ン を 押し ます 。 画面 か ら 表 示 が 消え 、 調 整 
し や すく な り ま す 。 文字 を 表示 させ る に は 、 再 度 CHAR 
OFF ボタ ン を 押し ます 。 

E32] AUTO FULL POINTS ADJ メニ ュー 

SONY 製 プ ロー ブ BKM-14L を 使っ て 、 画 面 の 全 領 域 を 順 
番 に 自動 調整 し ます 。 

AUTO FULL POINTS AD] メニ ュー に 入る 前 に 、BKM- 
14L を OPTION 端子 に 接続 し て くだ さい 。 

以下 の メッ セー ジ が 表示 され ます 。 (次 の 画面 が 表示 され る 


まで 、 時 間 が か か る こと が あり ます 。) 
SET PROBE ON CURSOR 
次 の 手順 で BKM-14L を 操作 し 、 調 整 を 行っ て くだ さい 。 
O 画面 中 央 の カー ソル に BKM-14L を 当て る 。 
調整 が 始ま り ま す 。 調整 が 終了 する と 、 次 の 調整 ポイ 
ント に カー ソル が 表示 され ます 。 


O BKM-14L を カー ソル の 位置 に 移動 する 。 
調整 が 実行 され ます 。 
同様 に 、 カ ー ソ ル が 表示 され る 調整 ポイ ント を 順番 に 調整 
し ます 。 
すべ て の 調整 が 終了 する と 、 自 動 的 に INSTALLATION 
SETTINGS メニ ュー に 戻り ます 。 


途中 で 中 止 す る に は 

MENU ボタ ン を 押し ます 。 調整 し た デー タ が キャ ン セ ル さ 
れ 、DIGITAL UNIFORMITY ADJ.. メニュー に 戻り ます 。 
(前 の 画面 に 戻る まで 、 時 間 が か か る こと が あり ます 。) 


BKM-14L を カー ソル に 当て な いと 
次 の メッ セー ジ が 表示 され 、 カ ー ソ ル が 左右 交互 に 移動 し 
ます 。 

DO YOU WISH TO CANCEL? 

CANCEL: LEFT CURSOR 


CONTINUE: RIGHT CURSOR 

調整 を 中 断 す る と き は 、 左側 の カー ソル に BKML-14L を 当て 
ます 。 

DIGITAL UNIFORMITY ADJ.. メニ ュー に 戻り ます 。 
調整 を 継続 する と き は 、 右 側 の カー ソル に BKML-14L を 当て 
ます 。 

AUTO FULL POINTS ADJ メニ ュー に 戻り ます 。 


E33] AUTO ONE POINT ADJ メニ ュー 

SONY 製 プ ロー ブ BKM-14L を 使っ て 、 選 択 し た 調整 ポイ 
ント だ け を 調整 し ます 。 

AUTO ONE POINT ADJ メニ ュー に 入る 前 に 、BKML-14L 
を OPTION 端子 に 接続 し て くだ さい 。 

画面 中 央 部 に カー ソル が 点滅 し ます 。 


音 項 目 の 調 整 に 使う つま みや ボタ ン 
CURSOR POSITION: 10KEY : 数 値 ボ タン (5 ボタ ン 
以外 ) で カー ソル の 位置 を 移動 する 。 5 ボタ ン で カー ソル 
を ON/OFF する 。 
TO CANCEL : MENU KEY : MENU ボタ ン を 押す と 調 
整 し た デー タ を キャ ン セ ル し て 前 の 画面 に 戻る 。 
TO CONFIRM : ENTER KEY : ENTER (Ent) ボタ ン 
を 押す と 調整 デー タ が 確定 する 。 


次 の 手順 で BKM-14L を 操作 し 、 調 整 を 行っ て くだ さい 。 
O 数 値 ボ タン (5 ボタ ン 以 外 ) で カー ソル を 希望 の ポイ 
ント へ 移動 し 、ENTER (Ent) ボタ ン を 押す 。 
以下 の メッ セー ジ が 表示 され 、 カ ー ソ ル が 中 央 に 

ます 。 
SET PROBE ON CURSOR 


Al 
Ss 


カー ソル を 移動 せ ず に ENTER (Ent) キー を 押す と 
DIGITAL UNIFORMITY ADJ.. メニュー 
に 戻り ます 。 

O 画面 中 央 の カー ソル に BKM_14L を 当て る 。 

画面 中 央 部 の 調整 が 始ま り ま す 。 調整 実行 中 は IN 
PROGRESS と 表示 され 、 調 整 が 終了 する と 、① で 移 
動 し た 位置 に カー ソル が 戻り ます 。 

O BKM-14L を カー ソル の 位置 に 移動 する 。 
カー ソル 位置 の 調整 が 実行 され ます 。 調整 実行 中 は 
IN PROGRESS と 表示 され 、 指 定 し た 位置 の 調整 が 終 
了 す る と 、 カ ー ソ ル が 点滅 し ます 。 


別 の ポイ ント を 調整 する と き は 

数 値 ボ タン (5 ボタ ン 以 外 ) で 希望 の 調整 ポイ ント へ カー ソ 
ル を 移動 し 、ENTER (Ent) ボタ ン を 押し ます 。 TOR, 

BKM-14L を カー ソル の 位置 に 移動 する と 調整 が 実行 され ま 


す 。 
この 手順 を 繰り 返し て 、 希 望 の 調整 ポイ ント の 調整 を 行い 
ます 。 


調整 を 終了 する に は 

旨 定 し た 位置 の 調整 終了 後 、 数 値 ボ タン を 操作 せ ず に 
ENTER (Ent) ボタ ン を 押し ます 。 調整 し た デー タ が 保存 さ 
Nn, INSTALLATION SETTINGS メニ ュー に 戻り ます 。 
(前 の 画面 に 戻る まで 、 時 間 が か か る こと が あり ます 。) 


数 値 ボ タン を 操作 し て か ら ENTER (Ent) ボタ ン を 押す 
と 、 調 整 が 開始 され て し まい ます 。 


途中 で 中 止 す る に は 

MENU ボタ ン を 押し ます 。 調整 し た デー タ が キャ ン セ ル さ 
n, DIGITAL UNIFORMITY ADJ.. メニ ュー に 戻り ます 。 
(前 の 画面 に 戻る まで 、 時 間 が か か る こと が あり ます 。) 


BKM-14L を カー ソル に 当て な いと 
次 の メッ セー ジ が 表示 され 、 カ ー ソ ル が 左右 交互 に 移動 し 
ます 。 

DO YOU WISH TO CANCEL? 

CANCEL: LEFT CURSOR 


CONTINUE: RIGHT CURSOR 


調整 を 中 断 す る と き は 、 左 側 の カー ソル に BKM-14L を 当て 
る 。 
DIGITAL UNIFORMITY ADJ.. メニ ュー に 戻り ます 。 
調整 を 継続 する と き は 、 右 側 の カー ソル に BKM-14L を 当て 
まお 5 

AUTO ONE POINT ADJ メニ ュー に 戻り ます 。 


El 設置 調整 INSTALLATION SETTINGS メニ ュー 
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シス テム テー タ の 操作 
ー FILE MANAGEMENT 
メニ ュー 


ex wee lll 


54 


概要 


シス テム デー タ の 保存 、 コ ピー、 削 除 な ど を 行う メニ ュー 
で す 。 


次 の 操作 を 実行 で きま す 。 

© メモリースティック" に デー タ を 保存 する (SAVE 
TO... メニ ュー) 

"メモリースティック" や 他 の モニ ター か ら デ ー タ を コ 
ピー する (COPY FROM... メニ ュー) 


メニ ュー) 
シス テム デー タ を メイ ン テ ナ ンス する (DATA 
MAINTENANCE... メニ ュー) 


"メモリースティック ” の デー タ を 削除 する (DELETE... 


FILE MANAGEMENT メニ ュー の 階 
層 構 造 


第 1 層 +28 第 3 層 
SAVE TO... [F1 SAVE TO EMORY STICK 
MEMORY STICK F111 
F11 
COPY FROM... [F2 OTHER OTHER MONITOR 
ONITOR.. [F21 F211 
EMORY STICK... EMORY STICK 
F22 F221 
DELETE... [F3 DELETE MEMORY EMORY STICK 
STICK [F31 F311 
DATA BACK UP SYSTEM 
MAINTENANCE.. [F4] | DATA [F41 
RE-STORE 
SYSTEM DATA 
F42 
RE-LOAD RE-LOAD 
FACTORY DATA... | FACTORY DATA 
F43 F431 


F] シス テム デー タ の 操作 一 FILE MANAGEMENT メニ ュー 


構成 メニ ュー 


以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 


メニ ュー の 見 か た 
・ 本 書 で は 各 メ ニュ ー に 付け た 番号 ( 例 : A11) は 、 画 面 
は 表示 され ませ ん 。 


に 


を 詳し く は 「 メ ニュ ー 番 号 に つい て | (29 ペー ジ ) を ご 覧 くだ さ 
い 。 

・「 ツ は 、 設 定 操作 後 の 移行 先 メ ニュ ー の 番号 を 示し ま 
す 。「= つ 」 を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 
し ます 。 


FILE MANAGEMENT メニ ュー 

SAVE TO... : デー タ を 保存 し ます 。=o[F1 
COPY FROM... : デー タ の コピ ー を 実行 し ます 。=[Fz 
DELETE... : ファ イル を 削除 し ます 。=[FS 


DATA MAINTENANCE... : シス テム デー タ を メイ ン テ 
ナン ス し ます 。 =[F4 


F1] SAVE TO... メニ ュー 
シス テム デー タ を "メモリースティック" に 保存 し ます 。 
>|F11 


フォ ー マ ッ ト 済 み の “メモ リー ステ ィ ッ ク ” を ご 使用 くだ 
さい 。 


F11] SAVE TO MEMORY STICK メニ ュー 
デー タ を 保存 する ファ イル 名 を 選択 する か 、 新 規 の ファ イ 
ル 名 を 作成 し ます 。=>[F111 


NEW NAME: 名 前 を 入力 する 1 一 20 文 字 )。 
使用 で きる 記号 は . _ $ の 3 種類 で す 。 


F111] MEMORY STICK メニ ュー 

上 書き を 実行 し て 良い か 確認 の メッ セー ジ が 表示 され ます 。 

OVERWRITE THIS FILE? 

OK: 上 書き を 実行 する 場合 ENTER (Ent) ボタ ン を 押し 
ます 。 

CANCEL : 上 書き を 実行 し な い 場合 MENU ボタ ン を 押 
し ます 。 


F2] COPY FROM... メニ ュー 
ー タ を コピ ー す る ファ イル を 選択 し ます 。 
OTHER MONITOR... : 他 の モニ ター の デー タ を 選択 し 
id. >[P21 
MEMORY STICK...: "メモ リー ステ ィ イッ ク ” の ファ イル 
を 選択 し ます 。 =[F22 


F21] OTHER MONITOR... メニ ュー 

コピ ー 元 に 使う モニ ター の TD No. を 指定 し ます 。 
MONITOR ID... : ID No を 入力 し ます 。 =>[F211 

NETWORK スイ ッ チ を PEER TO PEER に 設定 し た と き は 

選択 で き ませ ん 。 


F211] OTHER MONITOR メニ ュー 
コピ ー す る デー タ を 選択 し ます 。 
ALL: 全 デ ー タ を コピ ー し ます 。 
PICTURE PRESET : 画 調 整 プ リセ ッ ト デ ー タ を コピ ー 
LT 
COLOR TEMP: 色 温度 デー タ を コピ ー し ます 。 
CH MEMORY : チャ ン ネ ル メ ヌメ モリー デー タ を コピ ー し ま 
す 。 
SYSTEM : シス テム 設定 


タ を コピ ー し ます 。 


F22] MEMORY STICK... メニ ュー 
コピ ー 元 に 使う " メモリースティック "内 の ファ イル を 選択 
し ます 。 =>[F221 


F221] MEMORY STICK メニ ュー 
コピ ー す る デー タ を 選択 し ます 。 
ALL : 全 デ ー タ を コピ ー し ます 。 
PICTURE PRESET : 画 調 整 プ リセ ッ ト デ ー タ を コピ ー 
Leas 
COLOR TEMP: 色 温度 デー タ を コピ ー し ます 。 


CH MEMORY : チャ ン ネ ル メ モリ ー デ ー タ を コピ ー し ま 
す 。 
SYSTEM : シス テム 設定 PIE LET 


[F3] DELETE... メニ ュー 
メモ リー ステ ィ ッ ク ” の ファ イル を 削除 し ます 。e>[F31 


F31] DELETE MEMORY STICK メニ ュー 
“メモリースティック ” の ファ イル を 削除 し ます 。 
ファ イル を 選択 し ます 。=[F311 


F311] MEMORY STICK メニ ュー 

削除 を 実行 し て 良い か 確認 の メッ セー ジ が 表示 きれ ます 。 

DELETE THIS FILE? 

OK : 削除 を 実行 する 場 
す 。 


合 ENTER (Ent) ボタ ン を 押し ま 


CANCEL : 削除 を 実行 し な い 場 合 MENU ボタ ン を 押し 


ます 。 


Fa] DATA MAINTENANCE... メニ ュー 
DATA MAINTENANCE... メニュー に 入る と き 、 
ド の 認証 が 行わ れ ま す 。 
BACK UP SYSTEM DATA...: シス テム デー タ の 「 メ 
モリ ー ス ティ ッ ク ” へ の バッ クア ッ プ が 行わ れ ま す 。 
=>[F41 
RE-STORE SYSTEM DATA... : シス テム デー タ が “2% 
モリ ー ス ティ ッ ク " か ら 読 み 出 され ます 。=[F42 
RE-LOAD FACTORY DATA... : 各 基 板 の 工 場 
デー タ が 読み 出さ れ ま す 。=>[F43 


パス ワー 


出荷 時 の 


F41] BACK UP SYSTEM DATA メニ ュー 
O [IN PROGRESS -] が 表示 され |-」 

点滅 し ます 。( デ ー タ の 書き 込み に は 時 間 を 要 し ます 。 終 
P 寺 ち くだ さい 。 


F42] RE-STORE SYSTEM DATA メニ ュー 
次 の メッ セー ジ が 表示 され 、 デ ー タ の 読み 出し の 確認 が 行 
われ ます 。 
ALL DATA WILL BE RESTORED 
AND MONITOR WILL RESTART 
ARE YOU SURE? 
OK : 読み 出す 場合 は ENTER (Ent) ン を 押し ます 。 
デー タ の 読み 出し 終了 後 、 モ ニタ ー は 自動 的 に 再起 動 
WE re 
CANCEL : 読み 出さ な い 
す 。 
DATA MAINTENANCE... メニ ュー に 戻り ます 。 


場合 は MENU ボタ ン を 押し ま 


Fa3] RE-LOAD FACTORY DATA... メニ ュー 
スロ ッ ト を 選択 する と 、 装 着 さ れ た 入力 アダ プター の 各 基 
板 の 工 場 出荷 時 の デー タ が 読み 出さ れ ま す 。 

SLOT2 ~ SLOT6 か ら 選 択 し ます 。SLOT5 は VIDEO デー 
タ と BLANKING デー タ に 分 か れ て いま す 。 [F431 


F] シス テム デー タ の 操作 一 FILE MANAGEMENT メニ ュー 


a || 


55 


-== wee lll 
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F431] RE-LOAD FACTORY DATA メニ ュー 
次 の メッ セー ジ が 表示 され 、 デ ー タ の 読み 出し の 確認 を し 
ます 。 

DATA RESET TO 

ITS FACTORY SETTING 

AND MONITOR WILL RESTART 

ARE YOU SURE? 

OK: 読み 出す 場合 は ENTER (Ent) ボタ ン を 押し ます 。 
デー タ の 読み 出し 終了 後 、 モ ニタ ー は 自動 的 に 再起 動 
ます る 

CANCEL : 読み 出さ な v 
す 。 

RELOAD FACTORY DATA.. メニュー に 戻り ます 。 


場合 は MENU ボタ ン を 押し ま 


6] モニ ター に 関す る 情報 の 表示 — STATUS メニ ュー 


モニ ター に 関す る 情報 
の 表示 
ー STATUS メニ ュー 


概要 


現在 の 設定 や 、 使 用 し て いる チャ ン ネ ル な ど 、 い ろ い ろ な 
情報 を 確認 する と き に 使う メニ ュー で す 。 


STATUS メニ ュー に は 2 画面 あり 、 以 下 の 情報 を 表示 で き 

ます 。 

・ 使用 し て いる チャ ン ネ ル に 関す る デー タ と 背面 パネ ル の 
スロ ッ ト に 装着 され て いる オプ ショ ン を 表示 する 
(STATUS (1/2) メニ ュー) 

© 使用 し て いる モニ ター と コン トロ ー ラ ー に 関す る 情報 を 
表示 する (STATUS (2/2) メニ ュー) 


STATUS メニ ュー の 階層 構造 


第 1 層 第 2 層 

CH STATUS.…[G1 CH 
OP 
IN 
FORMAT 
NAME 

SLOT STATUS [G2 MODEL NAME 
SERIAL NO 

MODEL NAME 

SERIAL NO 

SOFTWARE VERSION 

OPERATION TIME 

CRT TURN ON TIME 

IP ADDR 

CONTROLLER STATUS..[G3 MODEL NAME 
SERIAL NO 
SOFTWARE VERSION 
IP ADDR 


構成 メニ ュー 

以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 
メニ ュー の 見 か た 

・ 本 書 で は 各 メ ニュ ー に 付け た 番号 ( 例 : A11) は 、 画 面 に 
は 表示 され ませ ん 。 


詳し く は 「 メ ニュ ー 番 号 に つい て | (29 ペー ジ ) を ご 覧 くだ さき 
い 。 


¿[SO は 、 設 定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま 
Fo [>] を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 
し ます 。 


G] STATUS メニ ュー 
STATUS (1/2) また は STATUS (2/2) か ら 選 択 し ます 。 


STATUS (1/2) メニ ュー 


CH STATUS... : 使用 し て いる チャ ン ネ ル に 関す る 情報 
が 表示 され ます 。=[G1 


SLOT STATUS...: オプ ショ ンス ロッ ト 番 号 1 一 3 


(OPTION1 ~ 3) に 装着 され た オプ ショ ン の 情報 が 表 
示さ れ ま す 。 —[G2 

HD-SDI/D1.… : BKM-61D 装着 時 表示 
SDI/COMPOSITE... : BKM-62HS 装着 時 表示 
COMPONENT... : BKM-68X 装着 時 表示 

EMPTY... |: 未 装着 時 表示 


STATUS (2/2) メニ ュー 
使用 し て いる モニ ター と 操作 し て いる コン トロ ー ラ ー に 関 
する 情報 が 表示 され ます 。 
MODEL NAME : モニ ター の モデ ル 名 
SERIAL NO: モニ ター の シリ アル 番号 
SOFTWARE VERSION : モニ ター の ソフ トウ ェ ア の 
バー ジョ ン 
OPERATION TIME : モニ ター の 動作 時 間 (時 間 ) 
CRT TURN ON TIME: : モニ ター の CRT 使用 時 間 (時 
間 ) 
IP ADDR: モニ ター の IP アド レス 


PES 
CIR 


NETWORK スイ ッ チ を PEER TO PEER に 設定 し て いる 

& štá, [192.168.000.001] と 表示 され ます 。 

CONTROLLER STATUS... : 操作 し て いる コン トロ ー 
ラー に 関す る 情報 を 表示 [Gs 


G1] CH STATUS... メニ ュー 

使用 し て いる チャ ン ネ ル に 関す る 情報 が 表示 され ます 。 
80 ~ 89、91 一 97 チャ ン ネ ル で は 、 割 り 当 て られ て いる 内 
蔵 信号 の 情報 が 表示 され ます 。 

CH: チャ ン ネ ル 番 号 

OP : オプ ショ ンス ロッ ト 番 号 (OPTION1 ~ 3) 

IN : 入力 端子 番号 

FORMAT : 入力 信号 の フォ ー マ ッ ト 

NAME: チャ ン ネ ル 名 


80 ~ 89、91 ~ 97 チャ ン ネ ル で は 割り 当て られ て いる 


内 蔵 信号 の 情報 を 表示 し て いま す 。 


G2] SLOT STATUS メニ ュー 

オプ ショ ンス ロッ ト 番 号 1 一 3 (OPTION1 ~ 3) 装着 され 
た オプ ショ ン の 情報 が 表示 され ます 。 

MODEL NAME : モデ ル 名 

SERIAL NO: シリ アル 番号 


G5] CONTROLLER STATUS... メニ ュー 

操作 し て いる コン トロ ー に 関す る 情報 が 表示 され ます 。 
MODEL NAME : モデ ル 名 

SERIAL NO : シリ アル 番号 

SOFTWARE VERSION : Y ソフ トウ ェ ア の バー ジョ ン 
IP ADDR : IP アド レス 


H 


Citi 


NETWORK スイ ッ チ を PEER TO PEER に 設定 し て いる 
と き は 、「192.168.000.100] と 表示 され ます 。 


G] モニ ター に 関す る 情報 の 表示 一 STATUS メニ ュー 


a | 
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H コン トロ ー ラ ー の 設定 
ー CONTROLLER 
メニ ュー 


-== wee lll 


58 


概要 


コン トロ ー ラ ー の ネッ トワ ー ク の 設定 


を 行う メニ ュー で す 。 


・ モニ ター 選択 表示 部 の 表示 方 法 を 設定 する (MONITOR 
ID DISPLAY メニ ュー) 

・ コン トロ ー ラ ー の IP アド レス 、 サ ブ ネ ッ ト マ スク 、 デ 
フォ ルト ゲー トウ ェ イ を 設定 する (NETWORK 
SETTINGS... メニ ュー) 

・ コン トロ ー ラ ー の NETWORK スイ ッ チ の 設定 状態 を 表示 
する (NETWORK SW メニ ュー) 


CONTROLLER メニ ュー 
コン トロ ー ラ ー の ネッ トワ ー ク や シス テム の 設定 
LASA 
MONITOR ID DISPLAY : NETWORK スイ ッ チ を LAN 
に 設定 し た 場合 の モニ ター 選択 表示 部 の 表示 方 法 を 設 
ELIT. OM 
NETWORK SETTINGS... : NETWORK SETTINGS メ 
ニュ ー を 表示 し ます 。=>[Hz 
NETWORK SW : NETWORK スイ ッ チ の 設 
(LAN、PEER TO PEER) を 表示 し ます 。 
BVM-A14F5U/A14F5M/A14F5A に は NETWORK 
スイ ッ チ が な く 、LAN モー ド で 動作 し て いる た め 
BVM-A14F5U/A14F5M/A14F5A を コン トロ ー ラ ー 
と し て 使用 する 場合 は 表示 され ませ ん 。 
SNMP SETTINGS... : CONTACT, NAME, 
LOCATION, TRAP を 設定 し ます 。 [H3 


I 


ラー > 


TIA 


定 状 態 


Hi] MONITOR ID DISPLAY メニ ュー 
NETWORK スイ ッ チ を LAN に 設定 し た 場 
択 表 示 部 の 表示 方 法 を 設定 し ます 。 
BVM-A14F5U/A14F5M/A14F5A に は NETWORK スイ ッ 
チ が な く 、LAN モー ド で 動作 し て いる た め 、BVM- 
A14F5U/A14F5M/A14F5A を コン トロ ー ラ ー と し て 使用 す 
る 場合 は 常に 設定 可能 で す 。 


合 の モニ ター 選 


ON : 常に 表示 (工場 


出荷 時 の 設定 


) 


CONTROLLER メニ ュー の 階層 構造 
第 1 層 +28 BoB 
MONITOR ID 

DISPLAY [Hi 

NETWORK IP ADDRESS 


SETTINGS... [H2 


SUBNET MASK 


DEFAULT GATEWAY 


ADDRESS 


NETWORK SW 

SNMP SETTINGS... | CONTACT 

H3 NAME 
LOCATION 
TRAP 


AUTO: リモ ー ト 接続 操作 中 は 常 
一 定時 間 経過 後 非 表 示 


OFF : 非 表 示 


に 表示 、 操 作 終了 後 は 


H2] NETWORK SETTINGS... メニ ュー 

IP アド レス 、 サ ブ ネ ッ ト マ スク 、 デ フォ ルト ゲー トウ ェ イ 

を 設定 し ます 。 

IP ADDRESS : IP アド レス を 設定 し ます 。( 工場 出荷 時 
は 「192.168.000.100」) 

SUBNET MASK : サブ ネッ トマ スク を 設定 し ます 。 ( 工 
場 出荷 時 は | 255.255.255.0 ]) 

DEFAULT GATEWAY : デフ ォ ル トゲ ー ト ウェ イ を 設 
定 す る か どう か (OFF、ON) を 選択 し ます 。 (工場 出 


構成 メニ ュー 

以下 に 、 メ ヌメ ニュー 番号 順に 構成 メニ ュー を 説明 し ます 。 

メニ ュー の 見 か た 

・ 本 書 で は 各 メ ニュ ー に 付け た 番号 ( 例 : A11) は 、 画 面 に 
は 表示 され ませ ん 。 

金 詳 し く は | メニュー 番号 に つい て | (29 ペー ジ ) を ご 覧 くだ さ 
い 。 

© [=] は 、 設 定 操作 後 の 移 行先 メニ ュー の 番号 を 示し ま 
Fe [Ol を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 
LTs 

本 コン トロ ー ラ ー の 設定 — CONTROLLER メニ ュー 


荷 時 は OFF) 
ADDRESS : デフ ォ ル トゲ ー ト ウェ イ を 設定 し ます 。 
( 工場 出荷 時 は |「-------- ( 無 設定 )」) 
CANCEL : 変更 、 確 定 さ れ た 設定 を 変更 前 の 値 に 戻し ま 
す 。 


CONFIRM : 変更 、 確 定 さ れ た 設定 を 保存 、 反 映し ます 。 


ご 注意 


NETWORK スイ ッ チ を PEER TO PEER に 設定 し た 場合 
IP アド レス は 表示 に か か わら ず [192.168.000.100] に 固 
され ます 。 

NETWORK スイ ッ チ を LAN に 設定 する と 、 表 示さ れ た TP 
アド レス が 有効 と な り ま す 。 


E 


H3] SNMP SETTINGS... メニ ュー 
CONTACT メニ ュー : 管理 責任 者 の 情報 を 設定 し ます 。 


NEW NAME: 新規 の 名 前 を 入力 する (20 文字 まで )。 


使用 で きる 記号 は (コー T+] TA 


「%」 PJ TH TT_」「$」「( ス ペー ス )」 の 12 種類 で 
ず 。 
NAME メニ ュー : 管理 用 の 情報 (デバ イス ID) を 設定 
LIT 


NEW NAME : 新規 の 名 前 を 入力 する (20 文字 まで )。 


EHT iaa E DITIT- +] 1/4) 
1%) 14 PH) [_J TS] [CAS—A4)] の 12 種類 で 
Fo 

LOCATION メニ ュー : ix 


直 場 所 の 情報 を 設定 し ます 。 


NEW NAME : 新規 の 名 前 を 入力 する (20 文字 まで ) 。 


使用 で きる 記号 は (上 ーー」「+」 A 
「%」 PJ TH T_」「$」「( ス ペー ス )」 の 12 種類 で 
す 。 
TRAP メニ ュー : 情報 の 送信 先 を 設定 し ます 。TRAP1 
と TRAP2 の 2 か 所 の 設定 が で きま す 。 


TRAP1 : IP アド レス を 設定 し ます 。 (工場 出荷 時 は 
[000.000.000.000 1) 

TRAP2 : IP アド レス を 設定 し ます 。 (工場 出 荷 時 は 
[000.000.000.000 1) 

CANCEL : 変更 、 確 定 さ れ た 設定 を 変更 前 の 値 に 戻 
し ます 。 

CONFIRM : 変更 、 確 定 さ れ た 設定 を 保存 、 反 映し ま 


す 。 


[キー ロッ ク 設 定 KEY 
PROTECT メニ ュー 


概要 


各種 設定 
す 。 


項目 の 変更 が 効か な いよ うに 設定 する メニ ュー で 


構成 メニ ュー 


以下 に 、 メ ニュ ー 番 号 順 に 構成 メニ ュー を 説明 し ます 。 


メニ ュー の 見 か た 
・ 本 書 で は 各 メ ニュ ー 
は 表示 され ませ ん 。 


A11) は 、 画 面 に 


に 付け た 番号 ( 例 : 


$ 詳し く は | メニ ュー 番号 に つい て | (29 ペー ジ ) を ご 覧 くだ さき 
Vo 

「=>」 は 、 設 定 操 作 後 の 移 行先 メニ ュー の 番号 を 示し ます 。 

[>|] を 記し て いな い 場 合 は 、 そ こ で 設定 操作 が 完了 し ま 

す 。 


1] KEY PROTECT メニ ュー 

ON : コン トロ ー ラ ー 上 の ボタ ン (メニ ュー 操作 ボタ ン 、 
モニ ター 選択 ボタ ン を 除く ) が 機能 し な く な り 、 他 の 
メニ ュー の 設定 項目 も 変更 で き な く な り ま す 。 

OFF : キー ロッ ク を 解除 し ます 。 


ッ ク 設 定 — KEY PROTECT メニ ュー 


a | 
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付録 


仕様 


一 般 
信号 方 式 15.625kHz — 45kHz (詳細 は 、62 ペー ジ 
の 「 対 応 信号 シス テム 」 を ご 覧 くだ さ 
い 。) 
CRT 
型式 スー パー ファ イン ピッ チ ・ ト リ ニ ト ロン 、 


アス ペク ト 比 4:3 
AG ピッチ 03mm, 90° 偏向 、 み 30.6mm 
イン ライ ン ガ ン 


サイ ズ 
アス ペク ト 比 16:9 の と き : 
386 x 218mm ( 幅 / 高 さ ) 
対 角 443mm (17 2 型 ) 
アス ペク ト 比 4:3 の と き : 
386 x 291mm ( 幅 / 高き) 
対 角 482mm (19 型 ) 
CRT 保護 EHT 保護 タイ プ 
ウォ ー ム アッ プ 時 間 
約 30 分 
アノ ー ド 電圧 
27kV (CRT カッ ト オ フ 時 ) 
色 度 点 (中 心 値 ) 


有効 画面 


EBU 常光 体 
x y 
R 0.640 0.330 
G 0.290 0.600 
B 0.150 0.060 
誤差 + 0.005 以下 
消費 電力 200W 
(別売 り の アダ プター 装着 時 ) 
電源 AC100 - 240V 
2.1 - 09A、50/60 Hz 
質量 約 40kg 


仕様 


入出 力 


コン トロ ー ル 


映像 信号 系 
DG (微分 利得 ) 
DP (微分 位相 ) 
周波 数 特性 
直流 再生 


同期 系 
垂直 帰 線 時 間 
水平 帰 線 時 間 


画像 系 


OPTION : MINI-DIN 8 ピン (MI) x1 
PARALLEL REMOTE : 
D-sub 9 ピン (M) x1 
SERVICE : D-sub 9 ピン (1H) x 1 
LAN (10 BASE-T/100 BASE-TX) : 
RJ-45 x 1 
DC 5V OUT: 丸 型 4 ピン (M) x 1 


5% 以内 (ERE O ~ 100cd/m2) 

5 以内 (輝度 0 一 100cd/m2 

48Hz — 30MHz + 1dB/ - 3dB 

バッ ク ポ ー チ 方 式 

APL10 ~ 90% DAA tas Ablow LBB 
レベ ル の 変動 は 1% 以下 


650 u s 以下 
3.77 us 以下 (1080/601, 1035/601 信号 時 ) 


ノー マル スキ ャ ン 


アン ダー スキ ャ ン 


直線 性 


色 温度 


コン バー ジェ ンス エラ ー 


EAEE 


CRT 有効 画面 の 5% オー バー スキ ャ ン 
(CRT 有効 画面 の 10%) 


CRT 有効 画面 の 3% アン ダー スキ ャ ン 
(CRT 有効 画面 の 10%) 

画面 高 を 直径 と する 円 内 で 、 画 面 
0.5% 以内 、 円 外 で 約 1% 

D61、D65、D93 ( 他 の 色 温 度 に も 設定 可 ) 


高 の 約 


画面 高 を 直径 と する 円 内 : 04mm 以下 

その 他 : 07mm 以下 

100cd/m? (1Vprp 基準 信号 、100% 白色 信 
号 入力 時 ) 


/ 


ラス ター サイ ズ 安 定 度 
画面 高 の 1% 以下 (100cd/m2 0 E — 7 HE 

BEC 10 ~ 90%APL 時 ) 

解像度 700TV 本 (16:9), 900TV 本 (43) (中 心 

HB. HEEE 100cd/m? に て ) 


動作 柔 件 

温度 0~ 35T 

推奨 使用 温度 20 ~ 30 € 

湿度 0~ 90% 以下 (HERO RWS E) 
気圧 700 — 1060hPa 

保存 ・ 輸 送 柔 件 

温度 -10~40T 

湿度 0 ~ 90% 

気圧 700 — 1060hPa 

付属 品 


AC 電源 コー ド (1) 

3 極 — 2 極 変換 プラ グ (1) (日 本 仕向 け の み ) 
AC プラ グ ホ ル ダ ー (1) 

ヒュ ー ズ (1) 

タリ ー プ レー ト (1) 

4 : 3 マスク (1) 

オペ レー ショ ンマ ニュ アル (1) 

メニ ュー ツリ ー カ ー ド (1) 

プ ブラウン管 の 清掃 に つい て (1) 

保証 書 (1) 


本 機 は | 高調 濾 電流 規格 JIS C 61000-3-2 適合 品 ] で す 。 


本 機 の 仕様 お よび 外観 は 、 改 良 の た め 予 告 な く 変更 する こ 
と が あり ます が 、 ご 了承 くだ さい 。 


この 装置 は 、 情 報 処理 装置 等 電波 障害 自主 規制 協議 会 
(VCCI) の 基準 に 基づく クラ ス A 情報 技術 装置 で す 。 こ 
の 装置 を 家庭 環境 で 使用 する と 電波 妨害 を 引き 起こ すこ 
と が あり ます 。 こ の 場合 に は 使用 者 が 適切 な 対策 を 講ず 
る よう 要求 され る こと が あり ます 。 
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対応 信号 シス テム 


*3 入力 信号 が 無い と き 、 対 応 し な い 信号 シス テム の と き は 画面 上 の 表示 は NO SYNC と な り ま す 。 


シス テム 名 称 | 走査 線 総数 | 有効 走査 線 総数 / | フレ ー ム レー ト | スキ ャ ン 方 式 アス ペク ト 比 画面 上 の 表示 *3 
フレ ー ム フレ ー ム (Hz) 
575/501 625 575 25 2:1 イン ター レー ス 16:9/4:3 575/501 
480/59.941 525 483 30/1.001 2:1 イン ター レー ス 16:9/4:3 480/601 
576/50P 625 576 50 プロ グレ ッ シ ブ 16:9/4:3 576/50P 
480/59.94P 525 483 60/1.001 プロ グレ ッ シ ブ 16:9/4:3 480/60P 
24 
1080/24PsF 1125 080 2:1 イン ター レー ス 16:9 1080/481 
24/1001 
== 1080/5017 1125 080 25 2:1 イン ター レー ス 16:9 1080/501 
== 30 
1035/601 1125 1035 ドイ オジ タニ レヒ ; 
+ 70 2:1 イン ター レー ス 16:9 1035/601 
i 30 
1080/6012 1125 1080 2:1 イン ター レー ス 16:9 1080/601 
30/1.001 
720/50P 750 720 50 プロ グレ ッ シ ブ 16:9 720/50P 
60 
720/60P 750 720 プロ グレ ッ シ ブ 16:9 720/60P 
60/1.001 
* T 1080/25PsF に も 適用 
* 2 1080/30PsF に も 適用 


対応 信号 フォ ー マ ッ ト 


信号 フォ ー マ ッ ト 信号 シス テム | BKM-61D | BKM-62HS | BKM-68X スタ ンダ ー ド 
アナ ログ コン ポジ ッ ト 
NTSC セッ ト ア ッ プ レベ ル 480/59.941 O x x SMPTE 170M 
PAL 575/501 O x x Rec.ITU-R BT. 470 
PAL-M 480/59.941 O x x Rec.ITU-R BT. 470 
SECAM 575/501 O x x Rec.ITU-R BT. 470 
アナ ログ (Y/C) 
NTSC セッ ト ア ッ プ レベ ル e 480/59.941 O x x 
PAL 575/501 O x x 
PAL-M 480/59.941 O x x 
SECAM 575/501 © x x 
アナ ログ コン ポー ネン ト 
SMPTE 240M/ 
035/601 * x x O 
BTA S-001B 
080/601 * x x O 
SMPTE 274M 
080/501 x x O 
080/30PsF * x x O 
080/25PsF x x O SMPTE RP 211 
080/24PsF * x x O 
720/60P * x x O 
SMPTE 296M 
720/50P x x O 
SMPTE 293M/ 
480/59.94P x x O 
Rec.ITU-R BT.1358 
576/50P x x O Rec.ITU-R BT.1358 
480/59.941 x x O 
N10/SMPTE 
コン ポー ネン 575/501 x x O EBU N10 
トレ ベル 0 
Beta 480/59.941 x x O 
75 
アナ ログ RGB 
SMPTE 240M/ 
035/601 * x x O 
BTA S-001B 
080/601 * x x O 
SMPTE 274M 
080/501 x x O 
080/30PsF * x x O 
080/25PsF x x O SMPTE RP 211 
080/24PsF * x x O 
720/60P * x x O 
SMPTE 296 
720/50P x x O 
SMPTE 293M/ 
480/59.94P x x O 
Rec.ITU-R BT.1358 
576/50P x x O Rec.ITU-R BT.1358 
480/59.941 x x O Rec.ITU-R BT.601 
575/501 x x O Rec.ITU-R BT.601 
D1 
480/59.941 O O x 
SMPTE 259M 
575/501 O O x 
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信号 フォ ー マ ッ ト 信号 シス テム BKM-61D | BKM-62HS | BKM-68X スタ ンダ ー ド 
D2 
NTSC セッ ト ア ッ プ レベ ル 480/59.941 x x 
SMPTE 259M 
PAL 575/501 x x 
HD SDI (10 bit シス テム の み ) 
Single Link |422 1035/601 * x O x PTE 292M 
Single Link | 4:2:2 PTE 292M 
1080/601 * x O x 
Dual Link 4:4:4 SMPTE 372M 
Single Link | 4:2:2 SMPTE 292M 
: 1080/501 x O x 
Dual Link 4:4:4 SMPTE 372M 
Single Link | 4:2:2 SMPTE 292M 
: 1080/30PsF * x O x 
Dual Link 4:4:4 SMPTE 372M 
Single Link |422 SMPTE 292M 
1080/25PsF x O x 
Dual Link 4:4:4 SMPTE 372M 
Single Link | 4:2:2 SMPTE 292M 
1080/24PsF * x 〇 x 
Dual Link 4:4:4 SMPTE 372M 
Single Link |422 720/60P * x O x PTE 292M 
Single Link | 4:2:2 720/50P x O x PTE 292M 


* フ レー ムレ ー ト は 、1/1.001 に 


外形 寸法 図 


単位 : mm 
前 面 
4 4 
O 
| さ 
<+ 
[to] 
Go 
O 
Y y 
LO 
La 328 dl 
側面 
背面 


BKM-15R 取り 付け 時 


単位 : mm 
前 面 
444 
= = 
4 4 
[e2] 
[e>] 
m| OO 
LO 
Y 
Be 
CO 
O 
Y 
90000000 oo 0 <+ 
90990009 go al a + 
LOA 
側面 
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色 温 度 調整 用 プロ ー ブ を 使用 する と き の 接 続 ケ ー ブ ル に つい て 


ソニ ー 製 BKM-14L 以外 の 色 温 度 調整 用 プロ ー ブ を 使用 する 以下 に 、 接 続 ケ ー ブ ル の コネ クタ ー 仕 様 お よび 結線 の し か 
に は 、 特 別 な ケー ブル で モニ ター に 接続 する 必要 が あり ま た を 示し ます 。 
す 。 


UDT INSTRUMENTS 社 製 プ ロー ブ SLS 9400-FC の た め の 接 続 ケ ー ブ ル 


s N 


モジ ュ ラ ー コ ネクター ミニ DIN 8 ピン コネ クタ ー (4) 
1 6 
2 1 
© 0 
549 G ナ 3 
め Q 
8 て 6 
信号 ピン 番号 ピン 番号 信号 
N.C. 1 1 N.C. 
GND 2 + 2 N.C. 
RXD 3 3 RTS 
TXD 4 4 GND 
GND 5 5 N.C. 
N.C. 6 6 TXD 
TA +5V 
8 RXD 


KONICA MINOLTA 社 製 プ ロー ブ CA-100 の た め の 接 続 ケ ー ブ ル 


D-sub 25 ピン コネ クタ ー ( 凸 ) ミニ DIN 8 ピン コネ クタ ー (4) 

1 13 2 1 
の OOOOOOOOOOQ 5 D o 3 

14 25 8 Se 6 
言 号 ピン 番号 ピン 番号 as 
N.C. 1 1 N.C. 
TXD 2 2 N.C. 
RXD 3 3 RTS 
RTS 4 4 GND 
CTS 5 5 N.C. 
N.C. 6 6 TXD 
GND 7 Y +5V 
N.C 8-25 8 RXD 


66 | 仕様 


KONICA MINOLTA 社 製 プ ロー ブ CA-100plus の た め の 接 続 ケ ー ブ ル 


D-sub 9 ピン コ 


ネクター (4) 


ミニ DIN 8 ピンコ ネクター (4) 


— 5409 6+3 
m DOR 
6 9 8 6 

信号 ピン 番号 ピン 番号 | 信号 

CD 1 1 N.C. 

RXD 2 2 N.C. 

TXD 3 ~~~ 3 RTS 

DTR 4 4 GND 

GND 5 5 N.C. 

DSR 6 6 TXD 

RTS 7 7 +5V 

CTS 8 OS | 8 RXD 

GND 9 


DK-TECHNOLOGIES 社 製 プ ロー ブ PM 5639 の た め の 接 続 ケ ー ブ ル 
(DK-TECHNOLOGIES 社 製 ケ ー ブ ル PM 5639/00 相当 品 ) 


モジ ュ ラ ー コ ネクター 


1 


6 


== DIN 8 ピン コネ クタ ー 


(En 2! 
の © 
549 C+3 
の Q 
8 > 
信号 ピン 番号 ピン 番号 信号 
+5V 1 1 N.C. 
N.C. 2 2 N.C. 
RXD 3 3 RTS 
TXD 4 4 GND 
N.C. 5 5 N.C. 
GND 6 6 TXD 
L 7 +5V 
8 RXD 


THOMA 社 製 プ ロー ブ TF6 の た め の 接 続 ケ ー ブ ル 


D-sub 15 ピン コネ クタ ー 1 8 ミニ DIN 8 ピン コネ クタ ー 2 1 
( 凸 ) 60000006 ( 凸 ) Oo の 
の Q 
9 15 go 
信号 ピン 番号 ピン 番号 | 信号 
N.C. 1 1 N.C. 
RXD 2 2 N.C. 
TXD 3 3 RTS 
N.C. 4 4 GND 
N.C. 5 5 N.C. 
N.C. 6 6 TXD 
GND 7 7 +5V 
N.C. 8-15 8 RXD 
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メニ ュー 項目 索引 


以下 は 、 本 機 の メニ ュー 項目 を アル ファ ベッ ト 順 に 3 


ER 


その 説明 が 出 て いる 本 書 の ペー ジ と メニ ュー 番号 、 そ の 項 


目 の 属 する メニ ュー 選択 層 を 示し て いま す 。 


メニ ュー 項目 Da メニ ュー 番号 属す る メニ ュー 選択 層 
A ALIGNMENT 50 E2 INSTALLATION SETTINGS メニ ュー 
ANALYZE 39 B5 COLOR TEMP ADJ メニ ュー 
APPLY PASSWORD 49 D62 SYSTEM CONFIGURATION メニ ュー 
AUTO 35 A1 PICTURE AD] メニ ュー 
38 B2 COLOR TEMP ADJ メニ ュー 
AUTO ADJUST 35 A11 PICTURE AD] メニ ュー 
39 B21 COLOR TEMP ADJ メニ ュー 
AUTO FULL POINTS ADJ 52 E32 INSTALLATION SETTINGS メニ ュー 
AUTO ONE POINT ADJ 53 E33 INSTALLATION SETTINGS メニ ュー 
B BACK UP SYSTEM DATA 55 F41 FILE MANAGEMENT メニ ュー 
BLANKING SETTINGS 48 D4 SYSTEM CONFIGURATION メニ ュー 
C CH STATUS 57 G1 STATUS メニ ュー 
CHANGE PASSWORD 48 D61 SYSTEM CONFIGURATION メニ ュー 
CHANNEL NAME 45 C4 INPUT CONFIGURATION メニ ュー 
COLOR TEMP ADJ 36 B COLOR TEMP ADJ メニ ュー 
COMPONENT 43 C15 INPUT CONFIGURATION メニ ュー 
COMPOSITE 42 C13 INPUT CONFIGURATION メニ ュー 
CONTROLLER 58 H CONTROLLER メニ ュー 
CONTROLLER STATUS 57 G3 STATUS メニ ュー 
COPY FROM 36 A3 PICTURE AD] メニ ュー 
39 B3 COLOR TEMP ADJ メニ ュー 
45 C5 NPUT CONFIGURATION メニ ュー 
55 F2 FILE MANAGEMENT メニ ュー 
D DATA MAINTENANCE 55 F4 FILE MANAGEMENT メニ ュー 
DELETE 55 FS FILE MANAGEMENT メニ ュー 
DELETE MEMORY STICK 55 F31 FILE MANAGEMENT メニ ュー 
DIGITAL UNIFORMITY ADJ 52 E3 NSTALLATION SETTINGS メニ ュー 
DK-TECHNOLOGIES 36 B COLOR TEMP ADJ メニ ュー 
DUAL LINK HD-SDI 42 C12 NPUT CONFIGURATION メニ ュー 
F FILE MANAGEMENT 54 F FILE MANAGEMENT メニ ュー 
FORMAT 42 Ci NPUT CONFIGURATION メニ ュー 
I INPUT CONFIGURATION 40 C NPUT CONFIGURATION メニ ュー 
INSTALLATION SETTINGS 49 E NSTALLATION SETTINGS メニ ュー 
K KEY PROTECT 59 I KEY PROTECT メニ ュー 
KONICA MINOLTA 36 B COLOR TEMP ADJ メニ ュー 
L LANDING ADJUST 50 El INSTALLATION SETTINGS メニ ュー 


メニ ュー 項目 索引 


メニ ュー 項目 ペー ジ メニ ュー 番号 属す る メニ ュー 選択 層 
M MAINTENANCE 49 D7 SYSTEM CONFIGURATION メニ ュー 
MANUAL 37 B1 COLOR TEMP ADJ メニ ュー 
52 E31 INSTALLATION SETTINGS メニ ュー 
MANUAL ADJUST 35 A2 PICTURE ADJ メニ ュー 
38 B11 COLOR TEMP ADJ メニ ュー 
52 E311 NSTALLATION SETTINGS メニ ュー 
MATRIX 43 C2 INPUT CONFIGURATION メニ ュー 
MEMORY STICK 36 A33 PICTURE ADJ メニ ュー 
39 B33 COLOR TEMP ADJ メニ ュー 
45 C53 INPUT CONFIGURATION メニ ュー 
54 F111 FILE MANAGEMENT メニ ュー 
55 F22 FILE MANAGEMENT メニ ュー 
55 F311 FILE MANAGEMENT メニ ュー 
MODE 43 C3 INPUT CONFIGURATION メニ ュー 
MONITOR ID 39 B321 COLOR TEMP ADJ メニ ュー 
MONITOR ID DISPLAY 58 H1 CONTROLLER メニ ュー 
N NETWORK 46 D1 SYSTEM CONFIGURATION メニ ュー 
NETWORK SETTINGS 46 D11 SYSTEM CONFIGURATION メニ ュー 
58 H2 CONTROLLER メニ ュー 
O ON SCREEN SET 48 D5 SYSTEM CONFIGURATION メニ ュー 
OTHER CH 45 C51 INPUT CONFIGURATION メニ ュー 
OTHER MONITOR 36 A32 PICTURE ADJ メニ ュー 
39 B32 COLOR TEMP ADJ メニ ュー 
45 C52 INPUT CONFIGURATION メニ ュー 
55 F21 FILE MANAGEMENT メニ ュー 
55 F211 FILE MANAGEMENT メニ ュー 
P PARALLEL REMOTE 47 D2 SYSTEM CONFIGURATION メニ ュー 
PASSWORD 48 De SYSTEM CONFIGURATION メニ ュー 
PICTURE ADJ 34 A PICTURE ADJ メニ ュー 
POWER 48 D3 SYSTEM CONFIGURATION メニ ュー 
PRESET VALUE 36 A31 PICTURE ADJ メニ ュー 
39 B31 COLOR TEMP ADJ メニ ュー 
R RE-LOAD FACTORY DATA 55 F43 FILE MANAGEMENT メニ ュー 
RESTORE FACTORY DATA 39 B4 COLOR TEMP ADJ メニ ュー 
50 E11 INSTALLATION SETTINGS メニ ュー 
RE-STORE SYSTEM DATA 55 F42 FILE MANAGEMENT メニ ュー 
S SAVE TO 54 F1 FILE MANAGEMENT メニ ュー 
SAVE TO MEMORY STICK 54 F11 FILE MANAGEMENT メニ ュー 
SDI/HD-SDI 42 C11 NPUT CONFIGURATION メニ ュー 
SLOT STATUS 57 G2 STATUS メニ ュー 
SNMP SETTINGS 47 D12 SYSTEM CONFIGURATION メニ ュー 
59 H3 CONTROLLER メニ ュー 
STATUS 56 G STATUS メニ ュー 
SYSTEM CONFIGURATION 45 SYSTEM CONFIGURATION メニ ュー 
SY THOMA 36 B COLOR TEMP ADJ メニ ュー 
U UDT INSTRUMENTS 36 B COLOR TEMP ADJ メニ ュー 
Y YC 43 C14 INPUT CONFIGURATION メニ ュー 
1 1 PIN... ~ 8 PIN... 47 D21 SYSTEM CONFIGURATION メニ ュー 
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To reduce the risk of fire or electric shock, 
do not expose this apparatus to rain or 
moisture. 


To avoid electrical shock, do not open the 
cabinet. Refer servicing to qualified 
personnel only. 


WARNING 
THIS APPARATUS MUST BE EARTHED. 


AVERTISSEMENT 


Afin de réduire les risques d’incendie ou d’électrocution, 
ne pas exposer cet appareil a la pluie ou a l’humidité. 


Afin d’écarter tout risque d’électrocution, garder le coffret 
fermé. Ne confier l'entretien de l’appareil qu’à un 
personnel qualifié. 


AVERTISSEMENT 
CET APPAREIL DOIT ETRE RELIE A LA TERRE. 


Um die Gefahr von Branden oder elektrischen Schlagen 
zu verringern, darf dieses Gerat nicht Regen oder 
Feuchtigkeit ausgesetzt werden. 


Um einen elektrischen Schlag zu vermeiden, darf das 
Geháuse nicht geoffnet werden. Uberlassen Sie 
Wartungsarbeiten stets nur qualifiziertem Fachpersonal. 


WARNUNG 
DIESES GERÁT MUSS GEERDET WARDEN. 


WARNING 

1.Use the approved Power Cord (3-core mains lead) / 
Appliance Connector / Plug with earthing-contacts that 
conforms to the safety regulations of each country if 
applicable. 

2.Use the Power Cord (3-core mains lead) / Appliance 
Connector / Plug conforming to the proper ratings (Voltage, 
Ampere). 


If you have questions on the use of the above Power Cord / 
Appliance Connector / Plug, please consult a qualified service 
personnel. 


For the customers in USA (BVM-A20F1U) 
This equipment has been tested and found to comply with the 
limits for a Class A digital device, pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is 
operated in a commercial environment. This equipment 
generates, uses, and can radiate radio frequency energy and, 
if not installed and used in accordance with the instruction 
manual, may cause harmful interference to radio 
communications. Operation of this equipment in a residential 
area is likely to cause harmful interference in which case the 
user will be required to correct the interference at his own 
expense. 


You are cautioned that any changes or modifications not 
expressly approved in this manual could void your authority to 
operate this equipment. 


All interface cables used to connect peripherals must be 
shielded in order to comply with the limits for a digital device 
pursuant to Subpart B of Part 15 of FCC Rules. 


WARNING 

Using this unit at a voltage other than 120 V may require 
the use of a different line cord or attachment plug, or both. 
To reduce the risk of fire or electric shock, refer servicing 
to qualified service personnel. 


For the customers in Canada (BVM-A20F1U) 
This Class A digital apparatus complies with Canadian ICES- 
003. 


Pour les utilisateurs au Canada (BVM-A20F1U) 
Cet appareil numérique de la classe A est conforme a la 
norme NMB-003 du Canada. 


For the customers in Europe (BVM-A20F1M/BVM- 
A20F1A) 

This product with the CE marking complies with both the EMC 
Directive (89/336/EEC) and the Low Voltage Directive (73/23/ 
EEC) issued by the Commission of the European Community. 
Compliance with these directives implies conformity to the 
following European standards: 

・ EN60950-1: Product Safety 

・ EN55103-1: Electromagnetic Interference (Emission) 

e EN55103-2: Electromagnetic Susceptibility Immunity) 
This product is intended for use in the following 
Electromagnetic Environment: E4 (controlled EMC 
environment, ex. TV studio). 


Pour les clients européens (BVM-A20F1M/BVM- 

A20F1A) 

Ce produit portant la marque CE est conforme a la fois a la 

Directive sur la compatibilité électromagnétique (EMC) (89/ 

336/CEE) et a la Directive sur les basses tensions (73/23/ 

CEE) émises par la Commission de la Communauté 

européenne. 

La conformité a ces directives implique la conformité aux 

normes européennes suivantes: 

・ EN60950-1: Sécurité des produits 

・ EN55103-1: Interférences électromagnétiques 
(émission) 

・ EN55103-2: Sensibilité électromagnétique (immunité) 

Ce produit est prévu pour être utilisé dans l'environnement 

électromagnétique suivant: E4 (environnement EMC contrólé, 

ex. Studio de télévision). 


Fur Kunden in Europa (BVM-A20F1M/BVM- 

A20F1A) 

Dieses produkt besitzt die CE-Kennzeichnung Und erfúllt die 

EMV-Richtlinie (89/336/EWG) sowie die 

Niederspannungsrichtlinie (73/23/EWG) der EG-Kommission. 

Angewandte Normen: 

・ EN60950-1: Sicherheitsbestimmungen 

e EN55103-1: Elektromagnetische Verträglichkeit 
(Stóraussendung) 

e EN55103-2: Elektromagnetische Verträglichkeit 
(Storfestigkeit), 

fur die folgenden elektromagnetischen Umgebungen: E4 

(kontrollierter EMV-Bereich, z.B. Fernsehstudio) 
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Overview 


Precautions 


On safety 


e Operate the unit only with a power source as specified in 
“Specifications” section. 

・ The nameplate indicating operating voltage, power 
consumption, etc., is located at the rear. 

・ Should any solid object or liquid fall into the cabinet, 
unplug the unit and have it checked by qualified 
personnel before operating it any further. 

・ Do not drop or place heavy objects on the power cord. If 
the power cord is damaged, turn off the power 
immediately. It is dangerous to use the unit with a 
damaged power cord. 

・ Unplug the unit from the wall outlet if it is not to be used 
for several days or more. 

・ Disconnect the power cord from the AC outlet by 
grasping the plug, not by pulling the cord. 

・ The socket-outlet shall be installed near the equipment 
and shall be easily accessible. 


On installation 


・ Allow adequate air circulation to prevent internal heat 
build-up. 

Do not place the unit on surfaces (rugs, blankets, etc.) or 
near materials (curtains, draperies) that may block the 
ventilation holes. 

・ Do not install the unit in a location near heat sources 
such as radiators or air ducts, or in a place subject to 
direct sunlight, excessive dust, mechanical vibration or 
shock. 


On cleaning 


To keep the unit looking brand-new, periodically clean it 
with a mild detergent solution. Never use strong solvents 
such as thinner or benzine, or abrasive cleansers since they 
will damage the cabinet. As a safety precaution, unplug 
the unit before cleaning it. 


Precautions 


Chapter 


On repacking 


Do not throw away the carton and packing materials. They 
make an ideal container which to transport the unit. When 
shipping the unit to another location, repack it as 
illustrated on the carton. 


If you have any questions about this unit, contact your 
authorized Sony dealer. 


On rack mounting 


When the monitor is mounted on a rack, the temperature 
around the monitor may rise due to heat generated from 
other equipment and reduced air circulation, causing 
damage to the monitor. To prevent this, keep the space 
around the monitor (1U or more space above and below 
the monitor), and install a ventilation fan or take other 
effective countermeasures so that the temperature around 
the monitor is within the specified range: operating 
temperature range of 0 to 35 °C (32 to 95°F). 


On magnetism 


・ Do not place the unit near any objects or pieces of 
equipment which generate magnetism, such as magnets, 
speakers, electric clocks, toys using magnets, health 
appliances, etc. Magnetism will cause picture bounce, 
oscillations or picture discoloration. 

・ Also, the picture may become fuzzy or the colors may 
not reproduce correctly due to earth magnetism. This 
depends on direction that the unit is installed. This is not 
equipment failure. In such a case, simply degauss the 
unit. 


On the CRT 


Dust accumulates on the CRT easily. Clean the CRT 
when necessary with a soft cloth. 

The surface of the CRT is easily scratched; therefore, do 
not rub or touch the surface of the CRT unnecessaril y 
since this may result in a scratched picture tube. 

If you touch the surface of the CRT, you may feel a weak 
electrical shock. This is simply static electricity that is 
generated on the surface of the CRT. It will not affect the 
human body. 


On displaying the 4:3 signal 

The 16:9 mask has been attached to the monitor at the 
factory. If the 16:9 button is pressed to change to the 4:3 
aspect mode in this condition, the upper and lower portions 
of the image is hidden by the mask. To display the 4:3 
image, replace the 16:9 mask with the supplied 4:3 mask. 


For details, see “Installation of the 4:3 Mask” on page 21. 


Overview 


The BVM-A20F1U/A20F1M/A20F1A is 20-inch” 
Trinitron 2) Color Video Monitor. They are suitable for 
television stations or video production houses, where 
precise image reproduction is required. 


Features 


Multiformat 

The monitor supports the principal formats (4801/480P/ 
720P/10801) for the digital broadcasts, NTSC and PAL 
color systems whose horizontal frequency is between 
15.625 kHz and 45 kHz.) 


High resolution picture tube 
The HR Trinitron picture tube produces a clear, high 
resolution image. 


Aperture Resolution at the center 
of the picture 
0.3 mm 900 TV lines (4:3) 
700 TV lines (16:9) 


Separate control unit 

Using a separate control unit reduces the space needed for 
the equipment. 

The monitor is controlled by an optional BKM-15R 
Monitor Control Unit. The BVM-A20F1U/A20F1M/ 
A20F1A can be connected to the BKM-15R via an optional 
BKM-35H Monitor Control Unit Attachment Kit. 


Remote control function in the network 
connection (Ethernet control) 

Up to 32 monitors and control units (max. 4) can be 
connected by the Ethernet (10BASE-T/100BASE-TX) 
connection. You can control individual monitors or 
monitor groups simply by entering monitor ID or group ID 
No.. You can also execute the same operation on all 
connected monitors, or put all connected monitors into the 
same setup and adjustment state. 


1) 20-inch refers to the CRT size of the monitor. For effective picture size, see “Specifications” on page 59. 


2) Trinitron® is a registered trademark of Sony Corporation. 


3) For details on the signal format, see “Available Signal Systems” on page 58 and “Available Signal Formats” on page 59. 


Overview 
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Setup and adjustment with the “Memory Stick” 
You can use a “Memory Stick” to save and load monitor 
setup and adjustment data via the BKM-15R Monitor 
Control Unit. If your system includes more than one 
monitor, you can use the “Memory Stick” to exchange data 
between monitors. This makes it easy to put all monitors in 
your system into the same setup and adjustment state. 


Auto chroma/phase/matrix and white balance 
functions 

The chroma, phase and matrix of the decoder are 
automatically adjusted with the auto chroma/phase/matrix 
function and the color temperature is automatically 
adjusted with the auto white balance function by using the 
BKM-14L Auto Setup Probe, etc. 


Safe area display 
The safe area display function equipped as standard 
displays the important image area. 


Expandable input capability 

The input connector configuration can be easily modified 
by simply inserting the optional adaptor into the input 
option slot at the rear of the monitor. Up to three adaptors 
can be installed. 


Stable color temperature 
The internal beam current feedback circuit maintains a 
constant color temperature over long periods of time. 


Blue-only mode convenient for monitoring 
noise 

All three CRT cathodes can be driven with a blue signal, 
producing a monochrome display. This mode is 
convenient for chroma and phase adjustment, and for 
monitoring VTR noise. 


Matrix selection 

The ITU601, ITU709 and SMPTE 240M matrix modes can 
be selected for individual input signals. The individual 
matrix data can be memorized in USER1 to 5 by adjusting 
the auto chroma/phase/matrix. 


Digital uniformity circuit 

Uniform white can be reproduced on every point of the 
screen, even in the peripheral area, thanks to the built-in 
digital uniformity circuit. The uniformity can be adjusted 
to match the installation conditions of the monitor. 
Automatic adjustment is also possible using the optional 
BKM-14L auto setup probe. 


Other features 

e Has relay contact parallel remote control connector. 

e Built-in test signal generator for crosshatch, 100% white 
signal, 20% gray signal, gray scale, and PLUGE (Picture 
Line Up Generating Equipment). 

H delay/V delay function for checking of the horizontal 
and vertical synchronization signals. 

Auto and manual degaussing. 

Built-in CRT protection circuit. 


Overview 


The monitor may be mounted in an BIA-standard 19- 
inch rack, using an optional BKM-30E20 Rack Mount 
Kit. 

The appearance of the monitor can be changed to 16:9 or 
4:3 display by the replacement of a mask. 

Remote Maintenance function for checking the device 
information (Model Name, Serial No, IP Address and 
Software Version) and error information by connecting 
to Sony e-Support System with an SNMP protocol. 


Options 


For external control 


BKM-15R Monitor Control Unit 

A controller, allowing control of BVM-A series monitor. 
A controller, allowing you to control multiple monitors 
from one control unit. 


BKM-14L Auto Setup Probe 

A probe, allowing the automatic adjustment of the 
monitor’s color temperature. 

The probe is also used for white uniformity adjustment. 


For installation 


BKM-30E20 Rack Mount Kit 
Rack mount kit for mounting the BVM-A20F1U/A20F1M/ 
A20F1A in an EIA standard 19-inch rack. 


BKM-35H Monitor Control Unit Attachment Kit 
Assembly kit for attaching a BKM-15R Monitor Control 
Unit to the BVM-A20F1U/A20F1M/A20F1A. 


SMF-700 Monitor Interface Cable 
Used to connect the BVM-A20F1U/A20F1M/A20F1A 
monitor to the BKM-15R Monitor Control Unit. 


Input adaptors 


The input connector panel is configured by sliding the 
optional decoder adaptor or input expansion adaptor into 
the input option slot at the rear of the monitor. Up to three 
adaptors can be installed to the monitor. 

The input signal type for each connector of the adaptor is 
set with the INPUT CONFIGURATION menu, in 
accordance with the configuration of the connector panel. 


When installing the adaptor, be sure to perform the 
necessary input signal setup with the INPUT 
CONFIGURATION menu. If the setup is not performed, 
the adaptors may not function correctly. 


For information about the INPUT CONFIGURATION 
menu, see “[C] Setting the Input Configuration — INPUT 
CONFIGURATION Menu” on page 37. 


BKM-61D SDI/Analog Multi Input Adaptor 
Includes decoders for serial digital signals (525/625 
component and NTSC/PAL composite) and analog 
composite signals (NTSC/PAL/PAL-M/SECAM). Input/ 
output connectors for two serial digital channels and three 
analog channels are equipped. 


The signal from the MONITOR OUT connector of the 
BKM-61D does not satisfy the ON-LINE signal 
specifications. 


BKM-62HS HD SDI/SDI Input Adaptor 

Includes a decoder for HD serial digital signals and serial 
digital component (525/625) signals and input/output 
connectors for two serial digital signal. Dual-Link input is 
also available for HD serial digital signals. 


The signal from the MONITOR OUT connector of the 
BKM-62HS does not satisfy the ON-LINE signal 
specifications. 


BKM-68X Analog Component Input Adaptor 
Analog component signals or analog RGB signals are 
input. Input/output connectors for one channel are 
equipped. 


Connector Panel Configuration 


By adding the optional decoder adaptor or input expansion 
adaptors, the input/output connector panel can be 
assembled in a wide variety of configurations. The signals 
that each of the adaptors’ connectors supports are given in 
the right table. The type of signal to be applied to each 
input/output connector is set with the INPUT 
CONFIGURATION menu. 


The BKM-61D cannot provide proper active-through 
outputs if a signal whose input No. format is not selected in 
the INPUT CONFIGURATION menu is input. (If AUTO 
is selected, input a signal which has the same format with 
the signal monitored last.) 


For information about the INPUT CONFIGURATION 
menu, see “[C] Setting the Input Configuration — INPUT 
CONFIGURATION Menu” on page 37. 


Input 
signal 


Serial 
Digital 
Input 


Input 
Adaptor 


Component 
525/625 


SDI/ 
Analog 
Multi Input 
Adaptor 
BKM-61D 


O 


HD SDI/SDI 
Input 
Adaptor 
BKM-62HS 


O 


Analog 
Component 
Input 
Adaptor 
BKM-68X 


Composite 
NTSC 


O 


Composite 
PAL 


HD-SDI 


Analog 
Input 


Composite 
TSC 


Composite 
PAL 


Composite 
PAL-M 


Composite 
SECAM 


YPBPR 525/ 
625 


GBR 525/ 
625 


Y/C NTSC 


Y/C PAL 


Y/C PAL-M 


Y/C SECAM 


OIOIOIO 


YPgPm/GBR 
1080/48I 


YPBPR/GBR 
1080/501 


YPgPm/GBR 
576/50P 


YPBPR/GBR 
480/60P 


YPBPR/GBR 
1035/601 


YPBPR/GBR 
1080/601 


YPBPR/GBR 
720/50P 


YPBPrR/GBR 
720/60P 


Number of digital 


Inputs 


2 


Number of analog 


Input 


3 


O: Signal can be reproduced. 
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Installing a Decoder Adaptor 


Each decoder adaptor can be installed in any input option 


slot on the rear panel. 


Turn off the main power of the monitor and disconnect the 
AC power cord before installing or removing adaptors. 


1 Remove the cover of an input option slot on the rear 
panel of the monitor. 


Cover of an input option slot 


Make sure the MAIN POWER switch is 
turned OFF, and disconnectthe AC power 
cord. 


2 Insert the adaptor under the positioning mark on the 
top of the slot (on the left of the screw hole). 


Positioning mark 


Insert the adaptor 
here. 


Overview 


3 Push the adaptor in until it is firmly seated in the 
connector inside the monitor, then tighten the two 
screws to secure the adaptor. 


・ The left side of the cover is equipped with shielded 
projections. Handle the cover carefully so as not to 
damage them. 

・ When the removed cover is reattached, check the up/ 
down side of the cover. The shielded projections should 
face the left side. 


Position the shielded 
projections so that they 
face the left side. 


e If the shielded projections are damaged or the cover is 
attached in the wrong direction, the monitor may not 
conform to the radiation standards. 


Location and Function of Parts 


Front Panel of Monitor 


D Tally lamp 
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OPTION connector 


OPERATE lamp 


STANDBY lamp 


© OVER LOAD lamp 


O Tally lamp 

With factory settings, the tally lamp lights when pins No. 8 
and No. 9 of the PARALLEL REMOTE connector on the 
rear panel are shorted. By changing the setting in the 
PARALLEL REMOTE menu, different pins on the 
PARALLEL REMOTE connector can be used to control 
the tally lamp. 


For information about the PARALLEL REMOTE menu, 
see “[D] System Configuration — SYSTEM 
CONFIGURATION Menu” on page 42. 


O OPERATE lamp 

Lights when the monitor is put into operation mode from 
standby mode (see €) STANDBY lamp) by pressing the 
MONITOR I/© switch of the BKM-I5R. 


When the STANDBY lampis blinking, the monitor cannot 
be put into operation mode (internal data initialization is 
taking place). Wait until the STANDBY lamp is steadily 
lit. 


© STANDBY lamp 

Lights when the monitor is in standby mode. The monitor 

will be in standby mode under the following conditions: 

・ The MAIN POWER switch (on the rear panel) is turned 
on (the STANDBY lamp will blink for a few moments 
after the switch is turned on, then will light). 

・ The monitor is changed from operation mode to standby 
mode by external control. 


© OVER LOAD lamp 

Lights to warn of CRT overload. 

When the OVER LOAD lamp is lit, use the unit with the 
contrast or brightness reduced. 


O OPTION connector 
Used to connect the auto setup probe (BKM-14L, etc). 


Location and Function of Parts 1 1 


Rear Panel of Monitor 


O Input option slots 


O PARALLEL REMOTE 
connector 
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O SERVICE connector 
O NETWORK switch 


O LAN (10/100) connector 


© MAIN POWER switch 


© AC IN socket 


O DC 5V OUT connector 


© Fuse 


O MAIN POWER switch 

When turned on, the monitor enters operation mode. By 
setting in the SYSTEM CONFIGURATION menu, the 

monitor can also be set to enter standby mode when the 
MAIN POWER switch is turned on. 


For information about the SYSTEM CONFIGURATION 
menu, see “[D] System Configuration — SYSTEM 
CONFIGURATION Menu” on page 42. 


© ACIN socket (3-pin) 
Connects the monitor to an AC power source, via the 
supplied AC power cord. 


NN AC power cord (supplied) 


AC Plug holder (supplied) 


Attach the AC Plug holder to the AC power cord, and connect 
itto the AC IN socket so that the cord does not come loose. 


O Fuse 


Use a T4AH fuse. 


O Input option slots 
The monitor may be fitted with optional input adaptors. 


1 2 Location and Function of Parts 


O PARALLEL REMOTE connector (female, D-sub 
9-pin) 

Forms a parallel switch and controls the monitor 

externally. The pin assignment and factory setting function 

assigned to each pin are given below. 


Pin number Function 

1 Set input signal channel 1 (numeric 
keypad function) 

2 Set input signal channel 2 (numeric 
keypad function) 

3 Select sync signal (SYNC button 
function) 

4 Set the screen to monochrome, or set 
for automatic switching based on the 
input signal (MONO button function) 

5 Marker (set in the channel) ON/OFF 
(MARKER button function) 

6,7 Not connected 
Tally lamp ON/OFF 
Ground 


All pin function assignments can be changed with the 
PARALLEL REMOTE menu. 


For information about the PARALLEL REMOTE menu, 
see “[D] System Configuration — SYSTEM 
CONFIGURATION Menu” on page 42. 


To switch each function between on and off or between 
enable and disable, change pin connections in the 
following way. 

ON or enabled: Short each pin and pin 9 together. 
OFF or disabled: Leave each pin open. 


O SERVICE terminal (male, D-sub 9-pin) 
This connector is for use by service personnel only. 


@ NETWORK switch 

Set to LAN for the network connections. Set to PEER TO 
PEER when the monitor is connected directly to the LAN 
(10/100) connector of the BKM-15R (1 to 1 connection). 


© LAN (10/100) connector (10BASE-T/100BASE-TX) 
Connect to the network by using a 1OBASE-T/100BASE- 
TX LAN cable (shield type, optional) or to the LAN (10/ 
100) connector of the BKM-15R. Or connect to the LAN 
(10/100) connector of the BKM-15R by using the SMF- 
700 or the cable supplied with the BKM-35H. 


CAUTION 

・ When an optional LAN cable is connected, use a shield 
type cable to prevent miss-operation due to noises. Also, 
to directly connect the monitor to the LAN (10/100) 
connector of the BKM-15R (NETWORK switch is set to 
PEER TO PEER) (1 to 1 connection), use a straight 
(shield type) cable. 

For safety, do not connect the connector for peripheral 
device wiring that might have excessive voltage to this 
port. 

Follow the instructions for this port. 

The connection speed may be affected by the network 
system. This unit does not guarantee the communication 
speed or quality of 10B ASE-T/100BASE-TX. 


O DC SV OUT connector (female) 

Supplies the DC power for the BKM-15R. 

Connect to the DC 5V IN connector of the BKM-15R with 
the SMF-700 or the cable supplied with the BKM-35H. 


Plug the male 
connector into 
the monitor. 


Be sure to plug the male connector of the cable into the 
DC 5V OUT connector on the monitor. 


Location and Function of Parts 
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BKM-15R Monitor Control Unit (Optional) 


The following is the location and function of parts and 
controls of the optional BKM-15R Monitor Control Unit. 


Front 


O OPERATE lamp 


© “Memory Stick” insertion slot 


© Function buttons 


O Menu operation buttons 


© DEGAUSS button 


© MONITOR 1/5 
switch 


@ Numeric keypad 


© Monitor select buttons 
and lamps 

© MANUAL adjustment 
buttons and knobs 


O OPERATE lamp 
The lamp lights when the unit is turned on. 


O “Memory Stick” insertion slot 
The standard and duo type “Memory Stick” is available. 
Insert the “Memory Stick” (optional). 


For inserting/ejecting the “Memory Stick”, see page 19. 


© Function buttons 

Change the operation conditions for the monitor. 

Each time the button is pressed, the LED turns on and turns 
off, and the operation conditions are changed. 


MONO button APT button 
E button COMB button 
0 button CHAR OFF button 
5] button COL TEMP 
上 chir cb. button 
MA MONO APT COMB OFF TEMP 
回 


EXT BLUE CHROMA 
16:9 SYNC ONLY ROFF GOFF BOFF MARKER UP 


] [ CHROMA UP 
16:9 button | | button 
MARKER button 
R/G/B OFF 


EXT SYNC button 
button 


BLUE ONLY button 


回 (Under scan) button: When this button is pushed in 
(ON), the picture is under scanned by 3%, and four 
ends of the raster is displayed on the screen. 


Location and Function of Parts 


Oo (H delay) button: When this button is pushed in (ON), 
the picture moves horizontally, and a horizontal sync 
signal appears. 

・ Brightness of the picture increases automatically, 
and it makes it easy to check the sync part. 

e When the & button is pressed in H delay mode, a 
pulse cross picture is displayed. 


= (V delay) button: When this button is pushed in (ON), 
the picture moves vertically, and a vertical sync signal 
appears approximately in the center of the screen. 
・ Brightness of the picture increases automatically, 
and it makes it easy to check the sync part. 
e When the [1] button is pressed in V delay mode, a 
pulse cross picture is displayed. 


MONDO button: When this button is pushed in (ON), a 
monochrome picture is displayed. When the buttons is 
off, the monitor switches automatically between color 
and monochrome mode, depending on the color 
discrimination of the optional decoder. 


The MONO button does not function with the RGB signal 
input. 


APT button : When this button is pushed in (ON), the 
frequency response can be modified. The degree of 
modification is set with the INPUT 
CONFIGURATION menu. 


For information about the aperture modification frequency 
for each signal system, see “Aperture modification 
frequency for each signal system” on page 18. 


For information about the INPUT CONFIGURATION 
menu, see “[C] Setting the Input Configuration — INPUT 
CONFIGURATION Menu” on page 37. 


COMB button: Turn the comb filter on and off. 
This function is available when the BKM-61D SDI/ 
analog multi input adaptor is installed. (For NTSC, 
PAL and PAL-M only) 
The comb filter is set in the YC SEP menu and NTSC 
COMB FILTER menu of the INPUT 
CONFIGURATION menu. 


For information about the YC SEP menu and the NTSC 
COMB FILTER menu, see “[C/] Setting the Input 
Configuration — INPUT CONFIGURATION Menu” on 
page 37. 


CHAR OFF button: When this button is pushed in (ON), 
the characters disappear from the monitor on the 
MANUAL menu of some menus. 


COL TEMP button: When this button is pushed in (ON), 
you can access directly the MANUAL menu. 


16:9 button: When this button is pushed in (ON), the 
aspect ratio changes to 16:9, and when set to OFF, the 
aspect ratio changes to 4:3. 


The aspect ratio is fixed to 16:9 when the signal of some 
signal formats is input. For details, see “Available Signal 
Systems” on page 58. 


EXT SYNC button : This is available when BKM-68X 
analog component input adaptor (optional) is installed. 
When this button is pushed in (ON), the signal from the 
BKM-68X synchronizes to the sync signal input to the 
SYNC connectors on the rear panel (EXT SYNC). 
When set to OFF, it synchronizes to the sync signal 
included in the signals being monitored (INT SYNC). 


・ When INT SYNC is selected, use a component or Y/C 
signals including a sync signal on the Y signal, and use 
RGB signal including a sync signal on the G signal. 

・ This does not function when an analog composite signal, 
Y/C signal or serial digital signal is monitored. 


BLUE ONLY button: When this button is pushed in 
(ON), red and green signals are cut, and only the blue 
signal is displayed as a monochrome picture. It makes 
it easy to adjust CHROMA and to check VTR noise. 


R/G/B OFF button: When these buttons are pushed in 
(ON), R (red), G (green), and B (blue) beams are cut 
respectively. 


MARKER button: When this button is pushed in (ON), a 
marker is displayed on the screen. 
The display mode of the marker is set in the MARKER 
MODE menu of the INPUT CONFIGURATION 
menu. 
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For information about the MARKER MODE menu, see 
“[C] Setting the Input Configuration — INPUT 
CONFIGURATION Menu” on page 37. 


When EXT SYNC is selected, the marker may not be 
shown in the correct position. 


CHROMA UP button: When this button is pushed in 
(ON), the chroma setting increases 12 dB. 


O Menu operation buttons 


MENU button: Press to display the monitor 


UP MENU menus. 


UP/DOWN buttons: Press to select the 


DOWN ENTER items and setting values. 


ENTER button: Press to confirm the items 
and values entered (Ent button on the 
numeric keypad has the same function). 


For more information about menu operation, see “Basic 
Menu Operations” on page 25. 


O DEGAUSS button 

Press to degauss the CRT (every time the monitor is turned 
on, the CRT is degaussed automatically). To degauss 
again, wait for more than five minutes. 


© MONITOR 1/0) switch 

Press to turn on the monitor or set it in standby mode. By 
setting with the monitor select button, it is possible to turn 
on the power of the specified monitors only, or of all 
monitors at the same time, or set in standaby mode. 


For monitor select buttons, see ““Selecting the Monitor/ 
Group” on page 23. 


Location and Function of Parts 1 5 
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@ Numeric keypad 
Use to designate the channel number for the input signal to 
be monitored, or to enter the setting values with the menus. 


INPUT 


Del button: Deletes the values and 
a characters entered. 
Ls] [o] 
[7] [e] 2) ER 
Ent button: Confirms the values 


and characters entered (ENTER 
button of the menu operation 
buttons has the same function). 


Numeric buttons 


Channel number entry method 

When selecting a channel number from 1 to 9, press one- 
digit channel number on the numeric keypad. 

When selecting a channel number from 10 to 99, press O 
button, then press the two-digit channel number. 


© Monitor select buttons and lamps 

When multiple monitors are connected by the network 
connection, one particular monitor, monitor group or all 
monitors are selected by setting the MONITOR ID No., 
GROUP ID No. or ALL. 


Display window: Selected ID 
No. or ALL is displayed. The 
display blinks until the remote 
connection is completed. 


SINGLE button: Single 
connection mode is selected. 


REMOTE 
SINGLE 


| 


GROUP 


j 


ALL GROUP button: Group 


SINGLE GROUP ALL connection mode is selected. 


o o O 


+ 


ALL button: All connection 
mode is selected. 

Lamps: The lamp corresponding 

with the pressed button blinks 

during setting or lights after 

confirming. 


Location and Function of Parts 


© MANUAL adjustment buttons and knobs 

Each press of one of these buttons turns the button’s green 
LED on or off. When the corresponding button is on (lit), 
it is possible to manually adjust the contrast, brightness, 
chroma and phase by turning the corresponding knobs. The 
PHASE knob is also used to enter the setting values with 
the menus. It is possible to set the preset value for each 
adjusting item with the PICTURE ADJ menu. 


PHASE CHROMA BRIGHT CONTRAST 
button and button and button and button and 
knob knob knob knob 

PHASE BRIGHT 

MANUAL MANUAL MANUAL MANUAL 


For information about the PICTURE ADJ menu, see “[A] 
Picture Adjustment — PICTURE ADJ Menu” on page 31. 


・ The signal phase cannot be adjusted when using the 
SECAM, PAL, PAL-M, analog component or SDI 
(component serial digital or composite PAL) format. 

・ The phase and chroma cannot be adjusted when using 
RGB signals. 


Rear 


O AC IN socket 


O LAN (10/100) connector 


MBIAIBAQ | 』91deUO 


Ə DC 5V IN connector 
O NETWORK switch 


O AC IN socket (3-pin) 

Connects the monitor control unit to an AC power source, 
via the supplied AC power cord. 

The AC IN connector takes precedence over the DC 5V IN 
connector. When the AC power is used, the connection to 
the DC 5V IN connector is not necessary. 


AC Plug holder (supplied) 


Attach the AC Plug holder to the AC power cord, and connect 
it to the AC IN socket so that the cord does not come loose. 


O LAN (10/100) connector (10BASE-T/100BASE-TX) 
Connect to the network by using a 10BASE-17100BASE- 
TX LAN cable (shield type, optional) or to the LAN (10/ 
100) connector of the monitor. Or connect to the LAN (10/ 
100) connector of the monitor by using the SMF-700 or the 
cable supplied with the BKM-35H. 


CAUTION 

・ When an optional LAN cable is connected, use a shield 
type cable to prevent miss-operation due to noises. Also, 
to directly connect the BKM-15R to the LAN (10/100) 
connector of the monitor (NETWORK switch is set to 
PEER TO PEER) (1 to 1 connection), use a straight 
(shield type) cable. 

For safety, do not connect the connector for peripheral 
device wiring that might have excessive voltage to this 
port. 

Follow the instructions for this port. 


・ The connection speed may be affected by the network 
system. This unit does not guarantee the communication 
speed or quality of 10BASE-T/100BASE-TX. 


© DC SV IN connector (male) 

Connect to the DC 5V OUT connector of the monitor by 
using the SMF-700 or the cable supplied with the BKM- 
35H. 

The power is supplied from the monitor via this cable. 
The connection to the AC IN socket is not necessary. 
When the AC power cord is connected, this connector does 
not function. 


MES 
© 
O 


SOs 


Se 


Plug the female 
connector into 
the BKM-15R. 


(female) 


Be sure to plug the female connector of the cable into 
the DC 5V IN connector on the BKM-15R. 


O NETWORK switch 

Set to LAN for the network connections. Set to PEER TO 
PEER, when the BKM-15R is connected directly to the 
LAN (10/100) connector of the monitor (1 to 1 
connection). 


Location and Function of Parts 1 7 


Aperture modification frequency for each signal system 


Signal system Serial digital input Analog input 

= SDI HD SDI Composite (Y/C) Component (YPBPR) GBR 
== 575/501 5 MHz 5 MHz 5 MHz 5 MHz 
480/60! 5 MHz 5 MHz 5 MHz 5 MHz 
E 1080/481 25 MHz 25 MHz 25 MHz 
S 1080/501 25 MHz 25 MHz 25 MHz 
o 576/50P 25 MHz 25 MHz 
き 480/60P 25 MHz 25 MHz 
2 1035/601 25 MHz 25 MHz 25 MHz 
1080/601 25 MHz 25 MHz 25 MHz 
720/50P 25 MHz 25 MHz 25 MHz 
720/60P 25 MHz 25 MHz 25 MHz 
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An empty frame in the table means that the signal cannot be input or the aperture modification cannot operate for that signal even if it is input. 


Location and Function of Parts 


Inserting/Ejecting the “Memory 
Stick” 


This product has a slot that can take both standard size and 
Duo size. All products with a slot such as this are equipped 
with a system which automatically measures the size of an 
inserted medium. For this reason, both the standard-size 
“Memory Stick” and smaller “Memory Stick Duo”/ 
“Memory Stick PRO Duo” can be used with this product 
without a “Memory Stick Duo” adaptor. 

Proceed as illustrated to insert and eject an optional 
“Memory Stick”. 


See each menu for information about operations on 
“Memory Stick” data. 


Do not eject the “Memory Stick” while data is being saved 
or loaded. 


To insert the “Memory Stick” 


“Memory Stick” insertion slot 


Sa | 


Insert the “Memory Stick” facing 
the arrow mark upward. 


“Memory Stick Duo”/”Memory Stick PRO Duo” can be 
used without a “Memory Stick Duo” adaptor. 

Be sure to insert the “Memory Stick” in the correct 
direction. Forcing the “Memory Stick” in the wrong way 
may damage it. 

Insert only the “Memory Stick” into the “Memory Stick” 
slot. Attempting to insert other objects into the “Memory 
Stick” slot may damage the product. 


To eject the “Memory Stick” 


@ Confirm that the access lamp does 
not blink. 


© Press the “Memory Stick”, 
and it is ejected. 


Notes on “Memory Stick” 


What is “Memory Stick”? 


“Memory Stick”, “Memory Stick PRO”, “Memory Stick 
Duo”, &.., Memory Stick PRO, and Memory Stick Duo are 
trademarks of Sony Corporation. 

“Memory Stick” is a compact, portable and versatile IC 
(Integrated Circuit) recording medium with a data capacity 
that exceeds that of a floppy disk. “Memory Stick” is 
specially designed for exchanging and sharing digital data 
among “Memory Stick”-compatible products. Because it is 
removable, “Memory Stick” can also be used for external 
data storage. 

“Memory Stick” is available in two sizes: standard size and 
compact “Memory Stick Duo” size. 
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Types of “Memory Stick” 


“Memory Stick” is available in the following six types to 
meet various functional requirements. 


“Memory Stick” 
Stores any type of data except copyright-protected data that 
require MagicGate copyright protection technology. 


“Memory Stick (MagicGate/High-Speed 

Transfer Compatible)” 

Equipped with MagicGate copyright protection technology 

and allows high-speed data transfer. 

This type of “Memory Stick” can be used with “Memory 

Stick”-compliant, “MagicGate Memory Stick”-compliant, 

and “Memory Stick PRO”-compliant products.) 

1) Operation is not guaranteed for all of the compliant products (Some 
products may not accept this type of “Memory Stick.”) 

This model is not compliant with high-speed data transfer 

with this type of “Memory Stick.” 


“MagicGate Memory Stick” 

Equipped with MagicGate copyright protection 
technology. 

This model is not compliant. 


“Memory Stick-ROM” 
Stores prerecorded, read-only data. You cannot record on 
“Memory Stick-ROM” or erase the prerecorded data. 


“Memory Stick” (with Memory Select Function) 
Composed of multiple 128 MB memory units. 

The mechanical switch at the back of the “Memory Stick” 
allows you to select the memory unit to be used depending 
on usage. 

The memory units cannot be used simultaneously and 
continuously. 


“Memory Stick PRO” 

“Memory Stick” with MagicGate copyright protection 
technology, exclusive for “Memory Stick PRO”-compliant 
products. 


Location and Function of Parts 1 9 
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“Memory Stick Duo”/“Memory Stick PRO Duo” 
This model is the “Memory Stick” of the Duo size. 


Available types of “Memory Stick” 


“Memory Stick”, “Memory Stick PRO”, “Memory Stick 
Duo” and “Memory Stick PRO Duo” are used for this 
model. However the data displayed on this unit is not 
protected by the MagicGate copyright protection 
technology because this model is not compliant with the 
“MagicGate” standard. 

Although an operation check of this product has been 
performed with a “Memory Stick” of up to 4GB, please 
note that operation is not guaranteed for every type of 
“Memory Stick”. 


Note on data read/write speed 

Data read/write speed may vary depending on the 
combination of the “Memory Stick” and “Memory Stick” 
compliant product you use. 


What is MagicGate? 
MagicGate is copyright protection technology developed 
by Sony Corporation. 


Before using a “Memory Stick” 


Terminal 


LOCK Es 


Labeling position 


Front 


Rear 


Before using a “Memory Stick Duo”/ 
“Memory Stick PRO Duo” 


Terminal 


Write-protect tab 
Use an object with 
a pointed end to 
set the switch. 


Rear 


Front 


Location and Function of Parts 


You cannot record or erase data when the write-protect 

tab on the “Memory Stick” is set to LOCK. 

Image data may be damaged in the following cases: 

— If you remove the “Memory Stick,” or turn the power 
off when the access lamp is lit or flashing 

— If you use a “Memory Stick” near static electricity or 
a magnetic field 

We recommend backing up important data. 

Do not attach anything other than the supplied label to 

the “Memory Stick” labeling position. 

Attach the label so that it does not stick out beyond the 

labeling position. 

Carry and store the “Memory Stick” in its case. 

Do not touch the connector of the “Memory Stick” with 

anything, including your finger or metallic objects. 

Do not strike, bend, or drop the “Memory Stick.” 

Do not disassemble or modify the “Memory Stick.” 

Do not allow the “Memory Stick” to get wet. 

Do not use or store the “Memory Stick” in a location that 

is: 

— Extremely hot, such as in a car parked in the sun 

— Under direct sunlight 

ー Very humid or subject to corrosive substances 

Do not insert multiple “Memory Sticks” at the same 

time. This may cause damage to the product. 

When you use “Memory Stick Duo”/“Memory Stick 

PRO Duo” with this product, be sure to insert it in the 

right direction. Inserting it in the wrong direction may 

cause damages to the product. 

“Memory Stick Duo”/“Memory Stick PRO Duo” should 

be kept away from small children to prevent them from 

accidentally swallowing it. 

Up to 1000 files can be memorized in one "Memory 

Stick". When more than 1000 files are created, the 

warning “TOO MANY FILES” is displayed. Delete an 

unused file using the DELETE menu in the FILE 

MANAGEMENT menu. 


For the DELETE menu in the FILE MANAGEMENT menu, 
see “/F] System Data Operation — FILE MANAGEMENT 
Menu” on page 50. 


Up to 20 characters can be used for the file name. When 
more than 20 characters are used for the file name, the 
file is not displayed. 


Installation of the 4:3 
Mask 


When the aspect ratio is switched from 16:9 to 4:3, replace 
the 16:9 mask with the supplied 4:3 mask. 


Installing the 4:3 mask 


1 Remove the 16:9 mask by pulling the top side out and 
then lifting up from the bottom side. 


* 


2 Install the 4:3 mask (supplied) by inserting the bottom 
side and then pressing the top in. 


Replacing the 16:9 mask 


Remove the 4:3 mask and replace the 16:9 mask using the 
same procedures as those for installing the 4:3 mask. 


Connections 


Connecting to the BKM-15R 


NETWORK 
LAN 


Monitor 


PEER TO PEER 


Set to PEER TO 
PEER. 


DC 5V OUT connector LAN (10/100) connector 


When the AC power cord is 
connected to the BKM-15R, do 
not connect this cable. 


SMF-700, etc. 


NETWORK 


LAN PEER TO PEER 
Set to PEER TO PEER. 


DC 5V IN 


connector LAN (10/100) 


connector 


BKM-15R 


AC IN socket 


Turn off the MAIN POWER switch of the monitor 
before connecting the units. 

Set the NETWORK switch of the monitor and the BKM- 
15R to PEER TO PEER. 

Connect the LAN (10/100) connector of the monitor and 
the LAN (10/100) connector of the BKM-15R by using 
a 10BASE-T/100BASE-TX straight LAN cable (shield 
type, optional), the SMF-700 or the cable supplied with 
the BKM-35H. 

When an optional LAN cable is connected, use a shield 
type cable to prevent miss-operation due to noises. 
Connect the DC 5V OUT connector of the monitor and 
the DC 5V IN connector of the BKM-15R by using the 
SMF-700 or the cable supplied with the BKM-35H. 
The power is supplied from the monitor via this cable. 
The connection to the AC IN socket is not necessary. 


Installation of the 4:3 Mask / Connections 
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Using the BKM-15R with the AC power 


Connect the AC power cord supplied with the BKM-15R 
to the AC IN socket. 

The AC IN connector takes precedence over the DC 5V IN 
connector. 

When the AC power is used, the connection to the DC 5V 
IN connector is not necessary. 


Connecting to the Network 


NETWORK 
LAN 


PEER TO PEER 
Set to LAN 


Monitor 


Monitor 


e Th 
ails 


MAS 5V OUT LAN ( (10/100) connector 
connector 
LAN (10/100) 
o 
= y 


| | switching hub (with AUTO 
MDI/MDI-X function) 


euro a 


When the AC power 4 
cord is connected to 

the BKM-15R, do not 
connect this cable. 


LAN (10/100) 


DC 5V IN connector 
connector 


BKM-15R 


AC IN socket NETWORK 


LAN PEER TO PEER 


Set to LAN. 


・ Turn off the MAIN POWER switch of the monitor 
before connecting the units. 

¢ Set the NETWORK switch of the monitors and the 
BKM-15R to LAN. 

・ Connect to the network by using a 10BASE-T/ 
100BASE-TX cable (shield type, optional). 


Connections 


・ When an optional LAN cable is connected, use a shield 
type cable to prevent miss-operation due to noises. 

Up to 32 monitors and the BKM-15R (max. 4) can be 
connected. 

The monitor is controlled by the BKM-15R within the 
same subnetwork router. 

Use an optional switching hub with auto select function 
(AUTO MDI/MDI-X) of a straight/cross cable. 
Connect the DC 5V OUT connector of the monitor and 
the DC 5V IN connector of the BKM-15R by using the 
SMF-700 or the cable supplied with the BKM-35H. The 
power is supplied from the monitor via the DC 5V cable. 
The connection to the AC IN socket is not necessary. 


Using the BKM-15R with the AC power 


Connect the AC power cord supplied with the BKM-15R 
to the AC IN socket. 

The AC IN connector takes precedence over the DC 5V IN 
connector. 

When the AC power is used, the connection to the DC 5V 
IN connector is not necessary. 


Selecting the Monitor/Group 


When the multiple monitors are connected by the network 
connections, you can connect the monitors from the control 
unit by designating the monitor ID No. or group ID No.. 


About monitor ID No. and group ID No. 


The BKM-15R Monitor Control Unit is able to control the 
multiplex monitors connected via the LAN (10/100) 
connector. By giving each monitor a monitor ID No. and 


About monitor select buttons and lamps 


group ID No., it is possible to control just a specific 
monitor or monitor group. 

With the NETWORK menu, each monitor can be set with 
a monitor ID No. or group ID No., between 1 and 99. 

The monitor select buttons are used to select a particular 
monitor or group by entering a monitor ID No. or group ID 
No.. 


For the network menu, see “[D] System Configuration — 
SYSTEM CONFIGURATION Menu” on page 42. 


O UP/DOWN button 
© MENU button 


© ENTER button 


PHASE CHROMA BRIGHT 


DOWN ENTER 


MANUAL 


a 


MANUAL 


回 


MANUAL 


E 


CONTRAST 


MANUAL 


回 


O Numeric buttons 


O Lamps 


@ Display window 


REMOTE 
SINGLE 


INPUT 


GROUP 


SINGLE GROUP ALL 
o o O 


O SINGLE button 
@ GROUP button 


O ALL button 


@® Ent button 


@ Del button 


Pin number Function 
O UP button 
O DOWN button 


O MENU button 


Increases the ID No.. 


Decreases the ID No.. 


In setting mode, goes back 
to the previous setting. 


© ENTER button 
O Lamps 


Confirms the setting. 


The lamp corresponding with 
the pressed button blinks 
during setting ID No. or lights 
after confirming. 


O Display window Selected monitor ID No., 
group ID No. or ALL is 
displayed. The display 
blinks until the remote 
connection is completed. 


Pin number Function 


O SINGLE button Selects SINGLE connection 
mode. 

The monitor ID number is 
displayed on all connected 
monitors when the button is 


held pressed. 


Selects GROUP connection 
mode. 

The group ID number is 
displayed on all connected 
monitors when the button is 
held pressed. 


O GROUP button 


Selects ALL connection 
mode. 


Enters the ID No.. 
Confirms the setting. 
Deletes the ID No.. 


O ALL button 


O Numeric buttons 
@® Ent button 
@® Del button 


Selecting the Monitor/Group 
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Remote connection 


1 Set the different IP address to each monitor and 
controller. 


2 Set the different monitor ID No. to each monitor and if 
necessary, group ID No.. 


3 Set the NETWORK switch (on the rear) of the monitor 
and the controller to LAN. 


4 Select the connection mode by pressing the SINGLE, 
GROUP or ALL button. 


The lamp corresponding with the pressed button 
flashes and lights after recognizing the monitor. 


5 Select the monitor ID No. for the single connection 
mode or group ID No. for the group connection mode 
by pressing the UP/DOWN or numeric button. 


Up to 99 is entered as the monitor ID or group ID No.. 


6 Press the ENTER © or Ent @ button to confirm the 
setting. 


The monitor ID No., group ID No. or ALLis displayed 
in the display window. 


After setting steps 1 to 3, follow steps 4 to 6 for the remote 
connection. 


・ When no assigned monitor ID No. or group ID No. is 
selected, setting is not changed and the previous 
connection status is maintained. 

e When there is same monitor ID No., the ID No. with the 
lower IP address is selected. 

・ When the different monitor ID No. is set but the same IP 
address as that of another monitor is set, the monitor 
cannot be connected to the network. 

e To remotely control monitors connected in the network, 
the MONITOR ID, GROUP ID or IP address of 
monitors should be correctly set in the NETWORK 
menu and NETWORK SETTINGS menu of the 
SYSTEM CONFIGURATION menu. Also, the IP 
address of the monitor should be correctly set in the 
NETWORK SETTINGS menu of the CONTROLLER 
menu. 


For information about the NETWORK menu and 
NETWORK SETTINGS menu, see “[D] System 
Configuration — SYSTEM CONFIGURATION Menu” 
on page 42. 


For information about the NETWORK SETTINGS menu, 
see “[H]Setting the Controller - CONTROLLER Menu” 
on page 54. 


Selecting the Default Settings / Selecting the Default Settings 


Selecting the Default 
Settings 


BVM-A20F1M only 

When you turn on the unit for the first time after 
purchasing it, select the area where you intend to use this 
unit from among the options. When the area is set, the 
color temperature of CH1 to CH30 is set to the default 
value of each area. 


Color temperature 
D93 
D65 


JAPAN 
OTHER AREA 


1 Turn on the power. 


The SELECT SETTING screen appears. 


SELECT SETTING 


BH JAPAN 

COLOR TEMP: D93 
OTHER AREA 

COLOR TEMP: D65 


2 Select the area where you intend to use the unit by 
using the menu operation buttons (see page 25). 


Menu 


Basic Menu Operations 


Chapter 


Menu Operation Buttons 


The menu is operated using the menu operation buttons on 


the BKM-15R Monitor Control Unit (optional). 


DOWN 


ENTER 


@ UP/DOWN buttons 
© MENU button 
ENTER button 


PHASE knob 
CHROMA BRIGHT 
MANUAL MANUAL MANUAL 


回 回 回 


CONTRAST 


MANUAL 


REMOTE 
SINGLE 


iy ae) 
Ja 


ALL 


SINGLE GROUP ALL 
30 回 


Numeric buttons 


O Ent button 
O Del button 


The functions of the menu operation buttons are described below. 


Button 
O UP button 


Function 


Moves the cursor upward. In setting 
mode, increases the setting and 
adjustment values. 


O DOWN button 


Moves the cursor downward. In setting 
mode, decreases the setting and 
adjustment values. 


O MENU button 


Displays the menus. Goes back to the 
menu of the upper level (on the Main 
Menu, goes back to the normal 
picture). 


Button 
O PHASE knob 


Function 


By turning this knob clockwise, the 
cursor moves upward. In setting 
mode, increases the setting and 
adjustment values (has the same 
function as UP button). 

By turning this knob counterclockwise, 
the cursor moves downward. In setting 
mode, decreases the setting and 
adjustment values (has the same 
function as DOWN button). 


© ENTER button 


Executes the items selected and 
settings. 


O Numeric buttons 


Enters the numerical values. 


@ Ent button 


Executes the items selected and 
settings. 


@ Del button 


Deletes the values and characters 
entered. 


Basic Menu Operations 
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Displaying the Menu 


Press the MENU button. 
The main menu is displayed on the screen. 


MENU 


PICTURE ADJ... 
COLOR TEMP ADJ... 
INPUT CONFIGURATION... 
SYSTEM CONFIGURATION... 
INSTALLATION SETTINGS... 
FILE MANAGEMENT... 
STATUS... 
CONTROLLER... 


KEY PROTECT OFF 


When you select one item on the main menu, the level 1 
menu corresponding to the selected item on the main menu 
appears. 


For information about the items on the main menu, see 
“Menu Structure” on page 29. 


Menu settings displayed in blue cannot be changed. 


About menu numbers 


For purposes of explanation in this manual, the menu 
number is used, the alphabet determines the classification 
of menu on the main menu, and the numbers determine the 
level and the order. These menu numbers are not shown on 
the screen. 


Example: [A221 


Indicates the PICTURE ADJ menu. 
Indicates the second menu in Level 1. 


Indicates the second menu in Level 2. 


A221 — Indicates the first menu in Level 3. 


Only when the explanation is required, the menu number is 
used. The menu number is not counted when explanation is 
not required. 


Basic Menu Operations 


Menu Operation 


Follow the steps described below to display the menu and 
perform the adjustment or setup you wish. 


1 Press the MENU button. 


The main menu is displayed. 


2 Using the UP or DOWN button or PHASE knob, move 
the cursor to the desired item. (Example: select the 
INPUT CONFIGURATION... menu by pressing the 
DOWN button.) 


MENU 


PICTURE ADJ... 

COLOR TEMP ADJ... 

INPUT CONFIGURATION... 
SYSTEM CONFIGURATION... 
INSTALLATION SETTINGS... 
FILE MANAGEMENT... 


Cursor 


3 Press the ENTER button or Ent button. 


The Level 1 of the selected menu is displayed. 


INPUT CONFIGURATION a) 
CHO1 

FOURMRT . . . SDI HD/D1 AUTO 
SLOT NO OPTION1 
INPUT NO DIGITAL1 
SCREEN ASPECT 16:9 
SCAN SIZE NORMAL 
SYNC MODE === 
COLOR TEMP D93 
PICTURE PRESET PRESET1 

MATRIX... 


4 Repeat steps 2 and 3 until the desired menu is 
displayed. 


For more information about setting and adjustments, 
see below. 


[flindicates that 
the menu 
continues onto 
next page. 

[Į] indicates that 
the menu is 
continued from 
previous page. 


INPUT CONFIGURATION 

CHO1 
APERTURE F 
VALUE 000 
YC. “SEP 

NTSC COMB FILTER 
MARKER DISPLAY 
| MODE... + 

H PHASE 

CHANNEL NAME... 


Selects from 
various options. 


Enters 
numerical 
values. 
COPY FROM 
El Indicates that 
this item has 
sub-list. You 
can go to the 
lower level. 


To abort menu operation 

Press the MENU button. The menu of the upper level is 
displayed. 

The setting or adjustment being performed is canceled, and 
data loading or saving is aborted. 


If “NG” or “ERROR” appears during menu 
operation 
Press the MENU button to return to the menu in use. 


Choosing one of two or more selections 


Selecting in setting mode 


1 Using the UP or DOWN button or PHASE knob, move 


the cursor to the desired item and press the ENTER or 
Ent button. 


The selected item is displayed in yellow text and set to 
setting mode. 


INPUT CONFIGURATION my 
CHO 1 

FORMRT . . . SDI HD/D1 AUTO 
SLOT NO OPTION1 
INPUT NO DIGITAL1 
SCREEN ASPECT 16:9 
SCAN SIZE NORMAL 
SYNC MODE === 
COLOR TEMP D93 
PICTURE PRESET PRESET1 

MATRIX... 


Using the UP or DOWN button or PHASE knob, 
change the setting. 


Press the ENTER or Ent button. 


The setting is confirmed (The item is displayed in 
white text again). 


Selecting from the setting list 


1 Using the UP or DOWN button or PHASE knob, move 


the cursor to the desired item in the setting list. 


PARALLEL REMOTE (2/2) MU 
1 PIN 
MBLUE ONLY 
R OFF 
G OFF 
B OFF 
CHROMA UP 


MARKER 
TALLY 
DEGAUSS 
POWER OFF 


2 Press the ENTER or Ent button. 


The display returns to the menu of the upper level, and 
the selected setting is executed. 
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Entering a numerical value 


1 


Using the UP or DOWN button or PHASE knob, move 
the cursor to the desired item and press the ENTER or 
Ent button. 


The selected item is displayed in yellow text and set to 
setting mode. 


MARKER MODE (1/3) fu 

CHO1 
ASPECT MODE 16:9 
ASPECT === 
HH POSITION 000 
MARKER BRIGHT SOIRE 
ASPECT MARKER OFF 
LINE ses 
COLOR sss 
ASPECT BLANKING OFF 
MODE === 


Set the value in one of the following three ways: 


e Enter the value directly using the numeric keypad 
and press the ENTER or Ent button. 

・ Select the value using the UP or DOWN button. 

・ Select the value using the PHASE knob. 


Press the ENTER or Ent button. 


The setting is confirmed (The item is displayed in 
white text again). 


Entering characters 


1 Display the setting menu and set the cursor to NEW 


NAME using the UP or DOWN button or PHASE 
knob. 


CHANNEL NAME 
CHO1 
PROG 
EDIT 
CAM 
UTR 
PREU 


BNEW NAME 


Basic Menu Operations 


2 Press the ENTER or Ent button. 


“?” is displayed in yellow. The “?” indicates the 
position where character input is possible. 


CHANNEL NAME 
CHO1 
PROG 
EDIT 
CAM 
UTR 
PREU 


BNEW NAME 


3 Select the character you wish to enter using the UP or 
DOWN button or PHASE knob. 


When you press the UP button, or turn the PHASE 
knob clockwise, the characters and symbols appear in 
the order shown below. 

A B....... YZOl.... 89(,):;.—+/ & (space) ? 


If you press the DOWN button or turn the PHASE 
knob counterclockwise, the characters and symbols 
appear in the reverse order described above. 

The usable symbols are limited depending on the 
menu. 

“(space)” is not used as a first character of a sentence. 


4 Press the ENTER or Ent button. 


The selected character is entered. 


CHANNEL NAME 
CHO1 
PROG 
EDIT 
CAM 
UTR 
PREV 


BNEW NAME 


5 Repeat steps 3 and 4 until all the characters are entered, 
then press the ENTER or Ent button. 


The selected characters are confirmed, and the display 
returns to the menu of the previous level. 


To correct the entered character 
Press the Del button on the numeric keypad. The character 
on the left side of the “?” (in yellow) is deleted. 


Menu Structure 


The main menu and Level 1 are shown below. 
Detailed information on the menu levels is described at the 


top of each menu explanation. 


Main menu 
PICTURE ADJ [A 


Level 1 Functions == 
Adjusts the picture. (page 31) === 

PRESET VALUE Selects the preset data to be adjusted. (page 31) 

AUTO [A1 Sets the chroma/phase/matrix automatically. (page 32) 


MANUAL ADJUST [A2 


Sets the preset values for the phase/chroma/brightness/contrast 
with the MANUAL adjustment knob. (page 32) 


COPY FROM [A3 


Copies the other picture preset data. (page 33) 


COLOR TEMP ADJ [B 


Adjusts the color temperature. (page 33) 


PRESET VALUE Selects the color temperature data to be adjusted. (page 34) 
MANUAL [B1 Sets the color temperature with the MANUAL knob. (page 34) 
AUTO [B2 Sets the color temperature automatically. (page 35) 


COPY FROM [B3 


Copies the other color temperature. (page 36) 


RESTORE FACTORY DATA 


Resets the color temperature. (page 36) 


ANALYZE [B5 


Reads the color temperature and luminance value. (page 36) 


INPUT CONFIGURATION [C 


Sets the data for the input signals. (page 37) 


CHxx Current channel is indicated. (page 38) 
FORMAT [C1 Selects the signal format. (page 39) 

SLOT NO Selects the slot number. (page 38) 

INPUT NO Selects the input connector number. (page 38) 
SCREEN ASPECT Sets the aspect ratio. (page 38) 

SCAN SIZE Sets the scan size. (page 38) 

SYNC MODE Sets the sync signal. (page 38) 

COLOR TEMP Selects the color temperature. (page 38) 
PICTURE PRESET Selects the picture adjustment preset. (page 39) 
MATIRIX [C2 Sets the matrix of the signal system. (page 40) 
APERTURE Chooses whether to use aperture adjustment or not. (page 39) 
VALUE Enters the aperture adjustment value. (page 39) 
YC SEP Selects Y/C separation filter. (page 39) 


NTSC COMB FILTER 


Sets the NTSC COMB ilter. (page 39) 


MARKER DISPLAY 


Chooses whether or not to display the marker. (page 39) 


MODE [c3 


Sets the marker aspect, safe area, safe title, etc. (page 40) 


H PHASE 


Adjusts the horizontal picture position. (page 39) 


CHANNEL NAME [C4 


Sets the channel name. (page 41) 


COPY FROM [c5 


Copies the data from other channel. (page 42) 
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Main menu Level 1 Functions 
SYSTEM CONFIGURATION [D Sets the system of the remote control function, LAN, etc. (page 
42) 
NETWORK [D1 Sets the IP address, subnet mask and default gateway. (page 43) 
PARALLEL REMOTE [D2 Sets the remote control function. (page 44) 
POWER [D3 Sets the condition of the monitor when the main power or 
MONITOR I/① switch is turned on. (page 44) 
BLANKING SETTINGS [D4 Adjusts the data for the picture. (page 45) 
ON SCREEN SET [D5 Sets the data for the screen display. (page 45) 
PASSWORD [D6 Sets the passwords for the menu. (page 45) 
MAINTENANCE [D7 Displays the menu for maintenance. (page 45) 
INSTALLATION SETTINGS [E Sets the initial value of landing, alignment, etc. (page 46) 


LANDING ADJUST [E1 


Corrects the shift of beam landing caused by the earth’s 
magnetism. (page 47) 


ALIGNMENT [E2 


Adjusts the position and size of the picture. (page 47) 


DIGITAL UNIFORMITY 


ADJ 


Adjusts the color unevenness of the CRT. (page 48) 


FILE MANAGEMENT 


T 


Saves, copies and deletes the system data. (page 50) 


SAVE TO [F1 Writes the data. (page 51) 
COPY FROM [F2 Reads or copies the data. (page 51) 
DELETE [F3 Deletes the file. (page 51) 


DATA MAINTENANCE 


Services the system data. (page 51) 


STATUS [G Displays the information about the monitor or options installed in 
the monitor. (page 52) 
CH STATUS [G1 Displays the information of the used channel. (page 53) 
SLOT STATUS [G2 Displays the data about the optional board installed in the option 
slot 1 to 3. (page 53) 
MODEL NAME Displays the model name. (page 53) 
SERIAL NO Displays the serial number. (page 53) 
SOFTWARE VERSION Displays the software version. (page 53) 
OPERATION TIME Displays the operation time. (page 53) 
CRT TURN ON TIME Displays how long the CRT is used. (page 53) 
IP ADDR Displays the IP address of the monitor. (page 53) 
CONTROLLER STATUS [G3 Displays the information on the controller. (page 53) 
CONTROLLER [H Sets the network of the controller. (page 54) 
MONITOR ID DISPLAY [H1 Sets the display method of the monitor select display window. 
(page 54) 
NETWORK SETTING [H2 Displays the NETWORK SETTING menu. (page 54) 


NETWORK SW 


Sets the Ethernet connections. (page 54) 


SNMP SETTINGS [H3 


Sets CONTACT, NAME, LOCATION and TRAP. (page 54) 


KEY PROTECT 


Sets whether or not to lock the buttons on the control unit. (page 
55) 


Menu Structure 


Picture Adjustment 
— PICTURE ADJ Menu 


Overview 


The auto chroma/phase/matrix adjustment and preliminary 
adjustment of contrast/brightness/chroma/phase to set the 


preset value to each knob are carried out. 


e Selecting the preset data to be adjusted (PRESET 


VALUE menu) 


・ Auto chroma/phase/matrix adjustment (AUTO... 


menu) 


An external color bar signal is necessary. 


Matrix data is changed or reset to the default setting. 
e Adjustment the preset values for phase/chroma/ 
brightness/contrast with the MANUAL knobs 

(MANUAL ADJUST menu) 
e Copying data (COPY FROM... menu) 
Other data in the monitor, other monitors or “Memory 


Stick” is copied. 


Structure of the PICTURE ADJ Menu 


Level 1 Level 2 Level 3 
PRESET VALUE 
AUTO... [A1 AUTO ADJUST [A11 
MATRIX VALUE 
MATRIX RESET 
COLOR BAR 
MANUAL ADJUST 
A2 
COPY FROM... [A3) | PRESET VALUE... 
A31 
OTHER MONITOR... | OTHER MONITOR 
A32 A321 
MEMORY STICK... MEMORY STICK 
A33 A331 


Setting Lists in the PICTURE ADJ 
Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

・ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


PICTURE ADJ menu 

PRESET VALUE: The picture adjustment preset data 
set in the INPUT CONFIGURATION menu is 
displayed. To change the picture adjustment preset 
data to be adjusted, select from PRESET1, 
PRESET2, PRESET3, PRESET4 and PRESETS. 
When the picture adjustment preset data is 
changed 
When the preset data is changed and you press the 
MENU button to return to the main menu, the 
following message appears to confirm the setting. 
CHANGE INPUT CONFIG? 
PRESET VALUE 
PRESETX (previous preset data) 一 > PRESETX 
(new preset data) 
OK: Press the ENTER or Ent button to change the 
preset data. 
The preset data set in the INPUT 
CONFIGURATION menu is changed to the new 
data. 
CANCEL: Press the MENU button to cancel 
changing the preset data and to return to the main 
menu. 
The setting of the preset data is remained but the 
data set in the INPUT CONFIGURATION menu is 
not changed. 


For information about the INPUT 
CONFIGURATION menu, see “[C] Setting the 
Input Configuration 一 INPUT CONFIGURATION 
Menu” on page 37. 


AUTO...: Set the chroma/phase/matrix automatically. 
[A1] 


> 
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MANUAL ADJUST: Set the picture adjustment 
preset values for the phase/chroma/brightness/ 
contrast with the MANUAL knobs. =>[A2] 

COPY FROM...: Copy the other picture preset data. 
—=>[A3] 


AUTO... menu 

Set the automatic adjustment of chroma/phase/matrix. The 
chroma/phase/matrix data is reset to the default setting 
(1000). 

AUTO ADJUST: Start automatic adjustment. 
[An] 

MATRIX VALUE: The matrix data set in the INPUT 
CONFIGURATION menu is displayed. To change 
the matrix data to be adjusted, select from ITU601, 
SMPTE 240M, ITU709 or USER | to 5. 

When ITU601, SMPTE 240M or ITU709 data is 
changed, they are displayed as ITU601*, SMPTE 
240M* or ITU709*. 
When the matrix data is changed 
When the matrix data is changed and you press the 
MENU button to return to the main menu, the 
following message appears to confirm the setting. 
CHANGE INPUT CONFIG? 
MATRIX VALUE (1080/720) 
Previous matrix data — New matrix data 
MATRIX VALUE (1035) 
Previous matrix data — New matrix data 
MATRIX VALUE (480/576) 
Previous matrix data — New matrix data 
OK: Press the ENTER or Ent button to change the 
matrix data. 
The matrix data set in the INPUT 
CONFIGURATION menu is changed to the new 
data. 
CANCEL: Press the MENU button to cancel 
changing the matrix data and to return to the main 
menu. 
The setting of the matrix data is remained but the 
matrix data set in the INPUT CONFIGURATION 
menu is not changed. 


For information about the INPUT 
CONFIGURATION menu, see “/ ど / Setting the 
Input Configuration — INPUT CONFIGURATION 
Menu” on page 37. 


MATRIX RESET: Reset the matrix data to the 
default setting. 
When the setting of USER1 to 5 or default setting 
is used, this menu is not selectable. 
The following confirmation message appears. 
RESET FACTORY DATA? 
OK: To reset the data, press the ENTER (Ent) 
button. 
CANCEL: To cancel, press the MENU button. 


A] Picture Adjustment — PICTURE ADJ Menu 


COLOR BAR: Select the color bar signal. 

FULL FIELD 8: 100% full-field 8-color bar 
(white, yellow, cyan, green, magenta, red, blue 
and black) (default) 

SMPTE: SMPTE standard color bar 

EIA: EIA standard color bar (effective for 480/601 
and 575/501 signals only) 

MULTI FORMAT: Color bar standardized by 
SMPTE RP219/ARIB STD-B28 


When you execute the AUTO menu, EXT SYNC button 
should be set to OFF (INT SYNC). 

ON (EXT SYNC) will cause an error abortion of auto 
adjustment procedure. 

When the signal format set in the FORMAT menu of the 
INPUT CONFIGURATION menu is 4:4:4 RGB or 
RGB, MATRIX VALUE or MATRIX RESET is not 
selectable. 


AUTO ADJUST menu 
Start automatic adjustment. (It may take some time to 
adjust automatically.) 


To cancel adjustment 
Press the MENU button. 


MANUAL ADJUST menu 
Adjust values by turning the PHASE, CHROMA, 
BRIGHT, and/or CONTRAST knobs. After adjustment, 
press the ENTER or Ent button to confirm the adjusted 
values. 

PHASE: xxxx 

CHROMA: xxxx 

BRIGHT: xxxx 

CONTR: xxxx 


When you want to erase characters from the 
screen while adjusting manually 

Press the CHAR OFF button. The characters disappear. To 
display characters, press the CHAR OFF button again. 


To reset the setting to the default 
Press the corresponding MANUAL button. The adjusted 
value is reset to 1000 (default). 


To cancel adjustment 
Press the MENU button. The adjustment data is cleared. 


To confirm adjustment 
Press the ENTER (Ent) button. 


COPY FROM... menu 
Copy picture adjustment preset data. 
PRESET VALUE...: Copy other data in the monitor. 
—=>[A31] 
OTHER MONITOR...: Copy data from another 
monitor. =>[A32] 
MEMORY STICK...: Copy data from a file in the 
“Memory Stick”. =>[A33] 


Matrix data is not copied. 


PRESET VALUE... menu 

Copy data from another channel or common data. 

Select one from among PRESET1, PRESET2, PRESET3, 
PRESET4 and PRESETS. 


OTHER MONITOR... menu 
Assign the ID No. of the source monitor. 
MONITOR ID...: Enter the ID No. of the monitor. 
= [A321] 
When the NETWORK switch is set to PEER TO PEER, 
this is not selectable. 


OTHER MONITOR menu 

Copy data from another selected monitor. 

Select one from among PRESET1, PRESET2, PRESET3, 
PRESET4 and PRESETS. 


MEMORY STICK... menu 
Select a file in the source “Memory Stick”. =>[A331] 


MEMORY STICK menu 

Copy data in the selected file. 

Select one from among PRESET1, PRESET2, PRESET3, 
PRESET4 and PRESETS. 


Adjusting the Color 
Temperature - COLOR 
TEMP ADJ Menu 


Overview 


The color temperature is adjusted. 
Use the factory setting value or the adjusted value as a base 
value to shorten the adjustment time. 


e Selecting the preset data to be adjusted (PRESET 
VALUE menu) 

e Knob adjustment (MANUAL... menu) 

You can adjust the bias and gain with the MANUAL 

knobs. 

・ Automatic adjustment (AUTO... menu) 

You can use the following probes for automatic adjustment 

of color temperature. Except for the Sony BKM-14L, a 

cable is required to connect the color analyzer to the 

monitor. 


Manufacturer Probe Model Name 

SONY BKM-14L (no cable required) 
KONICA MINOLTA CA-100, CA-100plus 
DK-TECHNOLOGIES PM 5639 

THOMA TF6 

UDT INSTRUMENTS SLS 9400-FC 


For more information about the cable specification 
required and about the connection, see “Connection Cable 
Specifications for Color Temperature Probes” on page 62. 


e Copying other data (COPY FROM... menu) 

Other data in this monitor, other monitors or “Memory 

Stick” is copied. 

・ Resetting to the default setting (RESTORE 
FACTORY DATA menu) 

Color temperature data is reset to the default setting. 

e Displaying the measured color coordinate and 
luminance (ANALYZE menu) 

The color coordinate and luminance are measured by 

BKM-14L. 


Before adjusting the color temperature 
We recommend that you perform automatic adjustment 
using the AUTO... menu of the PICTURE ADJ menu. 
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Structure of the COLOR TEMP ADJ 
Menu 


Level 1 Level 2 Level 3 
PRESET VALUE 
MANUAL... [B1 MANUAL ADJUST [B11 
ORIGINAL VALUE 
SIGNAL 
CONT/BRT HOLD 
AUTO... [B2 AUTO ADJUST [B21 
TARGET COLOR TEMP 
X 
Y 
LOW LIGHT (20 IRE) 
HIGH LIGHT (100 IRE) 
PROBE 
CONT/BRT HOLD 
COPY FROM... | PRESET VALUE... [B31 
Be OTHER MONITOR... OTHER MONITOR... 
B32 B321 
MEMORY STICK... MEMORY STICK 
B33 B331 
RESTORE 
FACTORY DATA 
B4 
ANALYZE [B5 


Setting Lists in the COLOR TEMP 
ADJ Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

e For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


・ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


B] Adjusting the Color Temperature - COLOR TEMP ADJ Menu 


COLOR TEMP ADJ menu 

PRESET VALUE: The color temperature data set in 
the INPUT CONFIGURATION menuis displayed. 
To change the color temperature data to be 
adjusted, select from D93, D65, D61, USER 1, 
USER2, USER3, USER4 and USERS. 
When D93, D65 or D61 data is changed, they are 
displayed as D93*, D65* or D61*. 
When the color temperature data is changed 
When the preset data is changed and you press the 
MENU button to return to the main menu, the 
following message appears to confirm the settings. 
CHANGE INPUT CONFIG? 
COLOR TEMP PRESET 

DXX* — USERX 

(previous color temp value) 一 > (new color temp 
value) 
OK: Press the ENTER or Ent button to change the 
color temperature data. 
The color temperature data set in the INPUT 
CONFIGURATION menu is changed to the new 
data. 
CANCEL: Press the MENU button to cancel 
changing the color temperature data and to return to 
the main menu. 
The setting of the color temperature data is 
remained but the color temperature data set in the 
INPUT CONFIGURATION menu is not changed. 


For information about the INPUT 
CONFIGURATION menu, see “[C] Setting the 
Input Configuration — INPUT CONFIGURATION 
Menu” on page 37. 


MANUAL...: Adjust the color temperature with the 
MANUAL knob. =>[B1] 

AUTO...: Adjust the color temperature automatically 
—>[B2] 

COPY FROM...: Copy the other color temperature. 
—>[B3] 

RESTORE FACTORY DATA: Reset the color 
temperature to the default setting. =>[B4] 

ANALYZE: Read the color temperature and 
luminance value. >[B5] 


MANUAL... menu 

MANUAL ADJUST: Adjust the gain and bias with 
the knobs. =>[B11] 

ORIGINAL VALUE: Set the initial value. 
Select one from among D93, D65, D61, USERI, 
USER2, USER3, USER4 and USERS. 
When D93, D65 or D61 data is changed, they are 
displayed as D93*, D65* or D61*. 

SIGNAL: Select the white signal to be used for 
adjustment. 


INT: Use an internal signal. Simultaneously with 
the adjustment of the gain and bias, the 100 IRE 
and 20 IRE signals are automatically switched. 

EXT: Use an external input signal. When adjusting 
the gain and bias, input the proper signal 
(default). 

CONT/BRT HOLD: Select the contrast and 
brightness settings to the center or adjusted value 
by the manual adjustment of the white balance 
(OFF or ON). 

ON: The contrast and brightness are setto the value 
before adjusting. (default) 

OFF: The contrast and brightness are set to the 
center value (1000) when the white balance is 
adjusted. 

The contrast and brightness is not changed after 
adjusting (center value: 1000). 


MANUAL ADJUST menu 
Adjust the gain and bias. To shift between gain adjustment 
and bias adjustment, press the UP/DOWN buttons. 


Knobs for each adjustment 
After adjustment, press the ENTER or Ent button to 
confirm the setting. 
RED: CONTRAST KNOB (Adjust the R gain or bias 
with the CONTRAST knob.) 
GREEN: BRIGHT KNOB (Adjust the G gain or bias 
with the BRIGHT knob.) 
BLUE: CHROMA KNOB (Adjust the B gain or bias 
with the CHROMA knob.) 
LUMINANCE: PHASE KNOB (Adjust luminance 
with the PHASE knob.) 


To reset RED/GREEN/BLUE to the value before 
adjustment 

When you are adjusting the gain or bias using the 
MANUAL adjustment knobs, you can reset the setting to 
the one before adjustment by pressing the corresponding 
MANUAL button. 

To reset all of the settings at the same time, press the 
MANUAL button of PHASE. 


You cannot reset the setting after you press the ENTER or 
Ent button. 


To cancel adjustment 
Press the MENU button. The adjustment data is cleared. 


To confirm adjustment 
Press the ENTER (Ent) button. 


Using the COL TEMP (short-cut) button 
You can display the MANUAL menu that corresponds to 
the color temperature set to the image on the screen. 


AUTO... menu 
Set the color temperature automatically. 
AUTO ADJUST: Start adjustment. =>[B21] 
TARGET COLOR TEMP: Select the adjustment 
value to be used. 
You can select one from among D93, D65, D61 and 
ANY. 
X: Enter the x coordinate. 
Y: Enter the y coordinate. 
LOW LIGHT (20IRE): Enter the luminance (cd/m?) 
for low light. 
HIGH LIGHT (100IRE): Enter the luminance 
(cd/m?) for high light. 
PROBE: Select the probe to adjust the color 
temperature automatically. 
Selection of the probe 
BKM-14L: Use BKM-14L. 
CA-100: Use CA-100 or CA-100plus. 
PM 5639: Use PM 5639. 
TF6: Use TF6. 
SES 9400-FC: Use SLS 9400-FC. 

If you cannot execute an AUTO ADJUST menu 

operation when using the Sony BKM-14L probe, 

try again after disconnecting and reconnecting 
the probe. 

When using the KONICA MINOLTA CA- 

100plus probe, set the RS-232C communication 

environment to CA-100 compatible mode 

(BAUD RATE setting: 9600 bps). 

When using the THOMA TF6 probe, set the TF6 

PRINT menu to off. 

CONT/BRT HOLD: Select the contrast and 
brightness settings to the center or adjusted value 
after the auto adjustment of the white balance (OFF 
or ON). The contrast and brightness are set to the 
center value (1000) when the white balance is 
adjusted automatically. 

ON: The contrast and brightness are set to the value 
before adjusting. (default) 

OFF: The contrast and brightness are set to the 
center value (1000) after adjusting. 


To start adjustment, proceed as follows. 
When you use the previously adjusted values for 
adjustment, you can start adjustment by selecting AUTO 


ADJUST without performing step O, step @ and step ©. 


© Select the color temperature to be used in TARGET 
COLOR TEMP. 
When ANY is selected, enter the values of the CIE 
1931 color system x and y coordinates. 

@ Enter values for LOW LIGHT and HIGH LIGHT. 

© Select the probe (default setting is BKM-14L). 

© Select AUTO ADJUST. 
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AUTO ADJUST menu 

This menu is displayed when AUDO ADJUST is selected 
in the AUTO... menu. 

The following message appears. 

SET PROBE ON CURSOR 

Attach the probe on the center of the CRT to start automatic 
adjustment. (It may take some time to adjust 
automatically.) 


To cancel/stop the adjustment 
Press the MENU button. 


COPY FROM... menu 
Copy other matrix data. 
PRESET VALUE...: Copy other data in this monitor. 
=>[B31] 
OTHER MONITOR...: Copy data from another 
monitor. =>[B32] 
MEMORY STICK...: Copy data from a file in the 
“Memory Stick”. =>[B33] 


PRESET VALUE... menu 
Select the data to be copied. 
Select one from among D93, D65, D61, USER1, USER2, 
USER3, USER4 and USERS. 

D93: Copy the color temperature of D93. 

D65: Copy the color temperature of D65. 

D61: Copy the color temperature of D61. 

USER1 to 5: Copy the color temperature of USER 1 to 

de 

When D93, D65 or D61 data is changed, they are displayed 
as D93*, D65* or D61*. 


OTHER MONITOR... menu 
Assign the ID No. of the source monitor. 
MONITOR ID...: Enter the ID No. of the monitor. 
—>[B321] 
When the NETWORK switch is set to PEER TO PEER, 
this is not selectable. 


OTHER MONITOR... menu 
Select the data from another selected monitor. 
Select one from among D93, D65, D61, USER1, USER2, 
USER3, USER4 and USERS. 

D93: Copy the color temperature of D93. 

D65: Copy the color temperature of D65. 

D61: Copy the color temperature of D61. 

USERI to 5: Copy the color temperature of USER1 to 

5. 

When D93, D65 or D61 data is changed, they are displayed 
as D93*, D65* or D61*. 


MEMORY STICK... menu 
Select the file in the source “Memory Stick”. =>[B331] 
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MEMORY STICK menu 
Select the data from a file in the “Memory Stick” 
Select one from among D93, D65, D61, USER1, USER2, 
USER3, USER4 and USERS. 

D93: Copy the color temperature of D93. 

D65: Copy the color temperature of D65. 

D61: Copy the color temperature of D61. 

USER1 to 5: Copy the color temperature of USER1 to 

5. 

When D93, D65 or D61 data is changed, they are displayed 
as D93*, D65* or D61*. 


RESTORE FACTORY DATA menu 
Reset the color temperature to the default setting. 
You cannot select this when USER1 to 5 is selected or the 
setting is the default value. The following message appears 
to confirm the data reset operation. 
RESTORE FACTORY DATA? 
OK: Press the ENTER or Ent button to reset the data. 
CANCEL: Press the MENU button to cancel the reset 
operation. 


ANALYZE menu 
Perform operation according to the message to enable the 
BKM-14L to read the color system and luminance value. 


SET PROBE ON CURSOR 

Attach the probe on the center of the CRT. 

Once the probe has carried out calibration, it can start to 
analyze the monitor’s performance. 


To cancel the analysis 
Press the MENU button. 


Do not cut the R, G, or B beam or display the marker 
before carrying out calibration of BKM-14L. It may 
cause non-detection of BKM-14L. 

During analyzing, do not disconnect BKM-14L from the 
OPTION connector. If nothing has been displayed on the 
monitor, press the MENU button. The display returns to 
the COLOR TEMP ADJ menu. 


Setting the Input 
Configuration — INPUT 
CONFIGURATION Menu 


Overview 


Data pertaining to the input signals are set with this menu. 


Set the input data for each channel. 

A channel number (1 to 30) is entered with the numeric 
keypad. 

The following data can be set with the INPUT 
CONFIGURATION menu. 


Assigning the signal format (FORMAT...menu) 
Assigning the slot number (SLOT NO menu) 
Assigning the input connector number (INPUT NO 
menu) 

Setting the aspect ratio (SCREEN ASPECT menu) 
Selecting the scan size (SCAN SIZE menu) 
Selecting the sync mode (SYNC MODE menu) 
Setting the color temperature (COLOR TEMP 
menu) 

Selecting the picture preset (PICTURE PRESET 
menu) 

Setting the matrix (MATRIX... menu) 
Activating/deactivating the aperture adjustment 
(APERTURE menu) 

Assigning the aperture value (VALUE menu) 
Selecting the Y/C separation filter (YC SEP menu) 
Selecting the NTSC COMB filter (NTSC COMB 
FILTER menu) 

Selecting the marker display (MARKER DISPLA Y 
menu) 

Selecting the marker mode (MODE... menu) 
Adjusting H phase (H PHASE menu) 

Assigning the channel name (CHANNEL NAME... 
menu) 

Copying from other data (COPY FROM... menu) 


Channels 80 to 89 assignment 
The channel numbers from 80 to 89 are assigned to switch 
the signal system of the internal signals. 
The channels 80 to 89 can be selected after selecting 
channels 91 to 97 and the internal signal of the selected 
signal system is output. 

080: 575/501 

081: 480/601 

082: 1080/481 

083: 1080/501 

084: 576/50P 

085: 480/60P 

086: 1080/601 

087: 1035/601 

088: 720/50P 

089: 720/60P 
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Channels 91 to 97 assignment 
The channel numbers from 91 to 97 are assigned to internal 
signals. The internal signal of the last signal system is 
displayed. When the power is ON and the picture is 
displayed by the internal signal, the signal system is 480/ 
60L 

091: PLUGE signal (Picture Line Up Generating 

Equipment) 

092: 20% gray signal 

093: 100% white signal 

094: five-step gray scale signal 

095: cross-hatch signal 

096: dot signal 

097: 0% black signal 


Assigning slot and connector numbers 


Set which input connector on which slot will be assigned to 
the current channel. 
The slot number is as follows. 

OPTION1 (outside of the monitor) 

OPTION2 

OPTIONJ3 (inside of the monitor) 


The input number is as follows. 

When BKM-61D is installed (signal SDI D1, SDI D1/D2 
AUTO, SDI D2 NTSC or SDI D2 PAL): DIGITAL1 or 2 
When BKM-61D is installed (analog composite signal 
COMPOSITE AUTO, NTSC, PAL, PAL-M or 
SECAM): COMPOSITE, 2 or 3 

When BKM-62HS is installed (signal SDI HD/D1 
AUTO, HD-SDI or SDI D1): DIGITAL] or 2 
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When FORMAT... is set to the following, you cannot select 
the input number. 
— when BKM-61D is installed and Analog Y/C signal is 
input 
— when BKM-62HS is installed and Dual Link HD-SDI 
signal is input 
— when BKM-68X is installed and Analog Component 
or Analog RGB signal is input 


Structure of the INPUT 
CONFIGURATION Menu 


Setting Lists in the INPUT 
CONFIGURATION Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

・ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


・ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 


that is to be carried out as a result of the setting. 


[C] INPUT CONFIGURATION menu 


Level 1 Level 2 Level 3 
CHxx 
FORMAT... [C1 SDI/HD-SDI... [C11 
DUAL LINK HD-SDI... 
C12 
COMPOSITE... [C13 
YC... [C14 
COMPONENT... [C15 
SLOT NO 
INPUT NO 
SCREEN ASPECT 
SCAN SIZE 
SYNC MODE 
COLOR TEMP 
PICTURE PRESET 
MATRIX... [C2 
APERTURE 
VALUE 
YC SEP 
NTSC COMB FILTER 
MARKER DISPLAY 
MODE... [C3 
H PHASE 
CHANNEL NAME... 
C4 
COPY FROM... [C5 OTHER CH... [C514 
OTHER MONITOR... | OTHER MONITOR 
C52 C521 
MEMORY STICK... MEMORY STICK 
C53 C531 
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This menu is composed by the INPUT 
CONFIGURATION (1/2) and INPUT 
CONFIGURATION (2/2) menus. 

Set input signal data for each channel. 


INPUT CONFIGURATION (1/2) menu 

CHxx: Current channel is indicated. The settings 
below will be stored as information about the signal 
to be connected to this channel. 

FORMAT...: Select the input signal type. =>[C1] 

SLOT NO: Enter the option slot number (OPTION 1 to 
3). 

INPUT NO: Enter the input connector number. 

SCREEN ASPECT: Select the aspect ratio (16:9, 4:3, 
LAST). 
16:9: Set the aspect ratio to 16:9 (default). 
4:3: Set the aspect ratio to 4:3. 
LAST: Use the previous setting. 

SCAN SIZE...: Select the scan size (NORMAL, 
UNDER, LAST). 
NORMAL: Set the scan size to over scan (default). 
UNDER: Set the scan size to under scan. 
LAST: Use the previous setting. 

SYNC MODE: Select the sync signal (INT, EXT, 
LAST). 
INT: Use an internal sync signal (default). 
EXT: Use an external sync signal. 
LAST: Use the previous setting. 

COLOR TEMP: Select the color temperature (D93, 
D65, D61 or USER] to 5). 
When D93, D65 or D61 data is changed, they are 
displayed as D93*, D65* or D61*. 


PICTURE PRESET: Select the picture adjustment 
preset (PRESET to 5) (default setting is 
PRESET1). 

MATRIX...: Displays the MATRIX menu. Set the 
matrix of each signal format. =>[C2] 


INPUT CONFIGURATION (2/2) menu 

APERTURE: Choose whether or not to use aperture 
adjustment (OFF, ON, LAST). 

OFF: Do not use aperture adjustment (default). 
ON: Use aperture adjustment. 
LAST: Use the previous setting. 

VALUE: Enter the aperture adjustment value (0 to 
200) (default setting is 000). 

YC SEP: Select Y/C separation filter. 

COMB: Use the comb filter (default). 
BPF/TRAP: Select BPF/TRAP. 

NTSC COMB FILTER: Select the NTSC COMB 
FILTER (3 LINES or 3D) (default setting is 3 
LINES). 

MARKER DISPLAY: Choose whether or not to 
display the marker (OFF or ON) (default setting is 
OFF). 

MODE...: Display the MARKER MODE menu. Set 
the marker aspect, safe area, safe title, etc. =>[C3] 

H PHASE: Set the horizontal picture position (100 to 
+100*) (default setting is 000). 

* When the setting value is out of range, the display 
is changed but the horizontal position of the picture 
is not changed. 

CHANNEL NAME.…: Display the CHANNEL 
NAME menu. Give the channel a name. =>[C4] 

COPY FROM...: Display the COPY FROM menu. 
Copy other channel data. =>[C5] 


FORMAT... menu 
Select the signal format. 
SDI/HD-SDI...: Serial digital signal =>[C11] 
DUAL LINK HD-SDI...: Dual link HD-SDI signal 
—>[C12] 
COMPOSITE...: Analog composite signal =>[C13] 
YC...: Analog Y/C signal =>[C14] 
COMPONENT...: Analog component or RGB signal 
—>[C15] 


If there is no input connector or decoder corresponding to 
a format, that format will not be selectable (the cursor will 
skip over that item). 


SDI/HD-SDI... menu 
Select the serial digital signal format (SDI or single link 
HD-SDI). 

HD-SDI/D1 AUTO: Select when BKM-62HS is 
installed. 

HD SDI: Select when BKM-62HS is installed. 

D1: Select when BKM-61D or BKM-62HS is 
installed. 

D1/D2 AUTO: Select when BKM-61D is installed. 

D2 NTSC: Select when BKM-61D is installed. 

D2 PAL: Select when BKM-61D is installed. 

NTSC SETUP LEVEL: Select the NTSC SETUP 
LEVEL (0 % or 7.5 %) (default setting is 7.5 % for 
BVM-A20F1U, 0 % for BVM-A20F1M/A20F1A). 

FILTER SW: Set the Y/C separation filter (OFF or 
ON) when the picture is set to black and white 
mode (default setting is OFF). 

ACC SW: Select the auto chroma control ON or OFF 
(default setting is OFF). 


1080/601 or 1035/601 is selected automatically for the HD- 
SDI 1125/601 input signal. 


DUAL LINK HD-SDI... menu 
Select the dual link HD-SDI signal format when BKM- 
62HS is installed. 

4:4:4 YPBPR 

4:4:4 RGB 


COMPOSITE... menu 
Select the composite signal format when BKM-61D is 
installed. 
AUTO: The format of the input signal is detected and 
switched automatically. 
It will take a few seconds to detect the format of an 
input signal. It is recommended that a particular 
format be selected if it is determined. 
NTSC 
PAL 
PAL-M 
SECAM 
NTSC SETUP LEVEL: Select the NTSC SETUP 
LEVEL (0 % or 7.5 %) (default setting is 7.5 % for 
BVM-A20F1U, 0 % for BVM-A20F1M/A20F1A). 
FILTER SW: Set the Y/C separation filter (OFF or 
ON) when the picture is set to black and white 
mode (default setting is OFF). 
ACC SW: Select the auto chroma control ON or OFF 
(default setting is OFF). 
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YC.… menu 
Select the Y/C signal format when BKM-61D is installed. 
AUTO: The format of the input signal is detected and 
switched automatically. 
It will take a few seconds to detect the format of an 
input signal. It is recommended that a particular 
format be selected if it is determined. 
NTSC 
PAL 
PAL-M 
SECAM 
NTSC SETUP LEVEL: Select the NTSC SETUP 
LEVEL (0 % or 7.5 %) (default setting is 7.5 % for 
BVM-A20F1U, 0 % for BVM-A20F1M/A20F1A). 
ACC SW: Select the auto chroma control ON or OFF 
(default setting is OFF). 


COMPONENT... menu 
Select the component signal format or RGB signal format 
(YPBPR or RGB) when BKM-68X is installed. 

COMPONENT LEVEL: Select the COMPONENT 
LEVEL (SMPTE/EBU-N10 or BETACAM) 
(default setting is SMPTE/EBU-N10). 

BETACAM SETUP LEVEL: Select the BETACAM 
SETUP LEVEL (0 % or 7.5 %) (default setting is 
7.5 % for BVM-A20F1U, 0 % for BVM-A20F1M/ 
A20F1A). 

1125/601 SYSTEM: Select the active lines (10801 
(1080 active lines) or 10351 (1035 active lines)) 
when 1125/601 signal is input (default setting is 
1080D. 


MATRIX.… menu 
Set the matrix for each signal system. 
1080/720: Select the matrix data of 10801 and 720P 
(default setting is ITU709). 
1035: Select the matrix data of 10351 (default setting is 
SMPTE 240M). 
480/576: Select the matrix data of 4801, 480P, 5751 
and 576P (default setting is ITU601). 
ITU601, SMPTE 240M, ITU709 or USER] to 5 is 
selectable in each item. 
When ITU601, SMPTE 240M or ITU709 data is changed, 
they are displayed as ITU601*, SMPTE 240M* or 
ITU709*. 


When the signal format set in the FORMAT menu is 
4:4:4 RGB or RGB, MATRIX menu is not selectable. 


MODE... menu 

Set the marker aspect, safe area, safe title, etc. 

If a signal without the sync signal is input or the internal 
sync signal is used, this menu is not selectable. 


C] Setting the Input Configuration — INPUT CONFIGURATION Menu 


MARKER MODE (1/3) menu 
Set the marker aspect mode, aspect marker, blanking, etc. 

ASPECT MODE: Set the marker aspect ratio of the 
picture. 
Y ou can select one from among 16:9, 15:9, 14:9, 
13:9, 4:3, 2.39:1, 2.35:1, 1.85:1, 1.66:1 and 
VARIABLE (default setting is 16:9). 

ASPECT: Set when VARIABLE is selected in 
ASPECT MODE. 
Set 1.00 to 3.00 (default setting is 1.78). 

H POSITION: Set the horizontal position of the 
marker. 
Set —100 to + 100 (default setting is 000). 

MARKER BRIGHT: Set the luminance of the 
marker. 
Set 90IRE or 40IRE (default setting is 90IRE). 
The data set in this menu is common to all the 
channels. 

ASPECT MARKER: Select whether or not to display 
the safe area. 
Set to OFF (not display) or ON (display) (default 
setting is OFF). 

LINE: Set the thickness of the aspect marker when 
ASPECT MARKER is set to ON. 
Set to THICK or THIN (default setting is THICK). 

COLOR: Set the color of the aspect marker when 
ASPECT MARKER is set to ON. 
Set to WHITE, RED, GREEN, BLUE, YELLOW, 
CYAN or MAGENTA (default setting is WHITE). 

ASPECT BLANKING: Select the blanking outside 
the area. 
Set to OFF (blanking is released) or ON (blanking) 
(default setting is OFF). 

MODE: Set the blanking mode when ASPECT 
BLANKING is set to ON. 
Set BLACK (blanking) or HALF (half blanking) 
(default setting is HALF). 


MARKER MODE (2/3) menu 
Set the safe area marker or center marker. 
SAFE AREA MARKER: Select whether or not to 
display the safe area. 
Set to OFF (not display) or ON (display) (default 
setting is ON). 


MODE: Select the display mode for safe area when 
SAFE AREA MARKER is set to ON. 
Set to SHAPE A, SHAPE B or SHAPE C (default 


setting is SHAPE A). 
SHAPE A 
SHAPE B 
= 
= y 
SHAPE C 


AREA SIZE: Set the size of the safe area mode when 
SAFE AREA MARKER is set to ON. 
Set to 80%, 88%, 90%, 93% or VARIABLE 
(default setting is 80%). 
WIDTH: Set the width of the safe area marker when 
AREA SIZE is set to VARIABLE. 
Set to 050 to 100(%) (default setting is 080). 
HEIGHT: Set the height of the safe area marker when 
AREA SIZE is set to VARIABLE. 
Set to 050 to 100(%) (default setting is 080). 
CENTER MARKER: Select whether or not to 
display the center marker. 
Set to OFF (not display) or ON (display) (default 
setting is OFF). 
MODE: Select the display mode of the center marker 
when CENTER MARKER is set to ON. 
Set to SHORT or LONG (default setting is 
SHORT). 


The size of the safe area is as follows depending on the 
ASPECT MODE and 16:9 button ON/OFF setting. 


Example: Safe area size 80%, ASPECT MODE 16:9 or 
4:3 


with 16:9 button ON with 16:9 button OFF 


ASPECT 
MODE 16:9 
80% 80% 
ASPECT 5 
MODE 4:3 S 
80% 80% 3 
o 
m 
< 
oO 
= | 
E 
MARKER MODE (3/3) menu 


Set the safe title. 

SAFE TITLE DISPLAY: Select whether or not to 
display the safe title. 

Set to OFF (not display) or ON (display) (default 
setting is ON). 

WIDTH: Set the width of the safe title when SAFE 
TITLE DISPLAY is set ON. 

Set to 005 to 050(%) (default setting is 020). 

HEIGHT: Set the height of the safe title when SAFE 
TITLE DISPLAY is set ON. 

Set to 005 to 050(%) (default setting is 010). 

H POSITION: Set the horizontal position of the safe 
title when SAFE TITLE DISPLAY is set to ON. 
Set to 000 to 100(%) (default setting is 015). 

V POSITION: Set the vertical position of the safe title 
when SAFE TITLE DISPLAY is set to ON. 

Set to 000 to 100(%) (default setting is 015). 


CHANNEL NAME... menu 
Give the channel a name. Select a preset name, or enter a 
new one. 
PROG: Program signal 
EDIT: Signal from an editor 
CAM: Camera signal 
VTR: Signal from a VTR 
PREV: Preview monitor 
NEW NAME: Enter a new name. (Up to 20 characters 
can be entered and up to 8 characters from the head 
of the name are displayed in the INPUT 
CONFIGURATION menu). 
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COPY FROM menu 
Select the source to be copied from. 
OTHER CH...: Copy other data in this monitor. 
—>[051] 
OTHER MONITOR... : Copy data from another 
monitor. =>[C52] 
MEMORY STICK... : Copy data from a file in the 
“Memory Stick”. =>[C53] 


OTHER CH... menu 
Assign the source channel number to be copied. 
CH NO: Enter the channel number. 


OTHER MONITOR... menu 
Assign the ID No. of the source monitor. 
MONITOR ID: Enter the ID No. of the monitor from 
which to copy data. =>[C521] 
When the NETWORK switch is set to PEER TO PEER, 
this is not selectable. 


OTHER MONITOR menu 
Assign the channel of the selected monitor from which to 
copy data. 

CH NO: Enter the channel number. 


MEMORY STICK... menu 
Select the file name in the source “Memory Stick”. 


> [0531] 


MEMORY STICK menu 
Assign the channel of the selected file from which to copy 
data. 

CH NO: Enter the channel number. 
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[D] System Configuration 
ー SYSTEM 
CONFIGURATION Menu 


Overview 


The system such as the network, parallel remote control 
function, etc. is set with this menu. 


The following are set. 

e Setting the remote control function of the network 
(NETWORK... menu) 

e Setting for the parallel remote control functions 
(PARALLEL REMOTE... menu) 

e Power-up condition of the monitor (POWER... menu) 

・ Setting of the details about the blanking 
(BLANKING SETTINGS... menu) 

e Setting the data about the screen display (ON 
SCREEN SET... menu) 

e Setting the passwords for the menu (PASSWORD... 
menu) 

e Displaying the menu for maintenance 
(MAINTENANCE... menu) 


Structure of the SYSTEM 


CONFIGURATION Menu 


Level 1 
NETWORK... [D1 


Level 2 
MONITOR ID 


Level 3 


GROUP ID 


NETWORK 
SETTINGS... [D11 


NETWORK SW 


SNMP SETTINGS... 


D12 


PARALLEL 
REMOTE... [D2 


PARALLEL 
REMOTE 


1 PIN... - 8 PIN... 
D21 


PARALLEL 
REMOTE [D211 


POWER... [D3 


STANDBY MODE 


Setting Lists in the SYSTEM 
CONFIGURATION Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the settin lists 

・ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


¢ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


POWER ON 
STATUS 


DEFAULT CH 


DEGAUSS DELAY 


BLANKING 


ANCILLARY DATA 


SETTINGS... [D4 


VITS BLK 


ON SCREEN SET... 
D5 


FORMAT DISPLAY 


POSITION 


CH NO 


POSITION 


CH NAME 


POSITION 


PASSWORD... [Dé 


CHANGE 


PASSWORD... [D61 


CHANGE 
PASSWORD [D611 


APPLY 


APPLY PASSWORD 


PASSWORD... [D62 


D621 


MAINTENANCE... [D7 


[D] SYSTEM CONFIGURATION Menu 

NETWORK...: Set the remote control function of the 
network. =>[D1] 

PARALLEL REMOTE...: Set the parallel remote 
control function. =>[D2] 

POWER...: Setthe condition of the monitor when the 
main power is turned on or the power is turned on 
by remote operation. =>[D3] 

BLANKING SETTINGS...: Adjust the data for the 
blanking. =>[D4] 

ON SCREEN SET...: Set the data for the screen 
display. =>[D5] 

PASSWORD...: Set the passwords for the menu. 
—>([D6] 

MAINTENANCE...: Display the menu for 
maintenance. =>[D7] 


NETWORK... menu 
MONITOR ID: Enter a monitor ID No.. 
Set to 01 to 99 (default setting is 01). 
GROUP ID: Enter a group ID No.. 
Set to 01 to 99 (default setting is 01). 
NETWORK SETTINGS...: Set the IP address, 
subnet mask and default gateway. =>[D11] 
NETWORK SW: Display the setting of the 
NETWORK switch (LAN or PEER TO PEER). 
SNMP SETTINGS...: Set CONTACT, NAME, 
LOCATION and TRAP. =>[D12] 
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NETWORK SETTINGS... menu 

IP ADDRESS: Set the IP address (default is 
“192.168.000.001”). 

SUBNET MASK: Set the subnet mask (default is 
“255.255.255.000”). 

DEFAULT GATEWAY : Set the default gateway on 
or off (default setting is OFF). 
ADDRESS: Set the default gateway (default is 
E -.---.--- (no setting)’”). 

CANCEL: Select to cancel the setting. 

CONFIRM: Select to save the setting. 


When the NETWORK switch is setto PEER TO PEER, the 
IP address is set to “192.168.000.001” regardless of the 
display on the monitor. 

When the NETWORK switch is set to LAN, the IP address 
is set to the displayed one. 


nue と 』91dBUO 


SNMP SETTINGS... menu 
CONTACT menu: Set the information of the 


administrator. 

NEW NAME: Enter a new name (up to 20 
characters). 
The usable symbols are “(’’, 9”, “.”, “2, “+, “/ 
PD, $Y and “(space)” (12 
symbols 

NAME menu: Set the information for the 

administration (device ID). 

NEW NAME: Enter a new name (up to 20 
characters). 
The usable symbols are “(’’, “)”, €, “=”, “+”, “/ 
7, Gp?” A, apr? ES” and “(space)” (12 
symbols). 


LOCATION menu: Set the location information. 
NEW NAME: Enter a new name (up to 20 


characters). 

The usable symbols are “Cy D 6699 66 ーッ SE ssf, 
29 , の 29 R H, Es eG” and “(space)” (12 
symbols), 


TRAP menu: Set the address to send the information. 

TRAP1 and TRAP2 are set. 

TRAP1: Set the IP address (default setting is 
“000.000.000.000). 

TRAP2: Set the IP address (default setting is 
“000.000.000.000). 

CANCEL: Select to cancel the changed or 
confirmed setting. 

CONFIRM: Select to save the changed or 
confirmed setting. 


PARALLEL REMOTE... menu 
PARALLEL REMOTE: Select whether or not to use 
the PARALLEL REMOTE functions (OFF or ON) 
(default setting is OFF). 
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1 PIN... - 8 PIN...: Assign the function to each pin of 
the PARALLEL REMOTE connector when 
PARALLEL REMOTE is set to ON. =>[D21] 


1 PIN... - 8 PIN... menu 
Assign a function to the selected pin. =>[D211] 


The factory settings for each pin 
1 PIN: CHO1 
2 PIN: CHO2 
3 PIN: EXT SYNC 
4 PIN: MONO 
5 PIN: MARKER 
6 PIN: unused 
7 PIN: unused 
8 PIN: TALLY 


PARALLEL REMOTE menu 


PARALLEL REMOTE (1/2) menu 

CHO01 to 30: Select a channel number. Enter the 
desired channel number with the numeric button. 

----: Set to unused. 

UNDER SCAN: Set under scan on or off. 

16:9: Set a 16:9 aspect ratio on or off. 

H DELAY: Set the horizontal sync display on or off. 

V DELAY: Set the vertical sync display on or off. 

EXT SYNC: Set the synchronization to external sync 
signals enabled or disabled. 

COMB: Set the comb filter on or off. 

APERTURE: Set the correction of frequency 
characteristics enabled or disabled. 

MONO: Set monochrome display on or off. 


PARALLEL REMOTE (2/2) menu 

BLUE ONLY: Set the blue signal pictures display 
(monochrome) on or off. 

R OFF: Set cutting red beams enabled or disabled. 

G OFF: Set cutting green beams enabled or disabled. 

B OFF: Set cutting blue beams enabled or disabled. 

CHROMA UP: Set 12 dB up of the chroma setting 
value on or off. 

MARKER: Set the marker set in the channel on or off. 

TALLY: Set tally lamp on or off. 

DEGAUSS: Set degaussing on or off. 

POWER OFF: Set the monitor power on or standby. 


For the pin assignment, see “PARALLEL REMOTE 
connector” in Location and Function of Parts on page 12. 


POWER... menu 
Set the condition of the monitor when the main power is 
turned on or the power is turned on by remote operation. 
STANDBY MODE: Select the power-up condition 
(OFF or ON) when the MAIN POWER switch is 
turned on. 


OFF: Operation mode (default) 
ON: Standby mode 

POWER ON STATUS: Select the power-up input 
channel (LAST or CH). 

LAST: Set the channel to the channel that was 
selected at the time the power was last turned off 
(default). 

CH: Set the channel to a specific channel number. 

DEFAULT CH: Select the channel (01 to 30) when 
the POWER ON STATUS is set to CH (default 

setting is 01). 

DEGAUSS DELAY: Set the period from the time 
when the picture is almost displayed to the 
beginning of degaussing (000 to 255) (default 


setting is 000). Enter the desired time (in seconds). 


BLANKING SETTINGS... menu 
Adjust the data for the blanking. 

ANCILLARY DATA: Select whether or not to 
display the ancillary data in the serial digital signal 
(OFF or ON) (default setting is ON). 

VITS BLK: Adjust vertical blanking so that VITS 
signals are not visible in the upper part of the 
screen. 

Set to 000 to 127 (default setting is 000). 


ON SCREEN SET... menu 
Set the data about the screen display. 

FORMAT DISPLAY: Select the display mode of the 
signal system. 
AUTO: Disappears after being displayed for a 

while (default). 

ON: Displayed. 
OFF: Not displayed. 

POSITION: Select the display position for the signal 
system. 
TOP LEFT, TOP CENTER, TOP RIGHT, 
BOTTOM LEFT (default), BOTTOM CENTER, 
BOTTOM RIGHT 

CH NO: Select the display mode of the channel 
number 
AUTO: Disappears after being displayed for a 

while (default). 

ON: Displayed. 
OFF: Not displayed. 

POSITION: Select the display position for the 
channel number. 
TOP LEFT, TOP CENTER, TOP RIGHT (default), 
BOTTOM LEFT, BOTTOM CENTER, BOTTOM 
RIGHT 

CH NAME: Select the display mode of the channel 
name 


AUTO: Disappears after being displayed for a 
while (default). 

ON: Displayed. 
OFF: Not displayed. 

POSITION: Select the display position for the 
channel name. 
TOP LEFT (default), TOP CENTER, TOP RIGHT, 
BOTTOM LEFT, BOTTOM CENTER, BOTTOM 
RIGHT 


PASSWORD... menu 
Set the password for the menu 
Enter four characters. Default setting is “9999”. 
CHANGE PASSWORD...: Change the password. 
—>[D61] 
APPLY PASSWORD...: Assign the password to a 
menu item. =>[D62] 


CHANGE PASSWORD... menu 
Change the password. 
ENTER NEW PASSWORD: Enter a new password 
with the number button and press the ENTER 
button. =>>[D611] 


CHANGE PASSWORD menu 
Create a new password. 

RE-ENTER PASSWORD: Enter the new password 
again and press the ENTER button. The password 
is registered. 

To change it, press the MENU button. 


APPLY PASSWORD... menu 


Select whether or not to apply the password to each menu. 


PICTURE ADJ: Select YES or NO. 

COLOR TEMP ADJ: Select YES or NO. 

INPUT CONFIGURATION: Select YES or NO. 

SYSTEM CONFIGURATION: Select YES or NO. 

INDIVIDUAL ITEMS...: Display the items of the 
SYSTEM CONFIGURATION menu. =>[D621] 

INSTALLATION SETTINGS: Select YES or NO. 

FILE MANAGEMENT: Select YES or NO. 

CONTROLLER: Select YES or NO. 

KEY PROTECT: Select YES or NO. 


APPLY PASSWORD menu 

Select whether or not to apply the password to the 

SYSTEM CONFIGURATION menu. 
NETWORK: Select YES or NO. 
PARALLEL REMOTE: Select YES or NO. 
POWER: Select YES or NO. 
BLANKING SETTINGS: Select YES or NO. 
ON SCREEN SET: Select YES or NO. 


MAINTENANCE... menu 
The menu for the maintenance personnel is displayed. 
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Installation Settings 
— INSTALLATION 
SETTINGS Menu 


Structure of the INSTALLATION 
SETTINGS Menu 


Overview 


Initial settings of geometry, convergence, etc. are adjusted 
from this menu. 


The following are adjusted. 

e Correcting the shift of beam landing caused by the 
earth?s magnetism (LANDING ADJUST... menu) 

・ Adjusting the position and size of the picture and 
convergence (ALIGNMENT... menu ) 

・ Adjusting the color unevenness of the CRT 
(DIGITAL UNIFORMITY ADJ... menu) 


Perform digital uniformity adjustment after beam landing 
adjustment has been completed. 


E] Installation Settings — INSTALLATION SETTINGS Menu 


Level 1 


LANDING ADJUST... 
El 


Level 2 
NS 


Level 3 


RESTORE FACTORY 
DATA [E11 


ALIGNMENT... [E2 


ROTATION 


H PHASE 


V CENTER 


H SIZE 


V SIZE 


SUB CONTRAST 


H PIN 


H PIN BAL 


H CORNER PIN 


H CORNER S 


H KEY 


H KEY BAL 


V STATIC CONV 


V CONV TOP 


V CONV BOT 


H STATIC CONV 


RESTORE FACTORY 
DATA 


DIGITAL UNIFORMITY 
ADJ... [E3 


MANUAL... [E31 


MANUAL 
ADJUST 
E311 


CURSOR H 
SIZE 


V SIZE 


AUTO FULL POINTS 
ADJ [E32 


AUTO ONE POINT ADJ 
E33 


SIGNAL 


RESTORE FACTORY 
DATA 


Setting Lists in the INSTALLATION 
SETTINGS Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

¢ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on menu numbers, see “About menu 
numbers” on page 26. 


¢ The arrow mark (=>) refers you to another setting list 
that appears after you make a setting, or to an operation 
that is to be carried out as a result of a setting. 


INSTALLATION SETTINGS menu 

LANDING ADJUST...: Set the initial value of 
landing, alignment, signal level adjustment, etc. 
—>[E1] 

ALIGNMENT...: Adjust the position and size of the 
picture and convergence. =>[E2] 

DIGITAL UNIFORMITY ADJ...: Adjust the color 
unevenness of the CRT. =>[E3] 


LANDING ADJUST... menu 
Set the initial value of landing, alignment, signal level 
adjustment, etc. 
NS: Correct the beam landing shift at the top center 
and bottom center of the screen. 
RESTORE FACTORY DATA: Reset adjustment to 
the default setting. =>[E11] 


RESTORE FACTORY DATA menu 
Reset adjustment to the default setting. 
The following message appears. 
RESET FACTORY DATA? 
OK: Press the ENTER or End button to reset 
adjustment to the default setting. 
CANCEL: Press the MENU button to cancel the reset 
operation. 


ALIGNMENT... menu 

Adjust the position size or geometry of the picture or 
convergence with the UP and DOWN buttons or PHASE 
knob. 


ALIGNMENT (1/3) menu 
Adjust the position or size of the picture of the monitored 
signal system, aspect and scan size. 

ROTATION: Compensates for the screen rotation 
which occurs when the monitor is installed facing 
north or south. 

The data is also applied for the monitored signal 
system, aspect and scan size. 


La EY 


H PHASE: Adjust the horizontal picture position. 


Il ll ld 


V CENTER: Adjust the vertical picture position. 


し | レー 


H SIZE: Adjust the width of the picture. 


し | し 


V SIZE: Adjust the height of the picture. 


E 


SUB CONTRAST: Adjust the center value of the 
contrast when the image size or signal system is 
changed. 


mi 
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ALIGNMENT (2/3) menu 
Adjust the geometry of the picture. 


H PIN: Correct side pincushion distortion. 


(CG) 


H PIN BAL: Correct the balance of side pincushion 
distortion. 


CO) 


H CORNER PIN: Correct pincushion distortion at the 
sides of the picture. 


e L 


H CORNER S: Correct S pincushion distortion at the 
sides of the picture. 


(Srl 


H KEY-: Correct trapezoid distortion. 


LA \/ 


H KEY BAL: Correct the balance of trapezoid 
distortion. 


LINA 


ALIGNMENT (3/3) menu 
Adjust the convergence. 


V STATIC CONV: Adjust vertical static convergence 
on the whole screen. 

V CONV TOP: Adjust vertical convergence at the top 
of the screen. 

V CONV BOT: Adjust vertical convergence at the 
bottom of the screen. 

H STATIC CONV: Adjust horizontal static 
convergence on the whole screen. 


E] Installation Settings — INSTALLATION SETTINGS Menu 


RESTORE FACTORY DATA: Reset the 
ALIGNMENT data of the monitored signal system, 
aspect and scan size to the default setting. The 
following message appears to confirm the data reset 
operation. 

RESTORE FACTORY DATA? 

OK: Press the ENTER or Ent button to reset the 
data. 

CANCEL: Press the MENU button to cancel the 
reset operation. 


DIGITAL UNIFORMITY ADJ... menu 

Adjust the color unevenness of the CRT. 

The signal system, aspect and scan size for the adjustment 
are displayed on the top of the screen. 


MANUAL...: Adjust with the MANUAL knobs. 
—> [E31] 

AUTO FULL POINTS ADJ: Automatically adjust 
the whole area of the screen in sequence using the 
Sony BKM-14L Auto Setup Probe. =>[E32] 

AUTO ONE POINT ADJ: Automatically adjust only 
the selected adjustment point of the screen using the 
Sony BKM-14L Auto Setup Probe. =>[E33] 

SIGNAL: Select the white signal to be used for 
adjustment (default setting is EXT). 

EXT: Use an external input signal. Input the 
appropriate signal. 
INT: Use an internal white signal. 

RESTORE FACTORY DATA: Reset the DIGITAL 
UNIFORMITY data of the monitored signal 
system, aspect and scan size to the default setting. 
The following message appears to confirm the data 
reset operation. 

RESTORE FACTORY DATA? 

OK: Press the ENTER or Ent button to reset the 
data. 

CANCEL: Press the MENU button to cancel the 
reset operation. 


MANUAL... menu 
Adjust the gain of R, G and B with the MANUAL knobs. 


MANUAL ADJUST: Adjust the gain. =>[E311] (It 
may take some time to display the next menu.) 
CURSOR H SIZE: Specify the horizontal size of the 

cursor (1 to 5). 
V SIZE: Specify the vertical size of the cursor (1 to 5). 


Knobs and buttons used for each adjustment 

RED: CONTRAST KNOB (Adjust the R gain with 
the CONTRAST knob.) 

GREEN: BRIGHT KNOB (Adjust the G gain with 
the BRIGHT knob.) 

BLUE: CHROMA KNOB (Adjust the B gain with 
the CHROMA knob.) 

CURSOR POSITION: 10KEY (Move the cursor 
using the numeric keypad (except the 5 button) as 
illustrated below. Turn the cursor ON/OFF using 
the 5 button.) 


The cursor moves in the 1 


direction of 1he arrow A 

oe 
i] L] El 

〆 a 


LUMINANCE: PHASE KNOB (Adjust the phase 
with the PHASE knob.) 


MANUAL ADJUST menu 

Adjust the gain at the cursor position using the 
CONTRAST (RED), BRIGHT (GREEN), CHROMA 
(BLUE) and PHASE (LUMINANCE) knobs. Move the 
cursor using the numeric keypad. 


To reset RED/GREEN/BLUE to the value before 
adjustment 

When you are adjusting the gain using the MANUAL 
adjustment knobs, you can reset the setting to the one 
before adjustment by pressing the corresponding 
MANUAL button. 


To cancel adjustment 

Press the MENU button. The adjusted data is cleared and 
the screen returns to [E31]. (It may take some time to 
change to the previous menu.) 


To confirm adjustment 
Press the ENTER (Ent) button. 


When you want to erase characters from the 
screen while adjusting manually 

Press the CHAR OFF button. The characters disappear. To 
display characters, press the CHAR OFF button again. 


AUTO FULL POINTS ADJ menu 

Automatically adjust the whole area of the screen in 
sequence using the Sony BKM-14L Auto Setup Probe. 
Before entering the AUTO FULL POINTS ADJ menu, 
connect the BKM-14L to the OPTION connector. 

The following message appears. (It may take some time to 
change to the next menu.) 


SET PROBE ON CURSOR 
To perform adjustment, operate the BKM-14L as follows: 


@) Place the BKM-14L on the cursor displayed in the 
center of the screen. The adjustment starts. When the 
adjustment is completed, the cursor is displayed at the 
next adjustment point. 


@ Move the BKM-14L to the cursor. The next 
adjustment is performed. 


In the same way, adjust each adjustment point guided by 
the cursor. When the adjustment of all points is completed, 
the screen automatically returns to the INSTALLATION 
SETTINGS menu. 


To cancel adjustment 

Press the MENU button. The adjusted data is cleared and 
the screen returns to the DIGITAL UNIFORMITY ADJ... 
menu. (It may take some time to change to the previous 
menu.) 


nue z Jejdeyo 


If the BKM-14L is not placed on the cursor 
The following message appears, and the cursor moves to 
the right and left alternately on the screen. 

DO YOU WISH TO CANCEL? 

CANCEL: LEFT CURSOR 

CONTINUE: RIGHT CURSOR 


To abort, place the BKM-14L on the cursor when it is 
displayed on the left. Returns to the DIGITAL 
UNIFORMITY ADJ... menu. 

To continue, place the BKM-14L on the cursor when it is 
displayed on the right. Returns to AUTO FULL POINTS 
ADJ menu. 


AUTO ONE POINT ADJ menu 

Automatically adjust only the selected adjustment point of 
the screen using the Sony BKM-14L Auto Setup Probe. 
Before entering the AUTO ONE POINT ADJ menu, 
connect the BKM-14L to the OPTION connector. 

The cursor flashes in the center of the screen. 


Knobs and buttons used for each adjustment 

CURSOR POSITION: 10KEY: Move the cursor 
using the numeric keypad (except the 5 button). 
Turn the cursor ON/OFF using the 5 button. 

TO CANCEL: MENU KEY: Press the MENU button 
to clear the adjusted data and return to the previous 
menu. 

TO CONFIRM: ENTER KEY: Press the ENTER or 
Ent button to confirm the adjusted data. 


To perform adjustment, operate the BKM-14L as follows: 
@) Move the cursor to the desired point using the numeric 
keypad (except the 5 button), and press the ENTER or 
Ent button. The following message appears and the 
cursor returns to the center. 
SET PROBE ON CURSOR 


mi 
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If you press the ENTER or Ent button without moving 
the cursor, the screen returns to the DIGITAL 
UNIFORMITY ADJ... menu. 


© Place the BKM-14L on the cursor displayed in the 
center of the screen. The adjustment of the center of 
the screen starts. “IN PROGRESS” appears during 
adjustment, and the cursor returns to the point set in 
step @ when the adjustment is completed. 

@ Move the BKM-14L to the cursor. Adjustment of the 
specified point is performed. “IN PROGRESS” 
appears during adjustment, and the cursor flashes when 
the adjustment of that point is completed. 


To adjust another point of the screen 

Move the cursor to the desired point using the numeric 
keypad (except the 5 button), and press the ENTER or Ent 
button. Then place the BKM-14L on the cursor to perform 
the adjustment. Repeat this procedure for each adjustment 
point. 


To finish the adjustment 

When the adjustment of the specified points is completed, 
press the ENTER or Ent button without operating the 
numeric keypad. The adjusted data is stored in the memory 
and the screen returns to the INSTALLATION SETTINGS 
menu. (It may take some time to change to the previous 
menu.) 


Operating the numeric keypad before pressing the ENTER 
or Ent button starts the adjustment. 


To cancel adjustment 

Press the MENU button. The adjusted data is cleared and 
the screen returns to the DIGITAL UNIFORMITY ADJ... 
menu. (It may take some time to change to the previous 
menu.) 


If the BKM-14L is not placed on the cursor 
The following message appears, and the cursor moves to 
the right and left alternately on the screen. 

DO YOU WISH TO CANCEL? 

CANCEL: LEFT CURSOR 

CONTINUE: RIGHT CURSOR 


To abort, place the BKM-14L on the cursor when it is 
displayed on the left. Returns to DIGITAL 
UNIFORMITY ADJ... menu. 

To continue, place the BKM-14L on the cursor when it is 
displayed on the right. Returns to AUTO ONE POINT 
ADJ menu. 
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System Data Operation 
— FILE MANAGEMENT 


Menu 


Overview 
The system data is saved, copied and deleted. 


The following operations are possible with this menu. 

e Saving data to a “Memory Stick” (SAVE TO... menu) 

e Copying data from a “Memory Stick” or other 
monitor (COPY FROM... menu) 

・ Deleting a file in a “Memory Stick” (DELETE... 
menu) 

e Maintenance of the system data (DATA 
MAINTENANCE... menu) 


Structure of the FILE MANAGEMENT 
Menu 


Level 1 Level 2 Level 3 

SAVE TO... [Fi SAVE TO MEMORY | MEMORY STICK [F111 
STICK [FT 

COPY FROM... | OTHER MONITOR... | OTHER MONITOR 

F2 F21 F211 
MEMORY STICK... | MEMORY STICK [F221 
F22 

DELETE... [F3 DELETE MEMORY | MEMORY STICK [F311 
STICK [F31 

DATA BACK UP SYSTEM 

MAINTENANCE... | DATA F7 

F4 RE-STORE 
SYSTEM DATA [F42 
RE-LOAD FACTORY | RE-LOAD FACTORY 
DATA... [F43 DATA [F431 


Setting Lists in the FILE 
MANAGEMENT Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

e For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu numbers, see “About 
menu numbers” on page 26. 


・ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


FILE MANAGEMENT menu 
SAVE TO...: Save the data. =>[F1] 
COPY FROM...: Copy the data. =>[F2] 
DELETE...: Delete the file. =>[F3] 
DATA MAINTENANCE...: Service the system data. 
=E 


SAVE TO... menu 
Save the data in the “Memory Stick”. =>[F11] 


Use the “Memory Stick” after formatting. 


SAVE TO MEMORY STICK menu 
Select the name of the file to which to write data, or create 


a new file name. =>>[F111 


NEW NAME: Enter a new name (1 to 20 characters). 


The usable symbols are “.”, “_” and “$”. 


MEMORY STICK menu 
The following message appears. 
OVERWRITE THIS FILE? 
OK: Press the ENTER or Ent button to overwrite the 
data. 
CANCEL: Press the MENU button to cancel 
overwriting. 


COPY FROM... menu 
Select the file to copy the data. 
OTHER MONITOR...: Select the data of other 
monitor. =>[F21] 
MEMORY STICK...: Select the file of the “Memory 
Stick”. =>[F22] 


OTHER MONITOR... menu 
Assign the ID No. of the source monitor. 
MONITOR ID...: Enter the ID No. of the monitor. 
> [F211] 
When the NETWORK switch is set to PEER TO PEER, 
this is not selectable. 


OTHER MONITOR menu 

Select the data to be copied. 
ALL: Copy all data. 
PICTURE PRESET: Copy the picture preset data. 
COLOR TEMP: Copy the color temperature data. 
CH MEMORY: Copy the channel memory data. 
SYSTEM: Copy the system data. 


MEMORY STICK... menu 
Select the file name in the source "Memory Stick". 


=>[F221] 


MEMORY STICK menu 

Select the data to be read. 
ALL: Copy all data. 
PICTURE PRESET: Copy the picture preset data. 
COLOR TEMP: Copy the color temperature data. 
CH MEMORY: Copy the channel memory data. 
SYSTEM: Copy the system data. 


DELET... menu 
Delete the file in the “Memory Stick”. =>[F31] 


DELETE MEMORY STICK menu 
Delete the file in the “Memory Stick”. 
Select the file =>[F311] 


MEMORY STICK menu 
The following confirmation message appears. 
DELETE THIS FILE? 
OK: Press the ENTER or Ent button to delete data. 
CANCEL: Press the MENU button to cancel the 
delete operation. 


DATA MAINTENANCE... menu 
The password is confirmed to display the DATA 
MAINTENANCE... menu. 
BACK UP SYSTEM DATA...: Write the data to the 
“Memory Stick”. =>[F41] 
RE-STORE SYSTEM DATA...: Read the data from 
the “Memory Stick”. =>[F42] 
RE-LOAD FACTORY DATA...: Read the factory 
default data of the installed board. =>[F43] 


BACK UP SYSTEM DATA menu 
The “IN PROGRESS -” is displayed during data writing. 
(It may take some time to write the data.) 
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RE-STORE SYSTEM DATA menu 


The following message appears to confirm the data restore 
operation. 

ALL DATA WILL BE RESTORED 

AND MONITOR WILL RESTART 

ARE YOU SURE? 

OK: To continue, press the ENTER or Ent button. 
Read the data from the monitor “Memory Stick” 
and automatically restart the monitor. 

CANCEL: To cancel, press the MENU button. 
Return to the DATA MAINTENANCE... menu. 


F42 


RE-LOAD EACTORY DATA menu 

Select a slot where a board is installed to reload factory 
default data to the board. 

Select SLOT2 to SLOT6. SLOTS is divided into VIDEO 
data and BLANKING data. =>[F431] 


RE-LOAD FACTORY DATA menu 
The following message appears to confirm the data reload 
operation. 

DATA RESET TO 

ITS FACTORY SETTING 

AND MONITOR WILL RESTART 

ARE YOU SURE? 

OK: To continue, press the ENTER or Ent button. 
Resets the data and automatically restart the 
monitor. 

CANCEL: To cancel, press the MENU button. 
Returns to the RE-LOAD FACTORY DATA 
menu. 


G] Displaying Information On the Monitor - STATUS Menu 


Displaying 
Information On the 
Monitor - STATUS Menu 


Overview 


This menu is used to view general data about the monitor 
status, current channel, etc. 


The following information is displayed on the two pages of 
the STATUS menu. 

e Data about the current channel and the input adaptor 
installed in the slots in the rear panel (STATUS (1/2) 
menu) 

Data about the monitor and the controller in use 
(STATUS (2/2) menu) 


Structure of the STATUS Menu 


Level 1 Level 2 

CH STATUS... [G1 CH 
oP 
IN 
FORMAT 
NAME 

SLOT STATUS [G2 MODEL NAME 
SERIAL NO 

MODEL NAME 

SERIAL NO 

SOFTWARE VERSION 

OPERATION TIME 

CRT TURN ON TIME 

IP ADDR 

CONTROLLER STATUS... [G3 MODEL NAME 
SERIAL NO 
SOFTWARE VERSION 
IP ADDR 


Setting Lists in the STATUS Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

e For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu numbers, see “About 
menu numbers” on page 26. 


¢ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


STATUS menu 
Select the STATUS (1/2) menu or STATUS (2/2) menu. 


STATUS (1/2) menu 
CH STATUS...: Display the information of the used 
channel. =>[G1] 
SLOT STATUS...: Display the type of OPTION 1 to 
3. =>[G2] 
HD-SDI/D1...: Display when BKM-61D is 
installed. 
SDI/COMPOSITE...: Display when BKM-62HS 
is installed. 
COMPONENT...: Display when BKM-68X is 
installed. 
EMPTY ...: Display when no adaptor is installed. 


STATUS (2/2) menu 
Data on the monitor and controller is displayed. 
MODEL NAME: Model name of the monitor 
SERIAL NO: Serial number of the monitor 
SOFTWARE VERSION: Software version of the 
monitor 
OPERATION TIME: Operation time (in hours) of 
the monitor 
CRT TURN ON TIME: Used time of the CRT (in 
hours) 
IP ADDR: IP address of the monitor 


When the NETWORK switch is set to PEER TO 

PEER, “192.168.000.001” is displayed. 

CONTROLLER STATUS...: Information on the 
controller =>[G3] 


CH STATUS... menu 
Display the information on the used channel. 
The information of the assigned internal signal is displayed 
on the channels 80 to 89 and 91 to 97. 
CH: Channel number 
OP: Option slot number (OPTION1 to 3) 
IN: Input connector number 
FORMAT: Input signal format 
NAME: Channel name 
The information of the internal signal is displayed 
in channels 80 to 89 and 91 to 97. 


[G2] SLOT STATUS menu 

Display the type of input adaptor installed in OPTION1 to 
3. 
MODEL NAME: Model name 
SERIAL NO: Serial number 


[G3] CONTROLLER STATUS... menu 
Display information on the controller. 

MODEL NAME: Model name 

SERIAL NO: Serial number 

SOFTWARE VERSION: Software version 
IP ADDR: IP address 


When the NETWORK switch is set to PEER TO 
PEER, “192.168.000.100” is displayed. 


o 
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Setting the Controller 
— CONTROLLER Menu 


Overview 


This menu is for the network setting of the controller. 


・ Setting the display method of the monitor select 
display window (MONITOR ID DISPLAY menu) 

・ Settings for IP address, subnet mask and default 
gateway of the controller (NETWORK SETTINGS... 
menu) 

・ Displaying the setting of the NETWORK switch 
(NETWORK SW menu) 


Structure of the CONTROLLER Menu 


Level 1 Level 2 Level 3 
MONITOR ID 
DISPLAY [H1 
NETWORK IP ADDRESS 
SETTINGS... [H2 SUBNET MASK 
DEFAULT GATEWAY 
ADDRESS 
NETWORK SW 
SNMP CONTACT 
SETTINGS... [H3 NAME 
LOCATION 
TRAP 


Setting Lists in the CONTROLLER 
Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

¢ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


・ The arrow mark (=>) refers you to another setting list 
that appears after you make the setting, or to an operation 
that is to be carried out as a result of the setting. 


H] Setting the Controller — CONTROLLER Menu 


CONTROLLER menu 
The network, system, etc. of the controller is set. 
MONITOR ID DISPLAY: When the NETWORK 
switch is set to LAN, set the display method of the 
monitor select display window. =>[H1] 
NETWORK SETTINGS...: Display the NETWORK 
SETTINGS menu. =>[H2] 
NETWORK SW: Display the setting of the 
NETWORK switch (LAN or PEER TO PEER). 
As the NETWORK switch is not equipped with 
BVM-AI4F5U/A14F5M/A14F5A and the 
function is set to LAN mode, when BVM-A 14F5U/ 
A14FSM/A14FSA is used as the controller, this is 
not displayed. 
SNMP SETTINGS...: Set CONTACT, NAME, 
LOCATION and TRAP. =>[H3] 


MONITOR ID DISPLAY menu 
When the NETWORK switch is set to LAN, the display 
method of the monitor select display window is set. 
As the NETWORK switch is not equipped with BVM- 
A14FSU/A14FSM/A14FSA and the function is set to LAN 
mode, when BVM-A14F5U/A14F5M/A14F5A is used as 
the controller, this is always selectable. 

ON: Always displayed (default). 

AUTO: Displayed during operating by the remote 

connection and cleared after operation 
OFF: Not displayed. 


NETWORK SETTINGS... menu 
Set the IP address, subnet mask and default gateway. 
IP ADDRESS: Set the IP address (default setting is 
“192.168.000.100”). 
SUBNET MASK: Set the subnet mask (default setting 
is “255.255.255.0”). 
DEFAULT GATEWAY: Set the default gateway on 
or off (default setting is OFF). 
ADDRESS: Set the default gateway (default 
setting is “---.---.---.--- (no setting)”). 
CANCEL: Select to cancel the setting. 
CONFIRM: Select to save the setting. 


When the NETWORK switch is set to PEER TO PEER, the 
IP address is set to “192.168.000.100” regardless of the 
display. 

When the NETWORK switch is set to LAN, the IP address 
is set to the displayed one. 


SNMP SETTINGS... menu 
CONTACT menu: Set the information of the 
administrator. 
NEW NAME: Enter a new name (up to 20 
characters). 


The usable symbols are “(”, “)”, 
の apr? ES” and “(space)” (12 
symbols). 
NAME menu: Set the information for the 
administration (device ID). 
NEW NAME: Enter a new name (up to 20 


99 66 99 ce 99 Ap t 
> 


characters). 

The usable symbols are Qe O 66 うう 66 ha 399 4, E] 
29 Gs ” E Ed ide 2 SE and “(space)” (12 
Symbols): 


LOCATION menu: Set the location information. 
NEW NAME: Enter a new name (up to 20 


characters). 

The usable symbols are E 2 6699 66 9% rie se] 
$3 , “T”, ルル / E Ed HP, Ree seg and “(space)” (12 
symbol); 


TRAP menu: Set the address to send the information. 

TRAP1 and TRAP2 are set. 

TRAP1: Set the IP address (default setting is 
“000.000.000.000”). 

TRAP2: Set the IP address (default setting is 
“000.000.000.000”). 

CANCEL: Select to cancel the changed or 
confirmed setting. 

CONFIRM: Select to save the changed or 
confirmed setting. 


[1] Setting Key Protect 
— KEY PROTECT Menu 


Overview 


The data is locked so that they cannot be changed by an 
unauthorized user. 


Setting Lists in the KEY PROTECT 
Menu 


This section explains the setting lists displayed in the 
menu. 


How to read the setting lists 

・ For purposes of explanation, each setting list is preceded 
by a menu number. These numbers are not displayed on 
the screen. 


For more information on the menu number, see “About 
menu numbers” on page 26. 


The arrow mark (=>) refers you to another setting list that 
appears after you make the setting, or to an operation that 
is to be carried out as a result of the setting. 


[] KEY PROTECT menu 
ON: The button on the controller (except the menu 
operation buttons and monitor select buttons) does 
not function and other settings are not changeable. 
OFF: Release the lock. 
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Appendixes 


Specifications 


General 


System 15.625 kHz - 45 kHz (For details, see 
“Available Signal Systems” on page 
58.) 

CRT 
Super fine pitch Trinitron, 4:3 aspect ratio 
Aperture grille pitch: 

0.3 mm, 90 degree deflection, の 30.6 mm 
diameter in-line gun 
Effective picture size 
With 16:9 aspect ratio: 
386 x 218 mm (15!/4 x 85/8 inches) 
(w/h) 
443 mm aro inches) (diagonal size) 
With 4:3 aspect ratio: 
386 x 291 mm (15!/4 x 111/2 inches) 
(w/h) 
482 mm (19 inches) (diagonal size) 
CRT protection: EHT (extremely high tension) 
protection type 
Warm-up time: 
approx. 30 minutes 
Anode voltage: 
27 kV with no beam current 


Specifications 


Nominal chromaticity coordinates: 
SMPTE C phosphor (BVM-A20F1U) 


x y 
R 0.630 | 0.340 
G 0.310 | 0.595 
B 0.155 | 0.070 


EBU phosphor (BVM-A20F1M/A20F1A) 


x y 

R 0.640 | 0.330 
0.290 | 0.600 

B 0.150 | 0.060 


Error: + 0.005 or less 
Power consumption 
200 W (When an optional adaptor is 
installed) 
Power requirements 
100 to 240 V AC, 2.1 to 0.9 A, 
50/60 Hz 
Peak inrush current 
① Power ON, current probe method: 47 
A (240 V) 
@ Hot switching inrush current, 
measured in accordance with 
European standard EN55103-1 22 A 
(230 V) 


Mass approx. 40 kg (88 lb 3 oz) 


Input/output connectors 


Control 

OPTION: Mini-DIN 8-pin (female) x 1 

PARALLEL REMOTE: D-sub 9-pin 
(female) x 1 

SERVICE: D-sub 9-pin (male) x 1 

LAN (1LOBASE-T/100BASE-TX): 
RJ-45 x 1 

DC 5V OUT: Circle 4-pin (female) x 1 


Video signal 


Differential gain 
Less than 5% (for luminance from 0 to 


100 cd/m?) 
Differential phase 
Less than 5° (for luminance from 0 to 100 
cd/m?) 


Frequency response 
48 Hz to 30 MHz, +1 dB/-3 dB 
DC restoration Back porch type 
Black level fluctuation: less than 1% for 
10 % to 90% APL input signal 
variation 


Synchronization 


Vertical blanking time 
Less than 650 us. 
Horizontal blanking time 
Less than 3.77 us. (1080/601, 1035/601) 


Picture performance 


Normal scan 5% over scan of CRT effective screen 
area (+10% of CRT effective screen 


area) 


Under scan 3% under scan of CRT effective screen 
area (+10% of CRT effective screen 
area) 

Linearity Within a central area bounded by a circle 


with a diameter equal to the picture 
height, less than 0.5 % of the picture 
height, and outside the same area, 
about 1 % of the picture height 
Color temperature 
D61, D65, D93 (adjustable to other color 
temperatures) 
Convergence error 
Within a central area bounded by a circle 
with a diameter equal to the picture 
height: 
less than 0.4 mm with a central area 
bounded by a circle and less than 0.7 
mm at any other point. 
Standard luminescence 
100 cd/m? (at standard 1 Vp-p, 100% 
white signal) 
Raster size stability 
Less than 1% of picture height 
(at 100 cd/m? peak luminescence, 10 
to 90% APL) 


Resolution 700 TV lines (16:9) 
900 TV lines (4:3) 
(at screen center, 100 cd/m? 


luminescence) 


Operating conditions 

Temperature 0°C to 35°C (32°F to 95°F) 
Optimum temperature 

20°C to 30°C (68°F to 86°F) 
0% to 90% (no condensation) 
700 hPa to 1060 hPa 


Humidity 
Pressure 


Storage and transport conditions 


Temperature —10°C to 40°C (14°F to 104°F) 
Humidity 0% to 90% 
Pressure 700 hPa to 1060 hPa 


Accessories supplied 


AC power cord (1) 

AC plug holder (1) 

Fuse (1) 

Tally plate (1) 

4:3 mask (1) 

Operation manual (1) 

Menu tree reference (1) 
Cleaning of the CRT surface (1) 


Design and specifications are subject to change without 
notice. 


Specifications 


sexipuaddy 


57 


sexipueddy 


58 


Available Signal Systems 


System Total lines | Active lines | Frame rate (Hz) | Scanning Aspect |Standard Display on 
per frame | per frame format ratio the monitor*? 
575/501 625 575 25 2:1 interlace | 16:9/4:3 | Rec ITU-R BT.601 575/501 
480/59.941 525 483 30/1.001 2:1 interlace | 16:9/4:3 | Rec ITU-R BT.601 480/601 
576/50P 625 576 50 Progressive | 16:9/4:3 | Rec ITU-R BT.1358 576/50P 
; -0/4: SMPTE 293M/ 
480/59.94P 525 483 60/1.001 Progressive | 16:9/4:3 Rec ITU-R BT.1358 480/60P 
24 
1080/24PsF 1125 1080 2:1 interlace 16:9 SMPTE RP211 1080/481 
24/1.001 
1080/501"! 1125 1080 25 2:1 interlace 16:9 SMPTE 274M 1080/501 
30 SMPTE 240M/ 
1035/601 1125 1035 2:1 interlace 16:9 SMPTE 260M/ 1035/601 
30/1.001 BTA S-001B 
/601"2 1125 1080 Sa 2:1 interl 16:9 SMPTE 274M 1080/601 
1 | :1 interlace : 
9 30/1.001 
720/50P 750 720 50 Progressive 16:9 SMPTE 296M 720/50P 
60 
720/60P 750 720 501.001 Progressive 16:9 SMPTE 296M 720/60P 


*1 Also applicable to 1080/25PsF. 
*2 Also applicable to 1080/30PsF. 
*3 When no signal is input or the input signal is not available, NO SYNC is displayed on the monitor. 
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Available Signal Formats 


Signal format System BKM-61D | BKM-62HS | BKM-68X Standard 
Analog Composite 
NTSC Setup 480/59.941 O x x SMPTE 170M 
level 7.5 
PAL 575/501 O x x Rec.ITU-R BT.470 
PAL-M 480/59.94l O x x Rec.ITU-R BT.470 
SECAM 575/501 O x x Rec.ITU-R BT.470 
Analog (Y/C) 
NTSC level = 480/59.941 O x x == 
PAL 575/501 O x x z? 
で 
PAL-M 480/59.941 O x x 3 
SECAM 575/501 O x x 8 
Analog Component 
1035/601* x x O SMPTE 240M/BTA S-001B 
1080/601* x x O 
SMPTE 274M 
1080/501 x x O 
1080/30PsF* x x O 
1080/25PsF x x O SMPTE RP 211 
1080/24PsF* x x O 
720/60P* x x O 
SMPTE 296M 
720/50P x x O 
SMPTE 293M/ 
SO z * © Rec.ITU-R BT.1358 
576/50P x x O Rec.ITU-R BT.1358 
480/59.94l x x O 
N10/SMPTE 
Component 575/501 x x O EBU N10 
level 
Beta 480/59.941 x x O 
7.5 
Analog RGB 
1035/601* x x O SMPTE 240M/BTA S-001B 
1080/601* x x O 
SMPTE 274M 
1080/501 x x O 
1080/30PsF* x x O 
1080/25PsF x x O SMPTE RP 211 
1080/24PsF* x x O 
720/60P* x x O 
SMPTE 296M 
720/50P x x O 
SMPTE 293M/ 
IRSA * x o Rec.ITU-R BT.1358 
576/50P x x O Rec.ITU-R BT.1358 
480/59.941 x x O Rec.ITU-R BT.601 
575/501 x x O Rec.ITU-R BT.601 
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Signal format System BKM-61D | BKM-62HS | BKM-68X Standard 

D1 

480/59.941 O O x 
SMPTE 259M 
575/501 O O x 
D2 
NTSC Setup 480/59.941 % 
level 7.5 SMPTE 259M 

PAL 575/50| x x 

HD SDI (10 bit system only) 

Single Link 4:2:2 YPBPR 1035/60I* x O x SMPTE 292M 
—— Single Link 4:2:2 YPBPR SMPTE 292M 
=== YPBPR 1080/601* x O x 

Dual Link 4:4:4 SMPTE 372M 

El GBR 
3 Single Link 4:2:2 YPBPR SMPTE 292M 
S YPBPR 1080/501 x O x 
の Dual Link 4:4:4 SMPTE 372M 
GBR 
Single Link 4:2:2 YPBPR SMPTE 292M 
YPBPR 1080/30PsF* x O x 
Dual Link 4:4:4 SMPTE 372M 
GBR 
Single Link 4:2:2 YPBPR SMPTE 292M 
YPBPR 1080/25PsF x O x 
Dual Link 4:4:4 SMPTE 372M 
GBR 
Single Link 4:2:2 YPBPR SMPTE 292M 
6 YPBPR 1080/24PsF* x O x 
Dual Link 4:4:4 SMPTE 372M 
GBR 
Single Link 4:2:2 YPBPR 720/60P* x O x SMPTE 292M 
Single Link 4:2:2 YPBPR 720/50P x O x SMPTE 292M 
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* Also compatible with 1/1.001. 
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Dimensional Drawing 


Unit: mm (inches) 


Front 


444 (17 1/2) 


414 (16 3/8) 


198.5 (7 7/8 


Side 


570 (22 1/2) 


With BKM-15R attached 


Unit: mm (inches) 
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Connection Cable Specifications for Color Temperature Probes 


Special cables are required to connect color temperature The following diagrams show specifications and pin 
probes other than the Sony BKM-14L to the monitor. assignments for the required cables. 


Connection cable for UDT INSTRUMENTS SLS 9400-FC probe 


Modular connector Mini DIN 8-pin connector (male) 
1 6 
2 1 
O © 
549 C+3 
の Q 
8 6 
Signal Pin Number Pin Number | Signal 
3 N.C. 1 1 N.C. 
o GND 2 2 N.C. 
x RXD 3 3 RTS 
: TXD 4 4 GND 
GND 5 5 N.C. 
N.C. 6 6 TXD 
7 +5V 
8 RXD 


Connection cable for KONICA MINOLTA CA-100 probe 


D-sub 25-pin connector (male) Mini DIN 8-pin connector (male) 

1 13 2 1 
pooooooooooQ sto o 0)-3 

14 25 8 と 6 
Signal Pin Number Pin Number | Signal 
N.C. 1 1 N.C. 
TXD 2 2 N.C. 
RXD 3 3 RTS 
RTS 4 4 GND 
CTS 5 5 N.C. 
N.C. 6 6 TXD 
GND 7 7 +5V 
N.C. 8~25 8 RXD 
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Connection cable for KONICA MINOLTA CA-100plus probe 


D-sub 9-pin connector 1 5 Mini DIN 8-pin connector 
(male) (male) 2 1 
O © 
54 0 G73 
O Q 
8 ~S 6 
Signal Pin Number Pin Number | Signal 
CD 1 1 N.C. 
RXD 2 2 N.C. 
TXD 3 3 RTS 
DTR 4 4 GND ニー 
GND 5 5 N.C. === 
DSR 6 6 TXD 
RTS 7 7 +5V > 
CTS 8 8 RXD 3 
o 
GND 9 x 
の 


Connection cable for DK-TECHNOLOGIES PM 5639 probe 
(corresponds to DK-TECHNOLOGIES PM 5639/00 cable) 


Modularconnector 1 6 Mini DIN 8-pin connector 
(male) 2 
O © 
549 O 673 
O Q 
8 ~ 6 
Signal Pin Number Pin Number | Signal 
+5V 1 1 N.C. 
N.C. 2 2 N.C. 
RXD 3 3 RTS 
TXD 4 4 GND 
N.C. 5 5 N.C. 
GND 6 6 TXD 
7 +5V 
8 RXD 
Connection cable for THOMA TF6 probe 
D-sub 15-pin connector Mini DIN 8-pin connector 
(male) l 8 (male) 2 1 
00000000 O © 
2) Q 
9 15 yo" *6 
Signal Pin Number Pin Number} Signal 
N.C. 1 1 N.C. 
RXD 2 2 N.C. 
TXD 3 | 3 RTS 
N.C. 4 4 GND 
N.C. 5 5 N.C. 
N.C. 6 6 TXD 
GND 7 7 +5V 
N.C. 8~15 8 RXD 
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Menu Index 


The menu index shows the menu items provided with this the item is explained, its menu number, and the main menu 
monitor in alphabetical order. For you reference, each that the item belongs to. 
menu item is followed by the page of this manual on which 


Menu Item Page Menu number Main menu 
A ALIGNMENT 47 E2 INSTALLATION SETTINGS menu 
ANALYZE 36 B5 COLOR TEMP ADJ menu 
APPLY PASSWORD 45 D62 SYSTEM CONFIGURATION menu 
AUTO 32 Al PICTURE ADJ menu 
35 B2 COLOR TEMP ADJ menu 
g AUTO ADJUST 32 A11 PICTURE ADJ menu 
回 36 B21 COLOR TEMP ADJ menu 
9 AUTO FULL POINTS ADJ 49 E32 INSTALLATION SETTINGS menu 
AUTO ONE POINT ADJ 49 E33 INSTALLATION SETTINGS menu 
B BACK UP SYSTEM DATA 51 F41 FILE MANAGEMENT menu 
BLANKING SETTINGS 45 D4 SYSTEM CONFIGURATION menu 
C CH STATUS 53 G1 STATUS menu 
CHANGE PASSWORD 45 D61 SYSTEM CONFIGURATION menu 
CHANNEL NAME 41 C4 INPUT CONFIGURATION menu 
COLOR TEMP ADJ 33 B COLOR TEMP ADJ menu 
COMPONENT 40 C15 INPUT CONFIGURATION menu 
COMPOSITE 39 C13 INPUT CONFIGURATION menu 
CONTROLLER 54 H CONTROLLER menu 
CONTROLLER STATUS 53 G3 STATUS menu 
COPY FROM 33 A3 PICTURE ADJ menu 
36 B3 COLOR TEMP ADJ menu 
42 C5 INPUT CONFIGURATION menu 
51 F2 FILE MANAGEMENT menu 
D DATA MAINTENANCE 51 F4 FILE MANAGEMENT menu 
DELETE 51 F3 FILE MANAGEMENT menu 
DELETE MEMORY STICK 51 F31 FILE MANAGEMENT menu 
DIGITAL UNIFORMITY ADJ 48 E3 INSTALLATION SETTINGS menu 
DK-TECHNOLOGIES 33 B COLOR TEMP ADJ menu 
DUAL LINK HD-SDI 39 C12 INPUT CONFIGURATION menu 
F FILE MANAGEMENT 50 F FILE MANAGEMENT menu 
FORMAT 39 C1 INPUT CONFIGURATION menu 
| INPUT CONFIGURATION 37 C INPUT CONFIGURATION menu 
INSTALLATION SETTINGS 46 E INSTALLATION SETTINGS menu 
K KEY PROTECT 55 I KEY PROTECT menu 
KONICA MINOLTA 33 B COLOR TEMP ADJ menu 
L LANDING ADJUST 47 El INSTALLATION SETTINGS menu 
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Menu Item Page Menu number Main menu 
MAINTENANCE 45 D7 SYSTEM CONFIGURATION menu 
MANUAL 34 B1 COLOR TEMP ADJ menu 

48 E31 INSTALLATION SETTINGS menu 
MANUAL ADJUST 32 A2 PICTURE ADJ menu 

35 B11 COLOR TEMP ADJ menu 

49 E311 INSTALLATION SETTINGS menu 
MATRIX 40 C2 INPUT CONFIGURATION menu 
MEMORY STICK 33 A33 PICTURE ADJ menu 

36 B33 COLOR TEMP ADJ menu 

42 C53 INPUT CONFIGURATION menu 

51 F111 FILE MANAGEMENT menu 

51 F22 FILE MANAGEMENT menu 

51 F311 FILE MANAGEMENT menu 
MODE 40 C3 INPUT CONFIGURATION menu 
MONITOR ID 36 B321 COLOR TEMP ADJ menu 
MONITOR ID DISPLAY 54 H1 CONTROLLER menu 
NETWORK 43 D1 SYSTEM CONFIGURATION menu 
NETWORK SETTINGS 44 D11 SYSTEM CONFIGURATION menu 

54 H2 CONTROLLER menu 
ON SCREEN SET 45 D5 SYSTEM CONFIGURATION menu 
OTHER CH 42 C51 INPUT CONFIGURATION menu 
OTHER MONITOR 33 A32 PICTURE ADJ menu 

36 B32 COLOR TEMP ADJ menu 

42 C52 INPUT CONFIGURATION menu 

51 F21 FILE MANAGEMENT menu 

51 F211 FILE MANAGEMENT menu 
PARALLEL REMOTE 44 D2 SYSTEM CONFIGURATION menu 
PASSWORD 45 De SYSTEM CONFIGURATION menu 
PICTURE ADJ 31 A PICTURE ADJ menu 
POWER 44 D3 SYSTEM CONFIGURATION menu 
PRESET VALUE 33 A31 PICTURE ADJ menu 

36 B31 COLOR TEMP ADJ menu 
RE-LOAD FACTORY DATA 52 F43 FILE MANAGEMENT menu 
RESTORE FACTORY DATA 36 B4 COLOR TEMP ADJ menu 

47 E11 INSTALLATION SETTINGS menu 
RE-STORE SYSTEM DATA 52 F42 FILE MANAGEMENT menu 
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Menu Item Page Menu number Main menu 
S SAVE TO 51 F1 FILE MANAGEMENT menu 
SAVE TO MEMORY STICK 51 F11 FILE MANAGEMENT menu 
SDI/HD-SDI 39 C11 INPUT CONFIGURATION menu 
SLOT STATUS 53 G2 STATUS menu 
SNMP SETTINGS 44 D12 SYSTEM CONFIGURATION menu 
54 H3 CONTROLLER menu 
STATUS 52 STATUS menu 
SYSTEM CONFIGURATION 42 SYSTEM CONFIGURATION menu 
T THOMA 33 B COLOR TEMP ADJ menu 
==> U UDT INSTRUMENTS 33 B COLOR TEMP ADJ menu 
=== Y YC 40 C14 INPUT CONFIGURATION menu 
1 1 PIN... - 8 PIN... 44 D21 SYSTEM CONFIGURATION menu 


sexipueddy 


66 


Menu Index 


この マニ ュ ア ル に 記載 され て いる 事柄 の 著作 権 は 当社 に あ 
り 、 説 明 内 容 は 機器 購入 者 の 使用 を 目的 と し て いま す 。 
従っ て 、 当 社 の 許可 な し に 無断 で 複写 し た り 、 説 明 内 容 
(操作 、 保 守 等 ) と 異な る 目的 で 本 マニ ュ ア ル を 使用 する 
こと を 禁止 し ます 。 


The material contained in this manual consists of information 
thatis the property of Sony Corporation andis intended solely 
for use by the purchasers of the equipment described in this 
manual. 

Sony Corporation expressly prohibits the duplication of any 
portion of this manual or the use thereof for any purpose other 
than the operation or maintenance of the equipment 
described in this manual without the express written 
permission of Sony Corporation. 


For Customer in China 
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